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Abstract
Over the next few years the aviation industry will face the challenge to develop a new
generation of air vehicles characterised by high aerodynamic efficiency and low environ-
mental impact. The technologies currently available, however, are inadequate to meet
the demanding performance requirements and to comply with the stringent regulations
in terms of polluting emissions.
An innovative and very promising solution is offered by airframe morphing technologies.
Morphing wing structures, internally actuated and able to change their shape smoothly
to adapt to different loading conditions, would be able to achieve near-optimal lift and
drag profiles throughout all the different phases of the flight. This would enhance the
aircraft aerodynamic performance and contribute to a significant reduction of the fuel
consumption, polluting emissions and noise.
The present study has been conducted as part of the European Commission founded
Seventh Framework Program called “Smart High Lift Device for the Next Generation
Wing” (SADE).
The aim of this research is the development of an effective design of a morphing flap
with flexible trailing edge for a commercial aircraft wing. The investigation focused
on morphing concepts which are suitable for large transport aircraft and which can be
effectively developed and become operational within the next 20 years. For these reasons,
the morphing was limited to the high lift devices of the wing, while the conventional wing
box structure was retained.
The objectives of the current research are the design of a suitable internal actuation
mechanism for a morphing flap device and its integration into a tailored flap structure,
the analysis of the structural behaviour of the morphing device under the effect of static
and dynamic loading to demonstrate the feasibility and the effectiveness of the proposed
design and the optimisation of the morphing structure to meet the shape requirements.
In the first stage of this research, attention was focused on the design of an internal
actuation mechanism to smoothly deflect the flexible rear part of the flap to achieve a
specified target shape. An actuation system based on the principle of the eccentuation
was designed. Significant changes were made to the conventional flap structure in order
to integrate the actuation mechanism into the flap and to achieve the desired morphed
configuration.
In the second stage of the research, attention was paid to the modelling of the proposed
design in order to assess its structural behaviour. The morphing flap was analysed using
the finite element method and a nonlinear static analysis was conducted to determine the
flap deflection and to evaluate the stress and strain in the skin due to the morphing. The
dynamic behaviour of the flap structure was also assessed and the natural frequencies and
the response to transient input loads were evaluated to show that the proposed morphing
structure can compete with the conventional configurations.
i
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Lastly, the interaction between the flexible flap structure and the surrounding air flow
was analysed and the proposed design concept was optimised to meet the morphing
requirements.
This study demonstrates that a feasible design for a flap with morphing trailing edge
for a large commercial aircraft can be achieved. The proposed actuation mechanism
has the capability to effectively deflect the structure into the desired morphed shape
and the structural modifications implemented were able to preserve the strength of the
morphing structure. Moreover, the optimisation of the design parameters ensured that
morphing was achieved with minimum weight penalty. The use of the morphing flap
has the potential to improve aircraft efficiency and represents a significant contribution
towards the development of the next generation of high performance and environmentally
friendly air vehicles.
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Over the next few years the aviation industry will face the challenge to develop a new
generation of air vehicles characterised by high performance and low environmental im-
pact. Following the guidelines of the Vision 2020 report [1] by the European Commission
for Research, in the next few years the main objective of aircraft design will be the de-
velopment of aircraft technologies able to satisfy the rising demand for lower travel costs,
better service quality and high safety standard, while achieving a significant reduction
in the perceived noise generated and a drastic cut to the fuel consumption and polluting
emissions.
The need for a significant reduction in polluting emissions and noise caused by commercial
aircraft, however, seems to be in contrast with the constantly rising demand for high
performance. Conventional design solutions are unable to provide a satisfactory trade off
betweeen these two conflicting requirements and, for this reason, there is great interest
in the exploration and development of different design approaches.
Figure 1.1: Impact of new technologies on CO2 emissions [2]
3
4 INTRODUCTION
Figure 1.1 presents a likely forecast for the CO2 emissions by 2050: the graph shows
that a simple improvement of existing technologies, operations and infrastructures is not
sufficient to determine a reduction in the CO2 emissions and innovative technologies are
the key to achieve carbon-neutral growth.
Morphing airframe technologies represent a very promising area of investigation in the
field of aircraft structural design. Aircraft wings are usually designed to suit all the
different segments of the vehicle’s mission. However, they cannot achieve the optimum
airframe configuration for any single flight condition, as this changes between the different
phases of the flight (cruise, take off and landing) and it depends on several parameters
such as altitude, velocity and mass. In order to partially reduce the loss of performance
in the sub-optimal configurations, modern commercial aircraft are equipped with high
lift devices, able to modify in a favourable way the shape of the wing and to improve
the performance achievable. The conventional devices mounted on a transport aircraft
typically consist of slats and flaps driven by specific mechanisms. They significantly
improve the aerodynamic behaviour of the wing but, on the other hand, they also increase
the weight and the complexity of the structure and represent one of the main sources of
noise from the aircraft due to the presence of the slots.
Figure 1.2: Typical mission profile of a transport aircraft [3]
The use of morphing technologies instead of the conventional high lift devices would offer
several advantages. The possibility to smoothly deflect the wing surfaces to meet certain
shape requirements would enable the aircraft to fly in the optimal configuration during
all the phases of the flight, achieving higher aerodynamic efficiency and generating less
off-design effects. The lower number of gaps in the airframe structure would allow a more
laminar air flow over the wing surface during take-off and landing. The laminarisation
of the air flow around the airfoil, in turn, would reduce drag and lead to a reduced fuel
consumption. Finally, the use of a gapless structure would reduce the noise emission from
the aircraft.
Several morphing concepts have been proposed in recent years. However, most of them
are not suitable for large commercial aircraft and their applicability is limited to Mi-
cro Aerial Vehicles (MAVs), Unmanned Aerial Vehicles (UAVs) and Unmanned Combat
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Aerial Vehicles (UCAVs). For such types of vehicles, it is relatively easy to obtain a
change in shape due to the reduced dimension of the wings. The reason lies mainly in
the low energy required to perform morphing of a small structure. Different actuation
systems embedded or not in the structure can be used and also smart materials for actu-
ation such as piezoelectric devices and shape memory alloys (SMAs) can be successfully
implemented. Different techniques have been tested and have proven to be effective.
Designing smooth morphing high lift devices for a large vehicle is a much more challenging
goal due to the stringent strength requirements involved. One of the main issues during
the design process is the correct selection of the actuation mechanism and of the skin
materials. The actuation system has to be efficient in terms of power consumption and, of
course, able to deflect the morphing structure to reach the target shape. Actuation should
be performed using a small number of moving parts to guarantee high reliability and
attention should be paid also to the overall weight of the system. The skin material should
be stiff enough to keep the desired shape while undergoing the external aerodynamic
loads, but it should also be flexible to follow the deflection imposed by the actuation
system as smoothly as possible. Stresses and strains arising in the skin and in the other
structural components should be low enough to guarantee the structural strength and
integrity is preserved. From this point of view, also the aeroelastic interaction between
the morphing structure and the aerodynamics has to be carefully investigated, to prevent
undesired effects. Finally, nonlinear phenomena due to the presence of loose hinges, to
friction between moving parts and to aerodynamic phenomena such as gusts and vortex
shedding from the structure should be kept into account.
1.2 The SADE Project
The research study presented in this thesis is part of a wider research project called
’Smart High Lift Devices for the Next Generation Wing’ (SADE), conducted within the
European Union Seventh Framework Programme. The SADE project aims to investigate
and develop morphing concepts for the high lift devices of future aircraft wings. The main
objective pursued by SADE has been the development of a Smart Leading Edge and a
Smart Single Slotted Flap to replace the conventional slats and flaps found on commercial
aircraft wings. The use of a smart, gapless leading edge device would contribute to achieve
laminar flow over the wing and would help to reduce the noise and drag generated.
Moreover, the use of a smart flap having morphing capabilites would increase the lift to
drag ratio and hence the efficiency of the aircraft.
Thirteen different partners were involved in the Programme, in order to cover all the
different aspects and phases of the design, analysis and testing of the morphing devices.
The research activity was divided into four separate Work Packages:
• Work Package 1: Integration. This Work Package aims to investigate the integration
of the high lift devices in the aircraft and to assess the impact of the morphing on
the overall wing behaviour.
• Work Package 2: Smart Leading Edge. Different morphing concepts for the leading
edge have been proposed and analysed. The study comprises the initial mecha-
nical design and the structural and aerodynamic analysis. Several concepts were
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assessed in terms of their design feasibility, performance offered and readiness of
the technology involved.
• Work Package 3: Smart Single Slotted Flap. Similarly to Work Package 2, diffe-
rent morphing concepts for the trailing edge flap have been proposed and analysed.
The study comprises the initial mechanical design and the structural and aerody-
namic analysis. Several concepts were assessed in terms of their design feasibility,
performance offered and readiness of the technology involved.
• Work Package 4: Wind Tunnel Tests. The morphing concept selected in the Work
Package 2 for the smart leading edge has been designed, manifactured and tested
in the wind tunnel.
This current research study focuses on the Work Package 3 activities on the Smart Single
Slotted Flap. Various morphing concepts were reviewed and an innovative design for
a gapless and hingeless internal actuation mechanism for the flap was selected. The
flap structure with internal actuation mechanism was subsequently designed in detail
and modelled using finite elements. A geometrical nonlinear structural analysis was
conducted on the flap to assess its structural behaviour and to evaluate the effectiveness
and feasibility of the proposed actuation solution.
1.3 Research Objectives
Flaps are commonly used to increase lift during take-off and landing and are nowadays
available in a variety of configurations to suit the needs of any commercial vehicle. How-
ever, the existing flap designs do not allow to overcome the limits of a fixed and rigid
wing configuration. The aim of this research study is to design a morphing flap with a
flexible end, hingeless and internally actuated, capable to replace the existing rigid design
and to achieve at least the same aerodynamic benefits.
The objectives of this thesis can be summarized as:
• To develop a suitable design concept for a morphing trailing edge device to increase
the performance of a large transport aircraft
• To demonstrate the feasibility of the design concept
• To analyise the structural behaviour of the morphing trailing edge device under
static and dynamic loading
• To investigate the possibility of optimising the structural design
In order to fulfill these objectives the state of art solutions in the field of morphing
structures were researched to identify the basic principles and methods applied and to
understand the challenges arising in the design of a morphing high lift device. A new
concept for the actuation mechanism of the morphing trailing edge was developed. The
mechanism was fully integrated with the trailing edge skin and a geometrically nonlinear
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finite element analysis was conducted to investigate its structural behaviour under the
effect of the mechanical and aerodynamic loads. Some modifications to the conventional
internal structure of the flap were suggested and included in the analysis in order to
achieve a uniform deflected shape. Finally, the interaction of the trailing edge flap with
the airflow was investigated and some design improvements were proposed in order to
optimise the morphing flap structure.
1.4 The Scope
Several morphing concepts and innovative wing configurations have been proposed in the
last decades to improve the performance and to extend the operative range of an aircraft.
Many of these concepts have been initially developed for military applications, such as
small UAVs, hence they are not able to meet the design and strength requirements for
commercial aircraft and lie outside of the area of investigation of this thesis. On the
other hand, some very promising concepts would require drastical changes to the conven-
tional wing configurations and, since the level of readiness of such techniques is generally
very low, they are not suitable for analysis within the SADE project, which focuses on
morphing structures that can be realised effectively within the next two decades.
In this current study, the traditional basic wing structure, represented by a central wing
box connected to moveable parts, is retained in order to have a favourable strength to
weight ratio. Within the SADE Project, the investigation has been restricted to concepts
suitable for the moveable parts such as the high lift devices. Moreover, only internal
actuation mechanisms able to provide a uniform and gapless deflected airfoil shape have
been considered in order to meet the stringent aerodynamic requirements of a transport
aircraft.
1.5 Research Novelty and List of Publications
The current research work presents the innovative design, modelling, analysis and opti-
misation of a morphing flap device for a next generation commercial aircraft.
Despite the increasing interest for morphing structures, no previous work available in
literature offers a comprehensive investigation of morphing applied to large scale com-
mercial vehicles. The research work conducted has contributed in adding new knowledge
in this area.
A novel concept for the internal actuation mechanism of a morphing trailing edge flap has
been developed in order to improve the aerodynamic performance of the wing. Attention
has been paid to ensure that the structure was flexible enough to meet the deflection
requirements while preserving its strength and load carrying capability. Great effort has
been made to identify suitable modelling techniques for the morphing structure with
limited guidance available from previous studies. Lastly, the interaction of the flexible
structure with the airflow has been investigated and the problem to extend conventional
optimisation techniques to internally actuated morphing structures has been addressed.
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Please refer to Chapter 9 of this thesis for a detailed description of the results of this
investigation.
The following list of papers demonstrates the originality of the work:
• Di Matteo, N., Guo, S., Morishima, R., Optimization of leading edge and flap with
actuation system for a variable camber wing, 53rd AIAA/ASME/ASCE/AHS/ASC
Structures, Structural Dynamics, and Materials Conference, 23-26 April 2012, Hon-
olulu, Hawaii
• Di Matteo, N., Guo, S., Morishima, R., Aeroelastic modelling and analysis of a
wing with morphing high lift devices, International Forum of Aeroelasticity and
Structural Dynamics (IFASD), 26-30 June 2011, Paris, France
• Di Matteo, N., Guo, S., Li, D., Morphing trailing edge flap for high lift wing, 52nd
AIAA/ASME/ASCE/AHS/ASC Structures, Structural Dynamics, and Materials
Conference, 4-7 April 2011, Denver, Colorado
• Di Matteo, N., Guo S., Ahmed, S., Li, D., Design and analysis of a morphing
flap structure for high lift wing, 51st AIAA/ASME/ASCE/AHS/ASC Structures,
Structural Dynamics, and Materials Conference, 12-15 April 2010, Orlando, Florida
• Li, D., Guo, S., Xiang, J., Di Matteo, N., Control of an aeroelastic system with con-
trol surface nonlinearity, 51st AIAA/ASME/ASCE/AHS/ASC Structures, Struc-
tural Dynamics, and Materials Conference, 12-15 April 2010, Orlando, Florida
• Guo, S., Morishima, R., Di Matteo, N., Ahmed, S., A composite wing structure
with morphing high lift devices, 17th ICCE Conference, 26 July - 01 August 2009,
Hawaii, USA
• Morishima, R., Guo, S., Di Matteo, N., Ahmed, S., A composite wing structure
with morphing leading edge and flap, World Journal of Engineering, Vol. 7, No.4,
2010, pp.186-193
1.6 Structure of the Thesis
A description of the thesis structure is herein provided to guide the reader and to present
how the research was conducted. The content of the following chapters is outlined below.
• Chapter 2 - Literature Review
This chapter illustrates the state of the art in the study of morphing structures.
In the first part, the role of morphing in the developments of future aircraft is
discussed. A variety of morphing concepts is presented in the framework of their
respective research programmes and critically reviewed on the basis of the perfor-
mance achieved and feasibility. Other issues strictly connected to the design of
morphing structures are also introduced, such as the need for smart skin materials,
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the importance of the aeroelastic interactions for a flexible structure and the bene-
fits and challenges in the optimisation of morphing structures.
• Chapter 3 - Theoretical Background
This chapter introduces the theoretical background of the current research study.
The basic principles for the study of thin walled structures are recalled. The prin-
ciples of the classical laminate theory for composite materials are also described.
The finite element modelling was briefly recalled with emphasis on the finite ele-
ment analyses conducted in this current research.
• Chapter 4 - The Wing with Morphing Hihg Lift Devices
Chapter 4 provides a description of the baseline wing structure considered for the
analysis and illustrates the geometry and the material properties of the wing box,
leading edge device and flap. The target deflected shape for the high lift devices
is presented and discussed on the basis of aerodynamic considerations and the
aerodynamic pressure distribution over the selected airfoil in various configurations
is also given.
• Chapter 5 - Design and Modelling Approach for the Morphing Trailing Edge Flap
Chapter 5 presents the novel concept developed to deflect the morphing trailing
edge of the flap, called Eccentric Beam Actuation Mechanism (EBAM) and based
on the principle of the eccentuation. In order to integrate the EBAM in the flap
structure and to meet the deflected shape requirement, the internal structure of the
flap was substantially modified. The design improvements, such as the use of an
open sliding trailing edge and the inclusion of additional connections in the struc-
tural model, are discussed in detail. A new procedure for the determination of the
actuation load required to deflect the structure is also set up. Finally, the feasibility
of the EBAM concept is demonstrated using a flap demonstrator model.
• Chapter 6 - Nonlinear Static and Dynamic Analysis of the Morphing Trailing Edge
Flap
Chapter 6 presents the results of a nonlinear static stress and strain analysis con-
ducted on the trailing edge flap with integrated actuation system using the finite
element method. The analysis was carried out first on a 1 m spanwise section of
the flap trailing edge and subsequently extended to the whole inboard flap struc-
ture. In the final part of the chapter, the structural dynamic properties of the flap
are presented in terms of natural frequencies, mode shapes and frequency response
functions. The transient response to a 1-cos gust type input was also calculated for
different values of the input frequency to assess the dynamic behaviour of the flap.
10 INTRODUCTION
• Chapter 7 - Aeroelastic Analysis of the Trailing Edge Flap
This chapter investigates the methods of analysis of the interaction between the
trailing edge flap structure and the aerodynamic pressure loads. The aerodynamic
load on a deflected trailing edge surface is initially evaluated using a simple analytic
approach proposed by Howe and ESDU approved methods. The results are com-
pared with the pressure distribution obtained with panel method and CFD analysis.
A Fortran-based software able to iteratively interface the Nastran structural solver
with the commercial software Xfoil for panel method analysis has been developed.
A case study was conducted on the morphing flap to show the effect of the progres-
sive deflection on the air pressure load until an equilibrium configuration is reached.
• Chapter 8 - Optimisation of an Actuated Morphing Structure
Chapter 8 investigates the possibility to optimise the design of the morphing trai-
ling edge flap by acting on the characteristics of the actuation mechanism and on
the mechanical properties of the skin materials. An iterative analysis was imple-
mented by coupling the Nastran structural solver to the NASA optimisation tool
ADS. Different design configurations for the Eccentric Beam Actuation Mechanism
are proposed and evaluated in terms of deflection shape and actuation load. An
optimised design for the morphing trailing edge device is also presented.
• Chapter 9 - Conclusions and Future Work
This last chapter summarises the main findings of the research work on the mor-
phing trailing edge device and states the main contribution to the knowledge of
this study. Possible further investigations which are not part of this thesis due to
the time constraints of a research work are also indicated and some guidelines for
future research work are suggested.
CHAPTER2
Literature Review
This chapter presents an overview of the current technologies and future trends in the
field of aircraft design and provides an introduction to the study of morphing structures.
In the first part of the chapter, the current status of the aviation industry is briefly
outlined and the challenging targets set for the next few years are presented. The high
lift devices mounted on the conventional modern wings are reviewed in Section 2.2, with
emphasis on the limitations of the existing designs in achieving further performance
improvements. In Section 2.3, morphing technologies are introduced as a very promising
solution for the development of the next generation of aircraft structures. The potential
advantages and disadvantages of morphing are discussed for the case of a commercial
transport aircraft and an overview of the various research projects which have focused on
active wings in recent years is given. The literature review evidenced that, despite the
great research efforts, a comprehensive and unified approach to the study of morphing
airframe technologies is still missing. An attempt at a classification of the different types
of morphing was made in Section 2.3.2, where several morphing concepts are reviewed.
In Section 2.4, some considerations about skin materials for the morphing structures are
presented and the possibility to use composite materials and innovative smart materials is
discussed. In the final part of this chapter, selected studies on the aeroelastic behaviour
of the wing are presented due to the importance that the interaction of aerodynamic
loads and elastic bodies acquires for flexible morphing structures. Structural optimisation
methods are also discussed to identify their applicability and the potential benefits they
offer to the design of morphing structures .
2.1 Historical Developments and Future Trends in
Aircraft Design
Aircraft design is a continuously evolving discipline, where new concepts, materials and
technologies are constantly being developed in order to meet the demanding requirements
of a highly competitive market.
11
12 LITERATURE REVIEW
According to [1], air travel is nowadays experiencing the fastest growth among all modes
of transport. The aviation industry is under tremendous pressure to deliver aircraft char-
acterised by high performance, high efficiency, low costs and, at the same time, low impact
on the environment. On one hand, airlines and aircraft manufacturing companies push
for highly efficient and performing structures, in order to reduce the fuel consumption and
to achieve low production and operative costs. On the other hand, polluting emissions
and noise from the aircraft have raised concern among the governments and the scien-
tific community about the impact that high volumes of air transport could have on the
environment. Since 1977, the International Civil Aviation Organization (ICAO) has de-
veloped standards and measures to regulate the emissions. More recently, the European
Union has set very ambitious targets to reduce the environmental issues connected to an
increased number of flights. The Vision 2020 report [1], by the European Commission for
Research, specifies stringent requirements, which include a consistent reduction of carbon
dioxide and nitrogen oxides emissions,as well as of the noise caused by the aircraft, to be
achieved in the next few years.
Figure 2.1: Structural efficiency of modern airliners [4]
Over the past 50 years, there has been a continous increase in aircraft performance
and capabilites. Propulsion systems have evolved from propellers to turbofans, while
the capacity of transport aircraft has gone from less than 100 people to up to the 850
passengers for some Airbus A380 configurations. Perhaps the more evident improvements
concern the cruise speeds of modern aircraft; planes in the 1940s had average speeds of
100 knots, while today’s turbofans cruise at average speeds of around 500 knots (and,
although now dismissed, the Concorde was able to operate in the supersonic regime).
The flight range of commercial vehicles has been considerably extended and nowadays
the conventional cruise altitude is between 10.5 and 11 km of altitude, in order to obtain
more efficient cruise performance, as opposed to the 3 to 7.5 km of the beginnings.
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Despite the gradual and continuous improvements, however, modern airliners are, in
principle, still very similar to the older aircraft introduced decades ago. As discussed
by Babikian et al. in [4], if the ratio between the Operating Empty Weight (OEW)
and the Maximum Take Off Weight (MTOW) is taken as a measure of the structural
efficiency of the aircraft, the graph in Figure 2.1 shows that, over the past 70 years, this
parameter has not changed much. Moreover, after several years of use, the conventional
design concepts and methodologies are already fully optimised and have reached their
maximum potential. For these reasons, the current technologies are unable to meet the
ambitious performance targets and the stringent requirements set for the next few years.
The scientific community has always understood the need for a radically new approach.
In 1997 Dan Goldin, then one of NASA’s heads, gave a public speech entitled “The Three
Pillars for Success for Aviation and Space Transportation in the 21st Century” [5]. One
of the three pillars that Goldin mentioned was ’a revolutionary technology leap’, allowing
significant improvements in the field of aviation. Since then, many research programmes
have been conducted and have laid the foundations for the modern design analyses, as
will be shown in the following Sections.
As highlighted by a report from the US National Research Council [6] published in 1998,
there are three main areas of research and development most likely to allow this technology
leap. These are:
• Radically different configurations
• Improvement of existing subsystems
• Major breakthroughs in manufacturing or design processes
The development of radically different configurations has the potential to transform air
transportation, but the changes would require a very long time to be implemented. The
improvement of existing subsystems, on the contrary, would allow to retain the basic
traditional configurations and to reduce the time needed to achieve some performance
improvements. Progress in manufacturing or design processes, on the other hand, would
have a direct impact on the costs of producing an aircraft. A combination of these
improvements would be extremely beneficial.
In all the cases, the main driver for the design innovation is the need to expand the
performance and capabilties of the aircraft. During its life, the aircraft operates over a
wide range of flight conditions and its wing configuration will have to suit all the different
segments of a typical mission. However, once a design has been selected, the conventional
rigid wings can achieve only relatively small in-flight shape changes. As a consequence,
the wing will be in a non-optimal configuration during large part of the flight, leading to
a reduced efficiency and low cost effectiveness, as pointed out by Spillman [8].
The state of the art solution to this problem is represented by the use of high lift devices,
able to improve the wing performance during take off and landing. These devices, how-
ever, cannot eliminate all the limitations connected to a rigid wing and present a series of
disadvantages, such as the additional weight, complexity and noise due to eventual gaps
in the structure.
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An innovative, very promising solution is represented by morphing wing technologies.
Morphing can be defined as the capability of a wing to achieve a continuous shape change
upon a specific actuation. The use of morphing could allow the wing to adapt its shape
smoothly under different loading conditions, to achieve near-optimal lift and drag profiles
throughout all the different phases of the flight. The main advantages of this would be
a reduced fuel consumption and a higher aerodynamic efficiency. Additional benefits
coming from morphing could be an improved control of the aircraft during flight and a
better airload distribution over the wing.
The following sections offers a review of the various high lift devices mounted on modern
aircraft and a selection of the different morphing concepts which have been developed
over the years is presented. Subsequently, the main aspects to take into account when
attempting to design an innovative wing configuration are discussed. The importance
of aeroelastic and aeroservoelastic phenomena is highlighted and the possible onset of
nonlinear effects is also illustrated.
2.2 High Lift Devices
Modern commercial airliners are equipped with high lift devices for both the leading and
the trailing edge. These devices are mainly used during take-off and landing to reduce
the vehicle speed while still generating the lift necessary to safely maintain flight. They
also offer a series of additional benefits and improve the aircraft flying capabilities to
such an extent that they have become indispensable and routinely mounted on almost
any modern air vehicle.
Leading and trailing edge devices both determine a change of the original clean shape of
the wing. Over the years, the development of high lift devices has been influenced by the
increase of the aircraft cruise speed following the introduction of more powerful engines
and of some innovative design features such as wing sweep. The original basic high lift
designs have evolved into complex geometries in order to keep up with the increasing
demand for high performance and manoeuvrability of the aircraft.
2.2.1 Conventional High Lift Devices for the Leading Edge
High lift devices are mounted on the leading edge of commercial aircraft in order to safely
operate at higher angles of attack. They contribute to increase the lift coefficient and,
as a consequence of this, allow the aircraft to fly at lower speeds. These devices are
typically used to improve manoeuvrability and avoid stall at high angles of attack, and
during take off and landing, to reduce the distances needed on the runway. They also
help to maintain roll effectiveness and delay or suppress control reversal phenomena [7]
and, when used in conjunction with trailing edge devices (see next Section), they reduce
the pitching moment generated by the latter.
Fixed Slot
The fixed slot, schematically shown in Figure 2.2, has been successfully mounted on
airplanes with small cruise speed and short takeoff and landing (STOL) vehicles. The
high drag generated by the device, however, makes it unfit for civil transport aircraft.
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Figure 2.2: Fixed slot for the leading edge [10]
Simple Krueger Flap
The simple Krueger flap is a panel hinged on the lower side of the wing leading edge,
shown in Figure 2.3. This panel is able to rotate downward and forward up to an angle
of 80◦. This device is one of the simplest leading edge devices ever mounted on modern
transport aircraft. It offers a good performance for the inboard wing section, however it
is unable to adapt to various angles of attack.
Figure 2.3: Simple Krueger flap [10]
Folding Krueger Flap
The folding Krueger flap (also known as bull-nose Krueger flap) is a modification of the
simple Krueger flap characterised by the addition of a folding bull nose at the end of
the flap panel. The nose, having a D-shaped cross section, improves the performance of
the simple Krueger flap by maintaining the flow attached over a wider range of angles of
attack.
Variable Camber Krueger Flap
In the Variable Camber (VC) Krueger flap, the Krueger flap panel is changed from a
rigid to a flexible one, with consequent improvements of the airfoil shape and aerody-
namic performance. This design, however, presented several disadvantages. The linkages
required to actuate the VC Krueger flaps, in fact, are much more complex than the simple
Krueger flaps and the flexible panel tends to distort under the air pressure loads.
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Figure 2.4: Folding Krueger flap [10]
Figure 2.5: Variable camber Krueger flap [10]
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Two and Three Positions Slat
The slat is very common on modern civil transport airliners. The slats are in retracted
position during cruise flight and are mounted on curved traks to move forward and down-
wards during low speed flight. The two-position slat has one stowed and one deployed
configuration, while for the three-position slat two deployed positions are possible: a in-
termediate take off position, where the slat end is sealed against the surface of the fixed
leading edge, and a fully deployed landing position, where the slat forms a slot with the
fixed leading edge structure.
Figure 2.6: Slat Device with Curved Track [10], [11]
Droop nose (Hinged Leading Edge)
The droop nose is obtained by rigidly deflecting the leading edge structure around a hinge
placed close to the front spar. This mechanism, however, is characterised by a tight radius
of curvature on the upper wing surface, which causes flow separation unacceptable for a
commercial aircraft. On the contrary, this concept has been used for supersonic fighter
airplanes, where a high leading edge sweep angle gnerates a stable vortex on the upper
surface and eliminates the negative effects of the hinge.
Figure 2.7: Hinged Leading Edge [10]
18 LITERATURE REVIEW
2.2.2 Conventional High Lift Devices for the Trailing Edge
The high lift devices for the trailing edge are commonly called “flaps”. The use of flaps
increases the wing camber and planform area, leading to higher values of the lift coefficient
and to a reduction of the stall velocity of the aircraft. According to Szodruch [12], flaps
also improve the lift distribution over the span. During takeoff, the use of flaps reduces
the runway distance and the climb rate required. During landing, when the flaps are
typically fully extended, the additional drag generated contributes to a shorter landing.
Flaps also allow a better glide-slope control and improve the pilot’s vision over the nose
during landing by reducing the aircraft attitude ([10], [11]).
Over the years, as the cruise speed and wing loading increased, flaps evolved from early
designs, such as the split flap, simply hinged to the final part of the wing, to the more
complex Fowler flaps with single, double, and even triple slots. Smith, in his paper “High
Lift Aerodynamics” [13] demonstrated that a flap with N + 1 elements is more effective
than one with N elements. Nowadays the tendency in high-lift system development has
been to achieve high levels of lift with simpler devices in order to reduce maintenance
costs, design complexity and to minimize the risk of failure.
Split Flap
In this design, at the wing trailing edge a portion of the lower surface was hinged to the
main structure and was able to rotate downwards, while the upper surface remained in
the same position. The split flap represents a very early design which has been nowadays
abandoned because it does not allow significant lift increase. It has been used on military
airplanes as a speed brake, able to generate drag without losing lift.
Figure 2.8: Split Flap [10]
Plain Flap
The plain flap consists of a device situated at the rear part of the airfoil, hinged at its
front and able to rotate downwards. The flap has a rounded leading edge, so that during
the rotation no slot is created between the fixed and the moveable structures. This device
can be deflected up to a maximum of 20◦, as beyond this value flow separation on the
upper surface would occur, consequently reducing the lift increase generated by the flap.
Plain flaps are no longer used on commercial planes.
Simple Slotted Flap
In this design the flap is mounted on pivots below the lower wing surface and is able
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Figure 2.9: Plain Flap [10]
to deflect up to 35◦. During the deployment, a gap between the flap and the wing is
created and high pressure air from below the wing is forced over the flap, contributing
to maintain the airflow attached to the flap. The slotted flap generates a significant lift
increase thanks to the high-speed air around the leading edge of the flap, which increases
the velocity of the air around the airfoil. The same principle can be extended to have
multiple slots to further increase the lift.
Figure 2.10: Simple slotted flap [10]
Single Slotted Fowler Flap
This flap is similar to a simple slotted flap, only with a significant overlap between the flap
and the upper cover panel from the main wing structure (see Figure 2.11). When the flap
is in fully deployed position, the overlap is converted in a chordwise movement of the flap,
called Fowler motion from the name of its inventor. The additional benefit of a Fowler
flap is represented by the increase in the wing area due to the motion. Slotted Fowler
Flaps represent the most widespread design currently adopted on commercial aircraft due
to their good performance and medium level of complexity.
2.2.2.1 The Deployment Mechanisms
A very important role in determining the performance of the trailing edge high lift system
is played by its deployment mechanism. A review of the most common deployment
mechanisms fitted on transport aircrafts can be found in [10] and [11]. The key parameters
that influence flap performance are the deflection angle, Fowler motion and flap gap. If
the plane that goes through the leading edge of the wing and the trailing edge of the
flap in the stowed position is assumed as the wing reference plane (WRP), then the
flap angle is defined as the angle between the WRP in the stowed position and the
one in the deployed position. The flap Fowler motion, on the other hand, is defined as
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Figure 2.11: Single slotted Fowler flap [10]
the translation of the flap aft from the stowed position in the direction parallel to the
WRP. This translation increases the chord of the wing and contributes to the increase
of the lift. As pointed out by Rudolph [11], however, considering the projected chord
variation makes the Fowler motion of many flaps negative because the rotation shortens
the projected flap chord. This is even more evident if a smart flexible device is considered,
because the progressive deflection emphasizes the negative Fowler motion. An alternative
definition of Fowler motion was hence proposed. According to [11], Fowler motion can be
seen as the increase in developed wing chord, which means chord in space and not just
the wing chord projected into the wing reference plane. As a general guideline stated in
[11], a good flap mechanism should provide the major part of its total Fowler motion in
the initial phases of deployment, when deflection angles are low, resulting in an optimal
lift/drag ratio (see also [11], [10], [14], [15]). Other desirable requirements include a
good development of the gap between the flap and the main wing, low complexity, small
fairings and light weight.
Figure 2.12 compares the Fowler motion progression for several flap mechanisms. Simple
solutions, like hinged flaps, fail to meet the requirements of large commercial vehicles
because the Fowler motion is generally too low. On the other hand, one of the best flap
mechanisms proved to be the link-track type, shown in Figure 2.13, which offers good
performance despite the large size of its fairing, as pointed out in [11], [10] and [16].
A link-track mechanism is currently fitted into the A320 Series trailing edges. Another
promising mechanism is the Upside Down Four Bar Linkage, which is used on Boeing
747, although its higher complexity makes it more problematic from a structural and
aerodynamic point of view.
Many other combinations of slots and linking mechansim have been experimented, as re-
called by Smith [13]. Complex designs, however, must be carefully assessed. The greater
number of moving parts increases the risk of failure of the assembly and requires addi-
tional links and supporting members. Moreover, the presence of the slots is responsible
for considerable aerodynamic losses. There is, in fact, a limit to the increase of perfor-
mance achievable with the use of conventional high lift devices. Other solutions, such
as morphing airframe technologies, must be introduced in order to dramatically improve
aircraft performance.
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Figure 2.12: Fowler motion progression for different flap deployment mechanisms [11]
Figure 2.13: A320 Link-track flap deployment mechanism [17]
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2.3 Morphing Wing Technologies
Morphing technologies have been used since the beginning of the history of aviation to
change the wing planform, in order to control the airplane during flight and to obtain
aerodynamic advantage. In 1903 the Wright brothers, in their first heavier-than-air ma-
chine flight, used flexible wings equipped with pulleys and cables to twist the wingtips
[18], using wing warping to control the structure; few years later, in 1916, the first variable
camber wing was built.
In recent years, several research programmes have been conducted having as main objec-
tive the design of a flexible wing capable to drastically change its shape but maintaining,
at the same time, its structural integrity and a high aerodynamic efficiency [19], [20].
Many of the proposed solutions exploit aeroelasticity to improve aircraft performance
while and different design approaches have been proposed to actuate the morphing com-
ponents.
2.3.1 Active Aeroelastic Wing Projects
In 1979 the Mission Adaptive Wing (MAW) programme lead to the development of a wing
with variable chord and camber, later dismissed because of high complexity, weight and
limited aerodynamic performance of the morphing devices [21]. The MAW wing, shown
in Figure 2.14 was one of the first examples of wing with continuously deformable leading
and trailing edge, without any discrete control surface, as pointed out by Weisshaar in
[22].
Figure 2.14: MAW airfoil cross-section in deformed position [22]
In the 1990s the Active Aeroelastic Wing (AAW) research programme by US Air Force
Laboratories showed the potential benefits of wing flexibility in terms of increase in control
power and drag reduction together with an enlargement of the flight envelope [23]. The
aeroelastic deformation was exploited to reduce induced drag and maneuver loads and
to improve the control the aircraft [24]. Later, the NASA’s Morphing Project focused
on structural morphing applied to micro air vehicles and on biologically-inspired flight
systems [25].
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Particularly important was the two-phase Smart Wing programme [26], [27], [28] by
the US Defence Advanced Research Projects Agency (DARPA), in which two gapless
and hingeless control surfaces for the leading and the trailing edge were designed and
successfully tested on a scaled model.
Another relevant programme in the DARPA framework was Morphing Aircraft Structures
(MAS), whose main objective was to extend the flight envelope of the aircraft by radical
in-flight shape changes obtained trough smart actuation techniques (see [29] and [30]). In
1999 a European project called ADIF investigated the effect of variable camber at cruise
condition [31]. In 2002, another project, the Active Aeroelastic Aircraft Structures (3AS)
promoted studies to improve aircraft efficiency by exploiting aeroelastic deformations of
the structure [32].
2.3.2 Morphing Concepts
The design of morphing structures presents several challenges due to the conflicting re-
quirements that such structures have to satisfy. From a structural point of view, for
instance, morphing wings should have high flexibility to enable shape changes, but also
enough stiffness to withstand the external aerodynamic loads. A careful analysis of the
trade off between these two parameters is of paramount importance to ensure a safe de-
sign. The need for both flexibility and strength is only one of the many possible examples
of issues that need to be addressed in the study of morphing technologies. Barbarino et
al. [35] offered a comprehensive review of morphing concepts developed over the past
decades and a clear analysis of advantages and disadvantages connected to the use of
morphing technologies.
Moreover, the traditional principles followed in aircraft design will have to be extended in
order to enable researchers and engineers to develop new design concepts. An example of
this is provided by Moorhouse, Sanders et al. in their article [33], where it is pointed out
that additional parts, such as actuators, connections and moving parts, will be required
in order to actuate the morphing structure, leading to an increased weight of the wing, to
power consumption from the actuators and to an overall increase of the complexity of the
structure. As noted in [33], however, the weight penalty of a morphing wing compared
to a conventional non morphing one is not necessarily a totally negative parameter, as it
contributes to the overall performance increase. Again, a careful examination of all the
parameters involved is fundamental to determine whether the improved performance of
a morphing wing will exceed the disadvantages of a heavier, more complicated structure.
In recent years, however, the term “morphing wings” has been referred to more significant
transformations of the wing shape. As recalled in [34], the Defence Advanced Research
Projects Agency (DARPA) has provided a technical definition of morphing referred to a
wing as “the capability to perform either a 200% change in aspect ratio, a 50% change in
wing area, a 5% change in wing twist or a 20 deg change in wing sweep”. This definition,
however, does not specify in which way these changes are obtained.
Table 2.1 provides a summary of the main morphing concepts proposed over the years and
offers a possible classification. Two main characteristics of the concepts are considered:
the type of morphing pursued, either mechanical or through elastic deformation, and the
class of air vehicles the concept can be applied to. Different ideas have been developed for
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Type of Morphing MAVs UAVs Commercial Aircraft
Mechanical
Wing folding Telescopic spar Variable sweep
Tail folding Wing folding
Elastic
Piezoelectrics Piezoelectrics Eccentuator
SMAs SMAs Active flexible rib
Wing twisting Wing twisting Rotating rib
Stiffness tailoring Stiffness tailoring Vertebrae like rib
Belt rib
Table 2.1: Possible classification of morphing concepts
Unmanned Aerial Vehicles (UAVs) and Unmanned Combat Aerial Vehicles (UCAVs), as
presented in [36] and [37], as well as for Micro Air Vehicles (MAVs), shown in [25], and for
large transport aircraft (see [38], [39], [40] and [41]). It should be noted that many of the
concepts present in the literature are at a theoretical stage and their feasibility has not yet
been demonstrated ([42] and [43]). Moreover, morphing techniques that have proved to be
successful for small vehicles cannot be transferred directly to large aircraft. On the other
hand, it is interesting to study how the morphing is actually achieved. A fundamental
distinction that can be done is between morphing obtained using mechanical devices and
morphing obtained taking advantage of the elastic deformation of the structures.
Morphing by Mechanical Actuation
Morphing obtained through mechanical devices comprises wing sweep variation, variable
span performed by using telescopic wings, wings with moving spars and wings or tail
folding.
Morphing by Elastic Deformation
Morphing using elastic deformation is still achieved by using some moving part, but the
change of shape is mainly associated to considerable elastic deformation. Typically, the
moving parts provide the actuation needed to deflect the structural components. In the
restricted field of analysis of morphing concepts through elastic deformation for large
vehicles, it is possible to identify at least three groups of concepts. The first sub-type of
morphing obtained by elastic deformation is represented by morphing through compliant
skins internally supported. Other concepts provide a very good support to the skin but
they do not allow a satisfying deformation of the morphing device. These concepts, part
of the second group, are the elastomeric skin - flexcore ([44], [45]) and the belt-rib [39]
concepts.
2.3.3 Active Wing Concepts
Variable sweep [22]
Mechanisms allowing a variation of the wing sweep consent to achieve good performance
at both low and high speed. However, these devices are very complex and heavy and
their use has been limited to military applications such as the Bell X-5, the F14 Tomcat
and the F111.
Variable span [37]
Wings with variable span were initially developed for long range cruise missiles and later
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Figure 2.15: Bell X-5 variable sweep wing [22]
applied to UAVs and UCAVs. According to Bae et al. in [37], an increase in the wing span
significantly reduced induced drag and allowed a better control of roll motion. However,
the severe aeroelastic deformation of the wing due to the high bending moments at the
root required an increase in the wing bending stiffness.
Figure 2.16: Variable span wing
Moving spar ([32], [39], [47] and [46])
Within the 3AS programme [32], a number of changes to the internal wing structure
in order to control wing bending and twisting has been investigated. In particular, the
amount of twist induced by aerodynamic forces is strictly connected to the position of the
elastic centre of the wing section and to the torsional stiffness of the skin. The moving
spar concept aimed to change the elastic centre location and the bending and torsional
stiffness of a wing by changing the chordwise position of one or more spars, as shown
in Figure 2.17, or by rotating the spar in the wing plane. Flight tests have shown that
moving the spar allows it to act on the natural frequencies of the wing and also to control
effectively the roll motion without adding any weight to the structure.
Wing and tail folding ([25], [29] and [44])
This morphing concept deals with shape changes out of the plane of the wing. For the
moment only small scale models have been built to demonstrate the feasibility of the
concept, whose application is limited to small UAVs and MAVs. An example of wing
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Figure 2.17: Moving spars for the control of wing torsional stiffness [46]
folding is provided by a small UAV for US Air Force missions also known under the name
of Z-wing, shown in Figure 2.18.
Figure 2.18: Z-wing morphing concept [44]
2.3.4 Morphing Leading Edge Devices
Dornier Droop Nose [48]
The Dornier Company developed and patented a concept for the droop nose of a trans-
port aircraft. The internal actuation mechanism consisted of a bar located at the nose,
connected to both upper and lower skins and set into rotation by an arm connected to
the front spar. During the rotation, the bar allowed a change in camber and curvature
of the leading edge, with beneficial aerodynamic effects.
Figure 2.19: The Dornier Droop Nose [48]
Airbus Droop Nose [49]
Another concept for a droop nose was developed by Airbus to replace the conventional
slat on the A380 aircraft. The concept consists of an internal mechanism composed of
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hinged arms moved by rotary actuators. The droop nose is able to deflect without any
gap and has achieved significant drag reduction.
Figure 2.20: Droop Nose proposed by Airbus [49]
Boeing Discontinuous Droop Nose
In 1982 Boeing patented the design concept for a deflecting leading edge featuring a
discontinuous lower skin surface. This approach was able to reduce the high strains in the
leading edge skin associated with the deflection, however it reduced the structural stiffness
of the nose and it required a complex internal kinematic mechanism to be actuated.
Figure 2.21: Discontinuous Droop Nose proposed by Boeing
Bent Tube Mechanism
In this concept, a bent tube located in the nose is rotated and allows to change the airfoil
shape according to its curvature (see [50]). This idea is similar to the eccentric actuation
principle developed within the DARPA project [26].
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2.3.5 Morphing Trailing Edge Devices
As shown by Carlsson and Cronander [47] and reported by Monner [38], [41], achieving a
camber variation at the trailing edge maximizes the efficiency of the shape change from a
structural and aerodynamic point of view. In fact, in order to obtain an efficient control,
“distributed control surfaces should be used in the regions where the effect of the surfaces
is likely to be reversed in the speed envelope considered” [47].
Morphing by multi-hinge internal actuation
To the first group belong the active flexible rib (finger rib) ([38], [41]), the modified active
rib (rotating rib) [40] and the vertebrae-like concepts [51]. They are all characterised by
moving elements able to transfer the motion one to the other. On one hand, these
concepts allow good deflection and they can also be easily implemented on large vehicles.
On the other hand, the large number of moving parts reduces the reliability and increases
the overall weight of the structure. Moreover, the skins have to be highly compliant and
anisotropic to follow the deformation of the inner parts and some kind of support should
be added to prevent bubbling of the skin itself under the action of the external loads.
Active flexible rib ([38], [41])
The active flexible rib concept (also called “finger rib”) developed by the German Aerospace
Centre (DLR) allows a smooth chordwise as well as spanwise differential camber. As
shown in Figure 2.22, the conventional inflexible rib was replaced by active plate like
elements connected to each other with revolute joints. An actuator starts the rotation of
the driven segment and the motion is then transferred gradually from element to element.
Linear slide bearings ensure the connection between the rib segments and the upper and
lower skins.
Rotating rib [40]
This morphing concept is very similar to the active flexible rib. The concept is illustrated
in Figure 2.23: the final part of the rib can rotate with respect to a hinge and the upper
and lower skins, connected to the rib by means of some linear slides, can glide over the
rib contour. At the trailing edge, upper and lower skins are not rigidly connected but
they are allowed to glide into a slide bearing. Unfortunately, a large amount of torque
is required to obtain the desired rotation of the rib and to make the skins slide gaining
friction forces. Other disadvantages include the slow actuation velocity and the small
camber variations obtainable.
Vertebrae like elements [51]
Some vertebrae-like units, connected along their axis of symmetry, have been proposed
instead of plates in order to reduce the weight penalty and to provide enough space to
accommodate the actuation system. Push-pull rods and rotary actuators were proposed
to generate the motion.
All composite, electric, hinged trailing edge [52]
An hinged trailing edge design has been proposed by Wildschek et al. [52] for the flaps
and ailerons of a Blended Wing Body (BWB) aircraft. A system of hinges distributed
chordwise and connected to the skin stringers is able to deflect the composite trailing
edge skins. The device is powered by an electric actuator and provides both the flap and
aileron modes at the same time.
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(a) Active deformable ribs to achieve spanwise differential
camber capability
(b) Detail of the trailing edge
Figure 2.22: Active flexible wing concept [38], [41]
Figure 2.23: Rotating rib [40]
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Figure 2.24: Vertebrae-like elements [51]
Figure 2.25: All composite, electric, hinged trailing edge flap for Blended Wing Body
aircraft [52]
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Morphing by eccentric actuation
A morphing device capable of providing both a powerful actuation system and enough
support for the skins is represented by the eccentuator, first mentioned in [27], [44] and
[45]. This concept was originally proposed by Musgrove ([53], [54]) and subsequently
developed within the DARPA project [26]. The eccentuator is a bent beam able to
convert a rotary input motion into a vertical and lateral translation at the output end.
The beam is connected to rectangular plates which push the skin up or down and deflect
the trailing edge to the desired shape, as shown by Bartley-Cho et al in [27]. It is possible
to control structural bending and twisting simply by changing the direction of rotation
of the beam. Figure 2.26 presents an example of trailing edge actuated by eccentuators
and illustrates its working principle. This system offers the advantage that the actuator
and the substructure share the external loads.
Figure 2.26: Morphing by eccentric actuation [27], [44] and [45]
In the ADIF Adaptive Wing Project, mentioned by Stanewsky [31] and discussed in detail
by Muller [55], a horn-shaped arm was adopted to deflect the trailing edge of a large wing.
In this case, the load transfer from the actuator to the skins was ensured by a series of
spanwise webs at different chordwise locations. The horn was positioned in holes created
in the webs and both the webs and the horn contributed to the stiffness of the trailing
edge structure (see Figure 2.27).
Figure 2.27: Horn concept from the ADIF Adaptive Wing Project [55]
Another application of the eccentuation principle was provided by Perera and Guo in [56]
for the design of a hingeless flexible wing trailing edge for a small air vehicle.
Morphing concepts using elastic flexible materials
The use of advanced materials for morphing structures is a wide topic which will be
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Figure 2.28: Eccentric beam actuation system for a small air vehicle [56]
addressed in the next Section 2.4. In this paragraph, some interesting morphing concepts
reviewed by Thill et al. [44] and Ghandi et al. [45] and relying mainly on their flexible
skin materials to achieve the desired deflection are presented.
Elastomeric skin - flexcore ([44], [45])
A device consisting in a flexible sandwich structure for the trailing edge is shown in Figure
2.29. A fibreglass laminate was used as inner part to attach the aluminium tip and the
actuation system. An aramid honeycomb core provided the required stiffness in thickness
direction and supported the silicone skin.
Figure 2.29: Elastomeric skin - flexcore [44]
Belt rib [39]
The belt rib concept was proposed within the ADIF Adaptive Wing Project by Campanile
et al. ([39], [31]). Its main advantage consists in eliminating the moveable parts to realize
camber variations using only flexible elements distributed through the wing section. The
conventional rib was replaced by a closed belt like shell reinforced with some stiffeners, as
illustrated in Figure 2.30. The stiffeners were connected to the belt by hinges. Morphing
is achieved without moving any mechanical part.
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Figure 2.30: Belt-rib concept [39]
2.4 Morphing Skins
Morphing structures require special skins with highly anisotropic characteristics to com-
ply with the deflection required, usually in chordwise direction, while ensuring the struc-
tural strength of the morphing parts is not compromised. Kikuta [57] first outlined the
requirements for the skins of morphing wing structures. These are:
• high flexibility in chordwise direction to allow low force actuation
• moderate stiffness in spanwise direction to withstand aerodynamic loads
• toughness
• high strain capability and high strain recovery rate
• resistance to different environmental conditions, to abrasion and chemicals
• fatigue resistance
Gandhi et al. [45] showed that the ideal skin for chordwise morphing wings should have
a low in-plane axial stiffness and a high out-of-plane flexural stiffness. In [45] they also
established a lower limit for the axial stiffness as the value beyond which the deflection
due to the aerodynamic load alone is no longer acceptable. A high flexural stiffness, on
the contrary, is required to prevent excessive deformation, local bending or “bubbling”
of the skin between the supporting points. In some cases elastomers have been proposed
as skin materials.
Composite materials, which have already been used on conventional non morphing parts
of the aircraft, have a good potential as morphing skins due to the possibility to tailor
their mechanical properties based on the design requirements. To further enhance the
morphing capabilities of a structure, other types of material have also been introduced
and tests conducted on demonstrators have shown promising results.
In the DARPA Smart Wing Programme [27] a flexible silicone skin supported by a honey-
comb flexcore was adopted. The inner honeycomb structure provided the necessary out-of
plane stiffness while the flexible skin allowed high deformation under small loads. Unfor-
tunately, as outlined by Thill et al. [44], elastomers exhibit several negative properties
(elastic properties variable with strain, strain rate and temperature and also viscoelastic-
ity, i.e. strain is time dependent) that make them not suitable to carry high aerodynamic
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loads and to transfer them to the underlying support structures. Other materials pro-
posed for morphing purposes are the auxetic materials, reviewed in [45] and [44], char-
acterised by a negative Poisson ratio (they become wider if stretched and vice-versa).
Auxetic materials have been used to enhance properties of conventional composites or as
filling materials.
A very promising type of material for future aircraft structures are the Fibre Metal Lam-
inates (FML), investigated by Botelho et al. in [58] and consisting of thin, high strength
aluminium alloy sheets alternately bonded to plies of fibre-reinforced epoxy adhesive .
They provide an ideal combination of properties of metals and composites and allow
a substantial weight saving if compared to current metallic structures. Moreover, they
exhibit good fatigue behaviour, damage tolerant properties and resistance to corrosion
[58].
2.4.1 Composite Materials for Aircraft Structures
Composite materials are characterized by a high specific strength and show the poten-
tial for a considerable weight reduction for aircraft structures. Moreover, they can be
engineered so to have specific material properties along the desired directions, in order
to better adapt their structural behaviour to the design requirements.
The use of composites in the aviation industry is relatively recent. One of their first
applications was for the empennages of the F14 and F15 fighters in the late 1960s. Sub-
sequently, composites were adopted on the secondary structures of many civil aircraft,
allowing weight savings of the order of 40%. Today their use has extended also to primary
structures such as wings and fuselages. Composite materials, for instance, constitute al-
most 50% of the Boeing 787, with average weight savings of 20%.
The full potential of composite materials, however, is still not exploited in current aircraft
structures. The reason for this lies in the fact that composites are relatively young
materials and many aspects of their structural behaviour remain uncertain despite the
large number of studies which have focused on composite structures in recent years.
Rather than simply replacing the metallic alloys, composites materials require a review
and an extension of the design principles to include aspects not encountered in the analysis
of isotropic materials. The uncentainity in the use of composites is strictly connected to
the high number of factors that affect their structural behaviour and make the modelling
very complicated. The laminate stacking sequence, for instance, is an important design
parameter as it significantly influences the overall laminate structural properties and
the magnitude of the interlaminar normal and shear stresses. Moreover, the choice of the
combination of fibers and resins and manufacturing issues must all be carefully evaluated.
The fracture behavior of composites is not yet well understood and modelled if compared
with the problem of fracture in metals and the fatigue life of the composite is a very
complex process which involves several damage modes, including fiber/matrix de-bonding,
matrix cracking, delamination and fiber fracture. The complexity of the design process,
however, is widely compensated for by the mass savings and improvements that composite
materials can offer.
In addition to the favorable high specific strength and stiffness, fibre reinforced composite
materials offer the possibility to achieve a desirable aeroelastic behaviour by acting on
MORPHING SKINS 35
the fibre orientation with minimum weight penalty. Several applications of the composite
skin tailoring to the optimisation of the laminate stacking sequence to obtain a desirable
aeroelastic behaviour have been proposed ([31], [33], [59]). The most notable examples of
this are the increase of the divergence speed of a forward swept composite wing, presented
in [21] and [60], and the use of the elastic coupling produced by unsymmetrical laminate
layups to act on the dynamic aeroelastic behavior of a composite wing, as discussed by
Iannucci and Fontanazza in [62]. Guo in [61] has investigated an optimal design for
an aerobatic aircraft wing structure to meet lightweight, strength and aeroelastic design
requirements.
Figure 2.31: Build-up of a cross-ply GLARE laminate
Hybrid solutions have been also proposed to exploit the advantages of both metallic and
composite materials. A new class of materials, called Fibre-reinforced Metal Laminates
(FML) has been developed to have high strength in the direction of the fibres and to
benefit from the tensile properties of the metal in the transverse direction. The most
famous example of FML is represented by GLARE (glass reinforced aluminium laminate),
which is composed of thin aluminium sheets bonded together with prepreg sheets of
high-strength glass fibers. As shown by Wu and Yang [63] and by Asundi and Choi
[64], GLARE offers very good fatigue resistance, high fracture resistance and a desirable
impact behaviour while allowing weight savings of between 15% and 30% over aluminium
alloy.
2.4.2 Smart Materials for Active Actuation
Smart materials can be used as actuators to induce the desired deformations of the
structural components. The most common types of smart materials are piezoelectric
materials and shape memory alloys.
Piezoelectric materials ([65], [66])
Piezoelectric materials show the property to undergo a certain degree of deformation
when subjected to an electric field. These materials have an inner structure constituted
by electric dipoles arranged in random directions. During the manufacturing process it
is possible to align these dipoles trough a process called poling, in order to obtain the
desired macroscopic deformation when electrically excited. A schematic representation of
their behaviour is given in Figure 2.32. Piezoelectric materials are a very promising class
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of actuators due to their light weight and their versatility. Their use has been however
limited only to small application because of their brittleness, low tensile strength and
also because they exhibit a shift from linear response to hysteresis when the excitation
level is increased above a certain threshold.
Figure 2.32: Behaviour of piezoelectric materials
Shape memory alloys [65]
Shape memory alloys (SMA) exhibit the interesting property of remembering a certain
deformed shape and to recover that shape at high temperature. SMAs undergo a phase
transformation in solid state, which means that although both the initial and final phases
of the transformation are solid, a change to their crystallographic structure has taken
place (see Figure 2.33). The phase change is triggered by a change of temperature or by
applying a mechanical load. This capability has been exploited to develop some internal
actuators embedded in the structure, with good performance in terms of small size, light
weight and possibility to undergo cyclic loading.
Figure 2.33: Shape Memory Effect in Shape Memory Alloys
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The main disadvantages presented by SMAs include the possibility to be used only within
some ranges of temperature and the need to heat them to perform the morphing with
consequent high energy consumption. Moreover, SMAs are not suitable for those appli-
cations requiring a fast response time.
Berton [67] has shown the possibility to apply SMAs to the shape control of the trailing
edge of a UAV. Keefe and Carman [68] have shown that it is possible to manufacture SMA
torque tubes able to replace rods and have investigated the thermo-mechanical response
of the alloys. The use of SMAs has been investigated also as part of the SADE project
[93], however the idea has been abandoned due to the limited performance of SMAs for
the morphing of a large vehicle. A similar investigation has been conducted also by
Barbarino et al. [69], who conceptually studied the possibility to use SMA to build the
internal architecture of a flap with variable camber capabilities for a larger aircraft and
offered useful design guidelines.
2.5 Interactions between Aerodynamics and Elastic
Bodies
2.5.1 Aeroelasticity
According to Bisplinghoff et al. [70], aeroelasticity is “the science that studies the mutual
interaction between aerodynamic, elastic and inertial forces, and the influence of this
interaction on airplane design”.
Aeroelasticity represents a key discipline in the field of aircraft design because the inter-
action between the wing structure and the surrounding airflow can potentially lead to
significant off-design effects or to catastrophic failure of the aircraft.
Two classes of aeroelastic phenomena can be identified: static and dynamic. Static
aeroelastic phenomena arise from the interaction between the elastic forces acting on the
structure and a steady state aerodynamic field. The most common examples of static
aeroelastic effects include the redistribution of the aerodynamic load over the wing, but
also torsional divergence of the wing and control reversal. Dynamic aeroelastic phenom-
ena, on the other hand, involve not only aerodynamic and elastic forces, but also the
inertia of the structure. They have the effect to induce oscillations in the structural
components, which could be critical if the frequency of the oscillations approaches the
structural natural frequency. Flutter, buffeting and dynamic response are all examples of
dynamic aeroelastic effects. The basic aeroelastic principles and effects mentioned above
are discussed in many textbooks (see Bisplinghoff et al. [70], Fung [71], Dowell [72] and
Megson [73].
Aeroelastic phenomena are strongly dependent on the structural stiffness of the wing and,
for conventional wing structures, a stiffness increase represents a common way to reduce
negative aeroelastic effects. When dealing with morphing wings, conversely, since the
structural stiffness has been deliberately reduced in order to perform a specified shape
change, aeroelastic effects become predominant. Many studies have been conducted to
correctly model the aeroelastic behaviour of morphing components. Battoo in 1999 pub-
lished an interesting review of the most relevant papers dealing with aeroelasticity and
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its applications [74] and smart morphing devices occupy a relevant part of the list.
In the past, aeroelastic phenomena such as divergence, flutter, control reversal and
changes in the load distribution have caused undesired aircraft behaviour during flight
or even catastrophic effects and structural failure. For these reasons, for a long time
aeroelastic effects have been seen as purely negative for the structure.
2.5.2 Aeroservoelasticity
According to the definition provided by Wright and Cooper [75], aeroservoelasticity is the
discipline that “extends the study of the aeroelastic interaction between aerodynamic,
elastic and inertial forces to include control systems”.
As pointed out by Noll [76], one of the first programs devoted to the study of the aeroser-
voelastic interactions of an aircraft was the Active Flexible Wing (AFW) program, initi-
ated at the NASA Langley Research Centre in 1985. The main goal of this project was
to demonstrate that the integration of active controls with a highly flexible and aerody-
namically advanced wing design was able to enhance the aircraft performance as well as
to increase stability and reduce structural weight [76]. Some of the areas of investigation
included flutter suppression and rolling manoeuvre load alleviation [77].
As a result of these early studies, modern commercial vehicles are nowadays normally
equipped with flight control systems to improve flight performance and stability, as well
as devices to alleviate gust and manoeuvre loads. These control systems usually include
some sensors and a control input, applied via the control surfaces.
In order to predict the behaviour of the coupled aeroservoelastic system with a good
degree of accuracy, a detailed representation of the flexible structure, of the steady and
unsteady aerodynamic forces acting on it and of the control system is required. In
[78], Librescu et al. investigated the dynamic aeroelastic response of a composite wing
modelled as an anisotropic thin-walled beam and a new control approach was developed
to perform active suppression of flutter and other aeroelastic instabilities. Azoulay and
Karpel in [79] reviewed and compared various methods to evaluate gust response of an
aeroservoelastic system.
One of the main concerns of a safe aeroservoelastic design is to avoid any form of coupling
between the structure and the control system. In fact, if the sensors detect not only the
rigid body motions of the structure but also the flexible ones, these vibrations are fed
back into the control system and they can affect the input given via the control surfaces,
which in turn can act on the flexible modes, causing the aircraft to vibrate further and
leading to unstable behaviour as explained by Wright and Cooper in [75]. Moreover,
nonlinearities arising in the structure and in the control surfaces have required the devel-
opment of models capable to take into account nonlinear effects. Gold and Karpel in [80]
presented a methodology to obtain the aeroservoelastic equations of motion with large
local structural nonlinearities for a UAV with control surface freeplay. Dimitriadis and
Cooper in [81] successfully designed a nonlinear control law to increase flutter speed of a
simple nonlinear aeroservoelastic system. They also found that moderate friction could
improve the stability of the system and induce limit cycle oscillations instead of flutter.
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The use of smart structure technologies can strongly affect the dynamic stability and
response of the aircraft. Moulin and Karpel in [82] and [83] showed that if piezoelectric
actuators are embedded into the structure to achieve morphing, nonlinear effects due
both to the actuator response and to the mechanical connections between actuators and
structure might arise.
2.5.3 Nonlinear Effects
Classical theories for the study of the various aircraft components usually assume li-
near aerodynamics and structures. However, in some cases, nonlinearities present in the
aircraft can significantly affect the dynamic behaviour of the aeroelastic system and a
nonlinear model is of paramount importance to fully understand the characteristics of
the deflection ([94], [95]).
Nonlinearities present in an aeroelastic system can arise from aerodynamic, inertia or
structures [94]. Shock waves, viscosity, separated flow, turbulence and transonic flows
cause aerodynamic nonlinearities, while fuel consuming or fuel sloshing cause inertial
ones. Structural nonlinearities generally arise from worn hinges of control surfaces, loose
linkages or from material behaviour. However, it is very difficult to predict their presence
even though the materials and the moving parts present in the structure are known.
Structural nonlinearities can be divided into distributed or concentrated ones ([94], [95],
[96]). The first ones depend on the elastodynamic deformation of the whole structure,
while the second ones usually act locally in the moving parts of a mechanism or a linkage.
Another cause of nonlinearities is solid friction. The most common types of structural
concentrated nonlinearities are freeplay, friction, hysteresis and springs with a hardening
or softening behaviour. Freeplay nonlinearities usually occur in control surfaces or parts
with loose connections. Outside a specific dead zone (zone 2 in Figure 2.34), the control
surface hinge moment is proportional to the rotation angle depending on the stiffness of
the system. If the rotation angle falls inside the dead zone, the hinge moment is zero and
the control surface is free.
Figure 2.34: Freeplay nonlinearity [96]
In case of friction nonlinearities (Figure 2.35), the system is characterized by a threshold
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value for the force that keeps two bodies in contact. This nonlinearity is often present in
rotating joints and cable guides.
Figure 2.35: Friction nonlinearity [96]
Hysteresis nonlinearities show four different linear profiles for the moment when the
rotation is changed. Outside of the hysteretic cycle ABCD shown in Figure 2.36, the
restoring moment is linear with two different linear branches. As the displacement is
increased, the restoring moment switches from one linear branch to the other via constant
linear branch BC. On the other hand, if the displacement is decreased, the moment goes
back to the first linear branch via a different constant linear branch DA. This type of
nonlinearity causes a gain or a loss of stiffness of the system when the displacement is
changed.
Figure 2.36: Hysteresis nonlinarity [96]
Thin wings and propeller blades will likely behave as a cubic hardening spring (see Figure
2.37) when twisted, with their stiffness increasing as the angle of twist increases.
Among all the structural nonlinearities, freeplay and hysteresis are usually the most
dangerous ones, because they can trigger the appearance of limit cycle oscillations (LCOs)
in the aeroelastic behaviour of control surfaces ([97], [98], [99], [100]). As reported by Lee
and Price [94], LCOs were recently the main cause of the high vibration level in the aft
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(a) Hardening behaviour (b) Softening behaviour
Figure 2.37: Nonlinear spring behaviour [94]
cabin of the Model A320 series airplanes, and the Model B737 also exhibited vibration
of the aileron tabs due to freeplay.
2.6 Structural Design Optimisation
Structural optimisation methods have been traditionally employed in the aerospace indus-
try with the primary objective to minimize the structural weight without compromising
the load carrying capability of the structure. Vanderplaats in his paper “Thirty years of
modern structural optimisation” [84] offers a review of the history of structural optimi-
sation and details the most valuable moments of the development of this discipline.
In the 1950s, the basic approach adopted for the structural optimisation of aircraft com-
ponents was the so-called “simultaneous failure design optimisation” method. The idea
was to size the structural components so that several failure modes became critical si-
multaneously and, based on a careful choice of the constraints, this often resulted also
in a minimum weight design. In his review papers, Vanderplaats [84] and Gartmeier [85]
mention an earlier study conducted by Schmit in 1960, “Structural Design by System-
atic Synthesis”, which is considered a landmark of modern structural optimisation. As
Vanderplaats recalls in [84], Schmit for the first time showed that full stressing of a struc-
tural component is not necessary in order to achieve an optimum minimum weight design.
This notion gave new impulse to the research into structural optimisation. Schmit also
introduced the idea to couple the finite element method with mathematical nonlinear
programming to obtain the accurate solution of a wide range of structural optimisation
problems. Unfortunately, due to the long computational times required for such analy-
ses, coupled methods were deemed unpractical. Other methods, such as the optimality
criteria methods and fully stressed concepts continued to be used between 1960 and
1970. Both the approaches of optimality criteria and mathematical programming used
gradient-based methods. The optimality criteria methods can deal with a large number
of design variables but only a limited number of constraints. The mathematical program-
ming school, on the other hand, used some classical gradient-based methods and suffered
from the high computational cost of each iteration. To increase the computational effi-
ciency of these methods, several approximations were proposed for stress constraints and
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displacement response functions in order to reduce the number of iterations needed to
reach the optimum, leading to the so called “Formal Approximation Concepts” [84].
The progress in computer science achieved in the 1070s and 1980s and the wide diffusion
of design software based on finite elements method, such as NASTRAN, contributed to
the development of the modern structural optimisation discipline. The finite element
analysis of the structure and the accurate evaluation of displacements and stresses gave
the possibility to extend the optimisation process also to large, complex structures. A
variety of design packages combining optimisation and finite element methods were imple-
mented, as reviewed by Sikiotis et al [86]. The ADS/NASOPT software coupled the ADS
optimization subroutine and the NASTRAN structural solver. Other similar packages in-
cluded CSAR/OPTIM, CSAR/SIZING, NISAOPT, STARS, STARSTRUC. Balling [87]
in 1986 has presented a variety of methods to interface analysis software to optimisation
software. Vanderplaats has conducted extensive studies on design optimisation [88] and
on methods to automate the calculations. In particular, in his report “ADS - A Fortran
program for automated design synthesis” [89], he presented a general purpose optimi-
sation subroutine which can be used as an optimisation tool for a variety of structural
optimisation problems.
Nowadays multidisciplinary design optimisation (MDO) is commonly applied to struc-
tural aircraft design to find the optimal solution for a combination of problems, involving
several relevant disciplines at the same time rather than a sequence of subsequent prob-
lems.
In recent years, the introduction of innovative techniques to enhance aircraft performance
has further increased the complexity of the design process and new objectives, other than
weight minimisation, have to be considered in any structural optimisation process.
For morphing wing structures, the objective of the optimisation procedure is not only
the minimisation of the structural weight but also the achievement of a target deflected
shape, possibly with minimum actuation, under stress constraints. The development of
new optimisation procedures integrated with a detailed study of the structural behaviour
is hence required for the optimisation of morphing structures.
Friswell et al. [90] have given an overview of the techniques applicable to optimise mor-
phing structures, focusing on the aeroelastic tailoring of a composite skin. They also
introduced the idea of using a hierarchical approach, modelling the structural problem
using different scales and showing that the optimisation of the lower levels contributes to
the high level structural optimisation.
Skillen et al. [91] investigated the possibility to accurately predict the weight of a mor-
phing wing in the early stages of design for structural optimisation purposes, showing
that many uncertainties arise on the prediction of the actuation system weight and on
the identification of the failure modes. From 2010, the European project OMSAMA
(Optimisation of Multi-scale Structures with Applications to Morphing Aircraft) [92] is
studying innovative methods for the optimisation of morphing structures based on the
combination of models having different fidelities. This will allow a more accurate design
and evaluation of the benefit introduced by morphing technologies.
CHAPTER3
Theoretical Background
This chapter introduces the structural analysis methods underlying the study presented
in this thesis. The complete derivation of the theories applied to the study of modern
aircraft structures can be found in many textbooks and is outside the scope of this chapter,
which intends to offer a brief outline of the approach and assumptions adopted.
Aircraft structures present many peculiar characteristics if compared to to other struc-
tures for civil applications. The need to achieve high strength and durability while main-
taining a low weight has led to the use of shell structures stiffened by additional struc-
tural elements, while the introduction of composite materials has further contributed to
increase the specific strength of aircraft structural components. Section 3.1 introduces
the use of the thin walled theory and the application of classical laminate theory for the
analysis of aircraft components under different types of loading. The use of the finite
element method (FEM) for the accurate computation of deformations and stresses in the
structure is discussed in Section 3.3. Finally, the aerodynamic theories for the calculation
of the in-flight loads are presented in Section 3.4.
3.1 Structural Analysis of Composite Aircraft Com-
ponents
Aircraft structures have the role to maintain an aerodynamic shape and to resist the
loads encountered during the flight and on the ground, while at the same time providing
a safe environment for the passengers and the payload of the aircraft.
There are two classes of loads to be considered during the operative life of an aircraft:
ground loads, experienced during movement and transportation on the ground, and air
loads, which are generated during flight by the air pressure distribution over the aircraft
surfaces, by manoeuvres and gusts. As a result of the air loads generated by the differen-
tial pressure distribution on the aerodynamic sufaces, and of concentrated loads coming
from the presence of actuation devices, engine attachements and many other elements,
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the aircraft structures are subject to bending, shear and torsion loads, often combined
one to the other.
In the modern approach, two types of design have been used for aircraft structures: mono-
coque structures, which rely entirely on their skins to resist the loads, and semi-monocoque
structures, where the skins are supported by longitudinal and transverse stiffening mem-
bers. Each structural component has a specific role and contributes to the overall load
carrying capability of the aircraft. The wing skin forms an impermeable surface so that
the wing is able to generate lift and transmits the loads generated by the aerodynamic
pressure distribution to the other structural components, mainly the ribs, the spars and
the stringers. The skins and the spar webs contribute to resist the shear and torsional
loads, while the skins and stringers react the axial and bending loads. Stringers are
attached to the skins in order to increase the buckling load by dividing the skins into
smaller panels, rather than increasing the thickness with consequent weight increase.
3.1.1 Analysis of Thin Walled Structures [73]
Aircraft components can be considered as “thin walled structures” since their thickness
t is considerably smaller than the cross-sectional dimensions. The theory of thin walled
beams is based on a series of assumptions:
• the beam cross sections are assumed rigid in their own planes but are allowed to
warp out of their original planes. This statement is verified for aircraft structures
since the presence of transverse stiffening members such as the ribs allows to main-
tain the cross-sectional shape.
• the transverse shear strains are uniform over the cross-section
• the wall thickness of the structure is small compared to its radius of curvature
Moreover, the small thickness of the walls allows to make some simplifying assumptions
in the study of the stresses and deflections under the applied loadings:
• the stresses are considered to be constant across the thickness
• squares and higher powers of t are neglected
3.1.2 Bending of Open and Closed Thin Walled Sections of
Beams [73]
A beam of arbritrary cross section is considered, and a system of coordinates axes xy
having its origin in the centroid C of the cross section is defined. When the beam is
subject to bending moments Mx and My about the axes x and y, it will bend about its
neutral axis. We consider an element of area δA at a point (x, y), located at a distance ξ
from the neutral axis. If α is the inclination of the neutral axis to the reference coordinates
system, then
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Figure 3.1: Determination of stresses due to bending [73]
ξ = xsinα + ycosα (3.1.1)
The stress σz arising over δA is:
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The assumption of thin walled section comes into play in the evaluation of the second
moments of area. In fact, since the thickness t of a thin walled section is assumed to
be small compared to the cross sectional dimensions, squares and higher powers of t can
be neglected and it can be assumed that the section is represented by the mid-line of its
wall. Moreover, stresses may be considered constant across the thickness.
If we consider an element of beam having length δz subject to bending moments and,
in addition, shear forces and a distributed load wy, the equilibrium of the forces and
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These expressions, rearranged, lead to the known relations between distributed loads,






3.1.3 Shear of Open and Closed Thin Walled Sections of Beams
[73]
The bending theory recalled in 3.1.2 is based on the assumption that plane sections
remain plane after bending. This hypothesis is verified only if the bending moments Mx
and My are constant along the beam, as a variation of the bending moments would imply
the presence of shear loads, which generate shear stresses.
An element δs × δz × t of the beam wall is considered. The element undergoes direct
stresses σz generated by bending moments or by the bending effect of the shear loads, and
shear stresses due to shear or torsion. The shear stresses are indicated as τsz = τzs = τ .
The hoop stress σs is usually assumed equal to zero unless the structure is loaded by
internal pressures.
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Figure 3.2: Stresses on a element of a thin walled beam
It is possible to define the shear flow q over a section having thickness t as q = τt and to














δz − qδz = 0 (3.1.12)













Since it has been assumed that the section moves rigidly in its own plane, the displace-
ment of any point is fully defined by two translations u and v and a rotation θ. The
tangential displacement vt of a generic point, forming an angle φ with the direction of
the displacement u, can be expressed as:
vt = pθ + ucosφ+ vsinφ (3.1.15)
Open Section
An open section beam of arbitrary section with shear loads Sx and Sy applied through
the shear centre is considered.












= −(SxIxx − SyIxy)
IxxIyy − I2xy




Figure 3.3: Open section under shear loads
If the origin of the s coordinate is taken at the open edge of the section then, for s = 0,
q = 0. Integrating with respect to s from the origin s = 0 to a generic point s along the
section, the shear flow qs can be expressed as:









Equation 3.1.18 can be further simplified for sections symmetric with respect to the x or
y axis, which are characterised by Ixy = 0:










A beam having closed cross-section can be studied in a similar way as the open section
one. However, in this case it is possible to apply the shear loads in a point other than
the shear centre. A torque T will be generated, resulting in an addtional shear flow on
the section.
Equation 3.1.17 still holds for closed section beams, however in this case it is not possible,
in general, to find a location s where the value of the shear flow is known. The integration
of Equation 3.1.17 then leads to:









where qs,0 is the value of the shear flow for s = 0. Equation 3.1.20 shows that the shear
flow in the closed section can be expressed as the sum of the shear flow for the open
section plus an additional term qb.
qs = qs,0 + qb (3.1.21)
where the additional shear flow qb is equal to the right end side of Equation 3.1.20.
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Figure 3.4: Shear flow in a closed section
In order to calculate qb, the cross section is “cut” at some convenient location and the
value of the shear flow for s = 0 is derived from the equilibrium of the moments.
The shear loads not applied through the shear centre will generate out of plane displace-
ments of the cross-section, causing the section to twist and warp. Remembering that




by definition, is it possible to derive the warping































































(xs − x0)− ∂v
∂z
(ys − y0) (3.1.25)
If the origin of the s coordinate coincides with the centre of twist of the section, the last
two terms of Equation 3.1.25 are zero.:























3.1.4 Torsion of Open and Closed Thin Walled Sections of Beams
[73]
Closed Section
The application of a pure torque T to a closed beam section generates a constant shear
flow in the beam wall.
The torque generated by the shear flow acting on an element ∂s of the beam wall is pq∂s.




Since q is constant, the torque generated is equal to:
T = 2Aq (3.1.29)
Equation 3.1.29 is known as the Bredt-Batho formula. The shear flow q has been expressed






















The longitudinal strain ∂w/∂z = z is zero in the absence of direct stresses. This leads
to ∂2vt/∂z










sinφ = 0 (3.1.32)
Noting that to have ∂2vt/∂z
2 = 0 all its terms have to be zero, we derive that θ, u and v
are all linear functions of z.
The rate of twist obtained for a shear loaded closed beam section, Equation 3.1.27 is also










The warping distribution for constant q, also derived in Equation 3.1.26 for shear loaded


























and replacing q from the Bredt-Batho formula, Equation 3.1.29, the warping distribution
in a close section generated by a torque T is:






























Equation 3.1.38 defines a so called Neuber beam, that is a beam which does not warp.
Examples of this are beams of circular section having constant thickness, rectangular
sections of sides a and b for which tab = tba.
Open Section










while τzn will be zero.











An open section beam under torsion experiences two types of warping, respectively warp-
ing of the cross section and warping across its thickness The first type of warping is called
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primary warping, while the second one is called secondary warping and in general is con-
siderably less than the first one and is in general ignored in aircraft structures.
The warping across the thickness, similar to what happens for a thin rectangular strip,
































and the stress τsz is zero on the the midline of the section wall.






or, in terms of the applied torque, as
ws = −2AR T
GJ
(3.1.48)
3.1.5 Warping Theory [73]
A torque applied to a thin walled structure can generate not only shear stresses but also
axial stresses. This phenomenon, called warping torsion, arises in thin walled structures
when the axial displacements of the cross sections are restrained (for instance, if a beam is
clamped at one of its ends). Sections which are axisymmetric or have straight intersecting
members do not warp: this is the case for circular, L, T and X cross sections for instance.





and h is the vertical dimension of the cross section, then the torque T is given by:































The quantity Cw = −h22 I represents the cross sectional warping constant of the beam.
It is possible to superimpose the effect of the standard St. Venant torque to the warping













The bi-moment B is the analogous of the bending moment M for the bending loading




bi-moment in warping torsion theory:












Since both the bending and the warping torsion are formulated in terms of axial stresses,
it is possible to combine them together.
3.1.6 Idealization of Stiffened Thin Walled Structures [73]
In a semi monocoque structure, the longitudinal stiffeners contribute significantly to with-
stand axial loadings. While their presence does not affect much the torsional behaviour
of the section, it greatly influences shear flow distribution. In fact, the shear flow will
vary continuously along the walls in correspondence of the skin panels and will experi-
ence a jump in correspondence of a stiffener, wich depends on its cross sectional area and
position.
In real aircraft structures, the analysis of a typical wing or fuselage section would be
extremely laborious due to the use of complicated cross sectional geometries and a large
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Figure 3.5: Typical wing section and its idealisation
number of structural components. The real complex sections are hence idealised into
simpler mechanical models by separating the contributions of each component to the
overall structural behaviour under loading.
In structures like the wing section of Figure 3.5 the longitudinal stiffeners and the spar
flanges resist mainly bending loads, while the skins undergo mainly shear. The stiffeners
and spars can be replaced by concentration of areas, called booms, over which the axial
stress is constant and it can be assumed that all the direct stresses are carried by the
booms while the skins contribute only in shear. It is possible to account for the skin stress
carrying capability by increasing the area of the booms in proportion to it. The skins
become subject only to shear flows which are constant between two consecutive booms.
Figure 3.6: Idealisation of a panel
Considering the real and idealised panels shown in Figure 3.6, the linear stress distribution
on the actual panel is replaced by two loads σ1 and σ2 on the booms, exactly equal to
the stresses at the two ends of the panel. By equating the moments about the right end









b = σ1B1b (3.1.58)






















The ratio of the stresses can be assumed in many applications. For a pure axial loading,
σ1/σ2 = 1, while for a pure bending moment, σ1/σ2 = −1, leading to different boom
areas for different loading conditions.
The idealisation of a structure leads to some modifications to the analysis of open and
closed cross section beams. In fact, the neutral axis position and the sectional properties
must be referred to the direct stress carrying areas and will be modified by the presence
of the booms.
3.1.7 Classical Lamination Theory ([101], [102])
The structural behaviour of composite materials is different from isotropic materials and
the determination of deformations and stresses depends on several additional parameters.
A ply is a thin sheet of fibres arranged in a matrix material. A stack of plies having
different orientation and usually bonded by the same matrix is called a laminate. The
classical lamination theory allows the calculation of the stiffness properties of a laminate
based on the study of the single plies that compose it. When dealing with a single ply, it is
convenient to adopt a local coordinates system, where the axes are arranged in directions
parallel and perpendicular to the fibre direction (directions 1 and 2). On the other hand,
when the laminate is considered, a global coordinates system is adopted (directions x and
y).
Figure 3.7: Ply and Laminate Reference Frames
The classical lamination theory is based on some preliminary assumptions :
• The bonding between the plies that compose the laminate is assumed to be perfect,
infinitesimally thin as well as non-shear-deformable. Therefore, the displacements
are continuous across the laminate and no ply can slip relative to another.
• Deflections and strains are small compared to the thickness of the laminate.
• Plane sections that are initially normal to the mid-plane of the laminate remain nor-
mal to the mid-plane after deformation. This assumption is equivalent to ignoring
the shear strains γxz and γyz and to consider them equal to zero.
• The stress normal to the mid-plane, σz, is small compared to the other stress
components and can be neglected.
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• The strain perpendicular to the middle surface is ignored, therefore z = 0.
The reduced stiffness matrix Q for an orthotropic ply is symmetric about its leading
diagonal and depends on four independent elastic constants: the elastic moduli E1 and
E2 in the 1 and 2 direction, the in-plane shear modulus G12 and the Poisson’s ratio ν12.
Expressed in the local coordinates system:
Q =











1−ν12ν21 , Q66 = G12









It is possible to switch from the local to the global coordinates system by considering a
coordinates transformation matrix. Defining as θ the angle between the local and the
global axes and m = cosθ, n = sinθ, the transformation matrix is given by:
T =
 m2 n2 2mnn2 m2 −2mn
−mn mn m2 − n2

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where xy is the tensor strain, which can be converted into the engineering strain γxy =
2xy
For each ply, the in-plane forces and moments per unit width applied to a generic point
in the laminate can be obtained by integrating the stresses through the thickness:
 NxNy
Nxy




















where 0 is the mid-plane strain and κ is the curvature of the mid-plane.
By using the stress-strain relation and adding up in all the plies 1 to N , Equations 3.1.7














































The resultants and moments for a laminated plate in function of the in-plane strains and
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The ABD matrix describes the elastic behaviour of the laminate. Matrix A represents
the in-plane stiffness matrix and its terms A16 and A26 are responsible for the coupling
between in-plane tension and in-plane shear. Matrix B is the coupling matrix between the
in-plane and flexural behaviour of the laminate, in particular B11, B12 and B22 couple the
in-plane behaviour to the bending, while B16 and B26 to the twisting. This means that a
in-plane tension on the laminate will generate also a curvature or warping.This effect can
be avoided by using laminates symmetric about the midplane, which have all the terms
in the coupling matrix B equal to zero. Finally, matrix D is the flexural stiffness matrix,
which realises the coupling between bending and twisting through its terms D16 and D26.
3.2 Extension to Thin Walled Composite Beams
The classical theory for thin walled structures presented in Section 3.1.1 can be extended
to thin walled beams made of composite materials.
In this case, the walls of the beams may consist of a single layer or of several layers,
each layer may be made of composite materials. As shown in Figure 3.8, the beams wall
consists of k flat segments 1 to K which are initially considered separately.
Figure 3.8: Open and closed section of a composite thin walled beam
The cross-sections of beams with arbitrary layup do not remain plane under a generic
loading. Nonetheless, in a long body, such as a beam, the strains may be considered to
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be constant in the axial direction, and the plane-strain condition can be applied similarly
to what has been done in Section 3.1.1.
Remembering that Ez = Ex and that Ez is likely to vary from each laminate, the cross




xx = EzIxx I
′
yy = EzIyy I
′
xy = EzIxy
And the stress σz acting on the laminate in the beam z-direction due to the applied







































yy − I ′2xy
(3.2.3)
When all the n laminates of the section are considered the sectional properties are given







The thin-walled theory and the laminate theory presented in this section provide the
theoretical background for the analysis developed in the next chapters. Although the
expressions presented in Section 3 have not been directly used in the calculations, they
are built in the FE package and represent the theoretical basis of the analysis.
3.3 Finite Elements Analysis
The finite elements method allows the calculation of stresses and deformations for struc-
tural components and loading conditions which cannot be studied with the analytical
methods. This approach has proved extremely useful for the study of aircraft structures,
where the complexity of the structures and the variety of loading conditions to be assessed
make standard methods of analysis inadequate.
The first step for the solution of a structural problem is the discretisation of the struc-
ture. The real, continuous structure, having an infinite number of degrees of freedom,
is represented using a finite number of smaller components, called elements, connected
one to the other in specific points called nodes. The solution of the original problem is
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transformed into the solution of a system of algebraic equations with a finite number of
unknowns, which are the nodal displacements. The displacement of each point of the
structure is defined as a function of the nodal displacements. From the displacements it
is possible to calculate the deformation, and hence the stresses, at every point. Different
types of element can be used, in order to represent the real structure in a correct and
accurate way. Each type of element is characterised by a different displacement func-
tion. The elements can be monodimensional, bi-dimensional or three-dimensional. The
elements can also be divided into linear and non-linear ones. Finite elements with linear
displacement functions represent the displacements, deformations and stresses in each
element as linear. For this reason, structures with areas having strong gradients in the
stress distribution (like areas with section variations or notches) need a very fine division
into elements. Elements with higher order shape functions, for such cases, would give
more accurate results.
Several finite element commercial software have been developed. In the following sec-
tions, some aspects of the FEM analysis will be addressed, considering in particular the
approach followed by the NASTRAN software.
3.3.1 Linear and Nonlinear Static Analysis ([103]-[107])
Many structural problems exhibit a certain degree of nonlinearity. Common examples of
nonlinear behaviour are permanent deformations, cracks, the distortion of open section
beams, buckling, high temperatures et cetera. For all these cases, the linearized theories
developed for the structural analysis lead to inaccurate results.
Three main kinds of structural nonlinearities can be indentified: geometric, material and
boundary condition nonlinearities. Geometric nonlinearities arise when the stiffness of
the structure depends on the displacements it undergoes; material nonlinearities interest
materials with a nonlinear stress/strain relation, while boundary condition nonlinearities
are described through changes to the stiffness of the structure such as in contact problems,
when parts of the structure come into contact or separate one from each other, staged
analyses, where material is removed from the solution, or when the initial restraints are
changed during the analysis.
Nonlinearities increase the complexity of the finite element analysis because many basic
principles adopted during linearization no longer apply. This is the case, for instance,
of the principle of superposition, in which the resultant deflection, stress, or strain in a
system due to several forces is simply the algebraic sum of their effects when separately
considered.
In order to capture the nonlinear behaviour, usually more refined finite element meshes
than for linear analysis are required. In the FEM linear analysis the displacement under
certain loading conditions are obtained by performing the inversion of the stiffness matrix,
which remains constant independently from the magnitude of the loading. In the FEM
nonlinear analysis, on the other hand, the displacements are no longer proportional to the
applied load and the approach used in the finite element solver is to apply the load in a se-
ries of steps or increments. The size of the increments used and the degree of nonlinearity
encountered determines how well the solution will predict the true structural behaviour.
The construction and inversion of the stiffness matrix at each step considerably increases
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the computational costs of a nonlinear analysis. This is especially true for models with a
large number of degrees of freedom or a large number of loading increments. In the stan-
dard Newton-Raphson method the stiffness matrix is reformed at each iteration of each
increment in the process. Several solution procedures have been developed through the
years, the standard and modified Newton-Raphson methods, Strain Correction Methods,
Secant or Conjugate-Gradient Methods and Direct Substitution Methods are among the
most widespread. Incremental nonlinear FE solutions are often referred to as quasi-static.
In these solutions, the loading is applied progressively in a number of increments and the
analysis provides the structural response over time, while any inertia effect is neglected
(such as in creep analysis or fire analysis).
3.3.2 Dynamic Analysis ([103]-[107])
The three common types of dynamic analysis are:
• Real eigenvalue analysis
• Linear frequency response analysis
• Linear transient response analysis
The real eigenvalue analysis is used to determine the basic dynamic characteristics of a
structure by assessing the undamped free vibration and determining the natural frequen-
cies and mode shapes. Frequency response analysis evaluates the steady-state response
to sinusoidal excitation, while transient response analysis computes the response to time-
varying loads.
Real Eigenvalue Analysis
The natural frequencies and mode shapes of the structure characterize its basic dynamic
behaviour. Assuming damping is present and no load is applied, the natural frequencies










+ [K] {x(t)} = 0 (3.3.1)
where [M ], [B] and [K] are the mass, damping and stiffness matrices, {x} is the displace-
ment and {x¨} and {x˙} the vectors of the acceleration and velocity.
The solution of Equation 3.3.1 is in the form of:
{x} = {φ} ξ (ω) ejωt (3.3.2)
where {φ} represents the eigenvector or mode shape, ξ (ω) are the modal coordinates,
used to uncouple the equations of motion one from the other and to obtain a system of
uncoupled single degree of freedom equations, and ω is the circular natural frequency.
Substituting 3.3.2 into 3.3.1, the eigenequation for the determination of the structural
eigenvalues is obtained: [−ω2M + jωB +K] {x} = 0 (3.3.3)
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Several methods are available in Nastran for the calculation of the natural frequencies
and modes shapes. The methods can be divided into transformation methods, where the
eigenvalue equation is transformed into a special form easily solvable, and the tracking
methods, where the eigenvalues are extracted one at a time using an iterative procedure.
Nastran recommends the use of the Lanczos method due to its accuracy and efficiency.
It requires that the mass matrix be positive semidefinite and the stiffness be symmetric.
Linear Frequency Response Analysis
Frequency response analysis is a method used to compute structural response to steady-
state oscillatory excitation. In frequency response analysis the excitation is explicitly
defined in the frequency domain. All of the applied forces are known at each forcing
frequency. Forces can be in the form of applied forces and/or enforced motions (displace-
ments, velocities, or accelerations).
Two different methods of analysis can be implemented: direct and modal. In the direct
frequency response analysis (Nastran Sol 108), the structural response is obtained by
solving the damped forced equations of motion at discrete excitation frequencies.










+ [K] {x} = {P (ω)} ejωt (3.3.5)
where {P (ω)} ejωt is the load expressed as a complex vector.
Expressing the displacement as per 3.3.2, deriving it and substituting it into Equation
(3.3.5), leads to: [−ω2M + jωB +K] {x} = {P (ω)} (3.3.6)
In the modal frequency response analysis (Nastran SOL 111), the mode shapes of the
structure are used to uncouple the equations of motion. Tthe equations of motion are
written in modal coordinates and uncoupled one from the other in order to obtain a set
of uncoupled single degree of freedom equations.
Using modal coordinates, 3.3.5 can be written as:
−ω2M [φ] {ξ(ω)}+ jωB [φ] {ξ(ω)}+K [φ] {ξ(ω)} = {P (ω)} (3.3.7)
Finally, the orthogonality property of the mode shapes is used to formulate the structural
problem in terms of the generalized mass and stiffness matrices, which are diagonal, and
hence allow to uncouple the equations of motion. Equation (3.3.7) is premultiplied by
[φ]T :
−ω2 [φ]T M [φ] {ξ(ω)}+ jω [φ]T B [φ] {ξ(ω)}+ [φ]T K [φ] {ξ(ω)} = [φ]T {P (ω)} (3.3.8)
The terms in Equation 3.3.8 represent respectively:
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• [φ]T M [φ]: generalized mass matrix
• [φ]T K [φ]: generalised stiffness matrix
• [φ]T B [φ]: generalised damping matrix
• [φ]T {P}: modal force vector
Equation (3.3.8) represents a set of N uncoupled single degree of freedom equations, which
solution is faster than the original coupled system. Once these equations are solved, the
physical response can be obtained as the sum of the modal responses.
Linear Transient Response Analysis
Transient response analysis computes the behavior of a structure subjected to time-
varying loads. The transient excitation is explicitly defined in the time domain and
can be in the form of applied forces and/or enforced motions. The transient analysis
typically determines displacements, velocities, and accelerations of the nodes, and forces
and stresses in elements.
Two different methods of analysis can be implemented: direct and modal. The direct
method (Nastran Sol 109) performs a numerical integration on the complete coupled
equations of motion. The modal method utilizes the mode shapes of the structure to
reduce and uncouple the equations of motion (when modal or no damping is used); the
solution is then obtained through the summation of the individual modal responses.






















{xn+1 − xn−1} (3.3.10)
{x¨n} = 1
∆t2
{xn+1 − 2xn + xn−1} (3.3.11)

















(xn+1 + xn + xn−1) =
1
3
(Pn+1 + Pn + Pn−1)
(3.3.12)
Equation 3.3.12 can be rewritten as:































Equation (3.3.12) can be solved by decomposing matrix A1, called the dynamic matrix,
and applying it to the right end side. Matrix A2, called the applied force matrix, is
modified by the A2 and A3 terms at each time step. This approach gives a solution as a
succession of static solutions where, at each time step, a forward-backward substitution
of the load vector is performed.
The choice of a suitable integration time step is very important. The integration time
step must be small enough to represent the load variation and to capture the maxi-
mum frequency of interest, called the cutoff frequency. If the integration time step ∆t is
constant, then matrix A1 must only be decomposed once, leading to significant computa-
tional saving. Matrices [M ], [B] and [K] are assumed to be contant in time throughout
the analysis. On the other hand if a variable time step is selected, then the dynamic
matrix will be decomposed, with increases in the computational time.
3.4 Gust Loads
As described by Wright and Cooper in [75], air turbulence is the movement of the air
through which the aircraft passes and is responsible for the in-flight loads on the aircraft
known as gust loads. The effect of a gust is to suddenly change the wing incidence
and consequently the lift, resulting in normal accelerations which affect the vibrational
behaviour of the aircraft.
The two common approaches to gust analysis are the discrete gust and the continous air
turbulence.
In the discrete gust approach it is assumed that the gust has a given profile, determined
by a distribution of vertical air velocity over a finite length for a specific period of time.
Different profiles have been employed in the calculations, the most common being the
sharp-edged gust, the graded gust and the 1− cos gust.
In the stochastic approach, no assumption is made on the gust shape and the gust is
considered as a random distribution of velocity, constituted by a large number of different
sinusoidal components. Such an approach adopts power spectral methods of analysis.
Discrete gusts
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In the early stages of the study, the sharp-edged or step gust was considered. The basic
assumption of this approach was that the aircraft velocity is undisturbed up to the mo-
ment the aircraft enters instantaneously into a uniform gust velocity field. This approach
was, however, too reductive as it did not take into account that the gust velocity builds
up in an interval of time. The step gust was then replaced by the graded gust, where
it was supposed that the gust velocity increased linearly to its maximum value over a
specified distance H. The modern representation of a gust is given by the 1 − cosine






t) 0 ≤ xg ≤ Lg (3.4.1)
where V = xg
t
is the aircraft speed, xg the aircraft position, wg0 the maximum gust
velocity and Lg is the gust length.
The airworthiness requirements [147] set the value of the design maximum gust velocity
depending on the gust length, altitude and speed of the aircraft.
An accurate representation of the gust response of the aircraft should consider also that
the different parts of the aircraft (the wing and the tail, and for the case of swept wing
also different sections of the same wing) encounter the gust at diferent times, leading to
a penetration effect.
Initially, the simplified case of rigid aircraft and sharp-edged gust, with no penetration
effect considered. If the aircraft is initially flying in a trimmed condition (lift=weight),
the gust encounter will generate a vertical movement without pitching. The vertical gust
velocity combined with the aircraft velocity would determine an instantaneous increase
in the incidence ∆α and a consequent lift increase ∆L. The maximum total load factor
is given by:
n = 1 +
∆L
W
= 1 + ∆n (3.4.2)
As already explained, however, this approach would lead to incorrect estimation of the
loads because it does not take into account the aircraft flexibility and the penetration
effect and it assumes an instantaneous development of the gust velocity and of the lift
force. A more realistic representation of a discrete gust is given by assuming a “gust
alleviation factor” Kg. Remembering that the load factor n is a function of several
parameters such as the air density ρ0, the gust velocity wg, the wing lift curve slope a,
the aircraft weight W and the wing surface Sw, it is possible to rewrite equation 3.4.2 to
explicitly include these parameters and the Kg factor. Pratt’s equation is hence obtained:







The Pratt equation was used in the past to define the load factors at different flight
conditions. A gust envelope, similar to a flight envelope, can be generated by plotting
the gust load factor and the aircraft velocity. The envelope is used during the design
stages to identify the worst loading cases.
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CHAPTER4
The Wing with Morphing High Lift Devices
This chapter presents the baseline reference data and the structural requirements for
the design of a wing equipped with morphing high lift devices for a commercial aircraft.
Section 4.1 presents the reference wing considered in this study. The traditional basic
wing structure, consisting of a central wing box connected to moveable parts, is retained
in order to have a favourable strength to weight ratio, and morphing high lift devices are
included in the wing assembly instead of the conventional ones in order to significantly
improve the aerodynamic performance of the wing.
The different parts of the reference wing, comprising the main wing box, the leading
edge device and the trailing edge flap are presented. The geometric characteristics of the
structure and the basic design parameters are given, including the skin materials and
thicknesses, the number and position of the stringers, their size and layup.
The second part of the chapter presents the aerodynamic pressure load acting on the wing
for different flight conditions. The deflection shape requirements for the morphing high
lift devices based on the results of an aerodynamic optimisation process conducted by
one of the SADE project Partners are illustrated in Section 4.2. The wing aerodynamic
performance with the use of the morphing high lift devices was compared to the standard
non morphed configuration to understand the potential benefits and to justify the design
effort and the analysis presented in the following chapters.
4.1 The Reference Baseline Wing: Geometry and
Materials
The reference baseline wing used in this current analysis belongs to a medium sized
commercial aircraft. The wing geometry was provided by one of the Partners of the
SADE Consortium and was determined using the A320 wing as a reference. The wing
considered in this investigation had a wingspan of 39.65 m and an area of 172 m2. The
mean aerodynamic chord (MAC) was equal to 5.15 m. The preliminary structural and
aerodynamic analysis was carried out at a reference section located outboard of the wing
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kink, at 8.3 m from the root, where the total chord was 3.956 m, shown in Figure 4.1.
Table 4.1 summarises the main wing geometrical parameters.
Area (m2) 172




Sweep Angle (◦) 28
Table 4.1: Wing geometrical parameters
Figure 4.1: The reference baseline wing (dimensions in mm)
The wing structure was supported by two spars and thirty one ribs. The number of ribs,
their pitch and the chordwise position of the spars were provided by one of the SADE
project Partners. The front spar was located at 13% of the chord at the root and at
24% of the chord at the tip, running parallel to the leading edge. The rear spar, on the
other hand, followed the trailing edge line, going from the 40% of the chord at the root
section to 33% of the chord at the wing tip. The thirty one ribs were arranged with a
pitch of 0.6 m from each other. Their orientation followed the direction of the airflow in
the inboard section, before the engine mount, while in the outboard section they were
arranged perpendicular to the front spar. The wing had a deformable leading edge, and
was equipped with a single slotted Fowler flap with an actively deformable trailing edge.
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4.1.1 The Wing Box and Leading Edge
The central wing box represents the main load carrying structural part of the SADE
wing. At the reference section, the wing box had a chord of 1.855 m and an height of
0.438 m and 0.364 m at the front and rear spar respectively (see Figure 4.2). The leading
edge device, mounted at the front spar, was 0.86 m chordwise and 0.44 m in height, as
shown in Figure 4.3.
Figure 4.2: Wing box geometry at the reference section (m)
Figure 4.3: Leading edge device geometry at the reference section (m)
In the early stages of the Project, no detailed information about the skin panels, spars
and ribs material properties was available. A preliminary design study, conducted by
Morishima [108], set the materials and thicknesses for the wing box and leading edge.
The spars and ribs were made of a high strength carbon/epoxy composite laminate
(M21/T800S), with 48 layers arranged in a symmetrical layup [±45/0/± 45/90/± 45/±
45/0/±45/90/±45/±45/0/±45/90/±45]s with a total thickness of 12 mm. The upper
and lower skins were made of carbon fibre prepreg (HexTow IM7) and were reinforced
by I-shaped stringers of the same material, but different laminate ply thicknesses (0.25
mm for the skins and 0.18 mm for the stringers). The leading edge skin was made of
Aluminium 2024-T81 (Al), 2 mm in thickness. The leading edge skin was reinforced by
eight metallic I-shaped stringers on both upper and lower skin panels, with flange and
web 12 mm in length and 3 mm in thickness. Attention was paid to the correct selection
of the layup for the composite parts to ensure that the structure did not exceed the
stress limits and was not affected by buckling [108]. Table 4.2 summarises the material
properties of the different wing box and leading edge components.
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Material
E1 E2 G12 ν12 Xt Xc Yt Yc S
(GPa) (GPa) (GPa) (MPa) (MPa) (MPa) (MPa) (MPa)
Al 72.4 28 0.33 450 295
IM7 164 10 5 0.3 2723 168 101 223 74
M21 172 10 5 0.3 3939 1669 50 250 79
Table 4.2: Wing material properties
4.1.2 The Trailing Edge Flap and Deployment Mechanism
The wing trailing edge was equipped with two single slotted Fowler flaps, for the inboard
and outboard portions of the wing respectively. The present study considered only the
inboard flap since geometry and aerodynamic data were only available in correspondence
of the wing reference section.
Figure 4.4 presents the geometry of the inboard flap and of its rear morphing part.
(a) Inboard flap geometry
(b) Morphing trailing edge geometry
Figure 4.4: Inboard flap with active camber capabilites
The inboard flap had a constant chord of 1.108 m (28% of the wing chord) and a span of
5.52 m. The front part of the flap included the front spar, located at 30% of the chord,
and twelve uniformly positioned flap ribs, while the flap rear spar was located at 47% of
the flap chord.
The rear part of the flap structure, from the flap rear spar to its trailing edge, was designed
to be flexible with active camber capabilities to further increase the lift during the take-off
and landing phases. The chord of the morphing rear part was 0.59 m, corresponding to
53% of the flap chord, and had a maximum depth of 0.12 m measured at the rear spar.
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No material properties were specified for the inboard flap, hence the materials selection
was conducted as part of the preliminary analysis of the morphing flap structure in
Chapters 5 and 6.
Both metallic and composite materials were considered for the skins and stringers. The
skins and stringers thicknesses were set in the FE models presented in Section 5.2.1
following a preliminary analysis, similar to the one conducted by Morishima [108]. The
metallic skin was made of aluminium 2024-T81 (Al) 2 mm in thickness, reinforced by 5
I-shaped aluminium stringers for each panel. The stringers had web and flanges of 12
mm and a thickness of 3 mm. Two composite skins were considered, made respectively
of glass fibre reinforced plastics (GFRP) and carbon fibre reinforced plastics (CFRP).
Both the composite skins were made of 12 layers having stacking sequence [±45/03/90]s.
For the glass fibre skin, the ply thickness was equal to 0.25 mm and the skin panels were
reinforced by 5 I-shaped stringers, made of aluminium, similar to the ones in the metallic
skin. For the carbon fibre/epoxy skin, a high strength laminate (Hexply 8552/IM7) was
considered. The ply thickness was equal to 0.184 mm and the skin was reinforced by 5
I-shaped carbon fibre/epoxy stringers. Table 4.3 summarises the material properties of
the different materials adopted in this study.
Material
E1 E2 G12 ν12 Xt Xc Yt Yc S
(GPa) (GPa) (GPa) (MPa) (MPa) (MPa) (MPa) (MPa)
Al 72.4 28 0.33 450 295
GFRP 39 8.6 4 0.25 1080 620 39 128 89
CFRP 164 10 5 0.3 2720 1690 111 250 80
Table 4.3: Inboard flap material properties
The flap structure was supported by a link-track flap deployment mechanism, similar to
the one mounted on the Airbus 320 series. The deployment mechanism, shown in Figure
4.5, consisted of a forward link and a straight track.
Figure 4.5: Parts composing the link-track deployment mechanism [109]
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During the deployment, the trailing edge flap goes from the stowed position to the fully
deployed configuration by means of a rotation plus a downward sliding. The forward
link had the role of a drive link; a rotary actuator integrated at its pivot point provided
the actuation load to move the flap. The lower end of this link was attached to a flap
fitting below the flap. When the drive link rotated the flap and pushed it downwards,
the flap was able to ride on the straight track thanks to a roller carriage attached at the
same flap fitting with a pinned joint. As Rudolph points out in [11], the resultant of the
aerodynamic forces for a single slotted flap is usually at around 32% of the flap chord.
For this reason, the attachment point between the flap fitting and the roller carriage was
located at about 30% of the flap chord in order to minimize the overturning moment
caused by the air load. The straight track was also sloped downwards and supported by
beams extending from the wing main structure.
The geometry of the flap deployment mechanism was obtained by scaling the dimen-
sions of the A320 mechanism based on the flap chord [11]. The configuration considered
corresponded to the fully deployed position of the flap, with 35◦ of rotation. All the
parts constituting the mechanism were made of steel. A preliminary study ensured the
mechanism was able to withstand the aerodynamic load from the flap.
4.2 The Aerodynamic Pressure Load
4.2.1 Deflection Shape Requirements for the Morphing High
Lift Devices
The SADE wing with morphing high lift devices aims to achieve laminar flow, which is a
highly desirable condition, because it generates less skin friction and leads to an improved
lift over drag ratio compared to non laminar flows.
The ideal laminar wing would have a gapless leading edge and a smooth surface curvature,
in order to reduce disturbances to the flow and to prevent its transition to turbulent flow.
In conventional wings, however, the use of high lift devices and the typically high angles
of attack induce strong suction peaks that destroy flow laminarity. A gapless morphing
leading edge device would lead to a significant drag reduction and better lift over drag
ratio at take-off, also helping to reduce airframe noise. Moreover, a continuous change of
curvature for the upper wing surface would help to avoid the leading edge flow separation
and the consequent reduction of performance. Similarly, a blunt nose would be preferable
since a small nose radius could lead to strong suction peaks leading to turbulence. On
the other hand, a gapless leading edge device offers a worse aerodynamic performance
than a slotted device. For this reason, a smart trailing edge device is also designed to
improve the overall wing performance.
Keeping in mind these design requirements, the desired deflected shape of the high lift
devices was determined through an an aerodynamic force optimisation over the airfoil
section conducted by two partners of the SADE Project, respectively the DLR and the
CIRA research institutes for the leading [110] and trailing edge devices [111]. The op-
timisation was conducted assuming a two-element airfoil characterised by a main wing
box with droop nose, and a single slotted Fowler flap. The objectives of the optimisation
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Figure 4.6: Leading edge deflection requirements
included the increase of the maximum lift coefficient CLmax and of the maximum angle
of attack αmax and an improvement of the lift over drag ratio L/D.
The desired deflected shape for the leading edge device of the SADE wing is represented
by a rigid part, corresponding to the 12% of the leading edge chord, situated close to the
front spar, and a displacement and change of curvature at the nose (see Figure 4.6). The
maximum vertical displacement at the nose was set as 27% of the leading edge chord,
corresponding to 21 cm, while the desired curvature (radius) of the nose was doubled
with respect to the original shape.
A morphing trailing edge flap with a flexible rear end was considered to increase the wing
camber in high lift configuration. The additional camber will determine a lift increase
during take off and landing. Moreover, the smart trailing edge could be potentially em-
ployed also during cruise for minor shape adaptations, to reduce the off design effects, for
load alleviation and roll augmentation. For the SADE trailing edge flap, the maximum
vertical displacement required at the trailing edge was equal to 7% of the flap chord,
corresponding to 7.89 cm, to be achieved together to the preliminary requirement of
±25◦deflection at the trailing edge.
Figure 4.7: Trailing edge flap deflection requirements
4.2.2 Aerodynamic Pressure Load Calculation
The aerodynamic pressure load over the wing section was obtained from a computational
fluid dynamics (CFD) simulation over a 2D airfoil section in different configurations.
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Two different flight conditions were considered: cruise and landing. At cruise, in clean
wing configuration, the aerodynamic pressure load was calculated at 31000 ft for a flow
velocity of Mach 0.8. For the landing case, the conditions at the beginning of the descent
phase were considered, characterised by an altitude of 20000 ft and an air temperature
of 248.6 K. The wing angle of attack was set at 12◦, with a Mach number of 0.15 and a
Reynolds number of 7× 106.
Figure 4.8: Airfoil in clean configuration during cruise (Model 1)
Different airfoil configurations were investigated: airfoil in cruise, having a clean configu-
ration, with no high lift devices in operation (referred to as Model 1 and shown in Figure
4.8), and two high lift configurations, shown in Figure 4.9, of airfoil with flap deployed
and leading edge in neutral position (Model 2) and airfoil with both leading edge and
flap in operation (Model 3).
(a) Airfoil with flap deployed and neutral lead-
ing edge (Model 2)
(b) Airfoil with both leading edge and flap de-
ployed (Model 3)
Figure 4.9: Airfoil in high lift configuration
The graph in Figure 4.10 shows the pressure distribution for the 2D airfoil in the three
different configurations [112]. Although the pressure distribution in clean configuration
will not be used for the analysis of the morphing flap, it has been reported for comparison
purposes.
The blue continuous curve for Model 3 in Figure 4.10 represents a typical landing config-
uration with high lift devices fully deployed, where the selected leading edge device is the
SADE droop nose following the deflection prescribed in Figure 4.6. In order to assess the
effect of the morphing flap compared to a conventional deploying device, an additional
configuration having the airfoil with leading edge deflected and flap not only deployed
but also morphed was considered and is shown in Figure 4.11.
The graph in Figure 4.11 shows the combined effect of the morphing high lift devices
on the pressure distribution along the airfoil, compared to the configuration with droop
nose and flap only rigidly deployed. The use of a morphing leading edge stabilized the
flow and led to a gentler pressure recovery, while the flap contributed to increase the lift
generated. An overall lift increase of 121% was achieved for the case with droop nose and
flap morphed.
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Figure 4.10: Pressure distribution over the 2D airfoil in different configurations (Pa) [112]
Figure 4.11: Aerodynamic pressure coefficient on the wing: comparison between the flap
deployed and the flap deployed and morphed configurations
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CHAPTER5
Design and Modelling Approach for the
Morphing Trailing Edge Flap
This chapter presents the novel design developed for the morphing flap with internal
actuation mechanisms and illustrates the approach followed for the modelling of the
morphing flap structure.
The innovative design proposed for the flap internal actuation mechanism is presented
in Section 5.1. The actuation mechanism, based on the principle of eccentuation, was
integrated in the flap device by bringing some significant design modifications to the trail-
ing edge internal structure, as discussed in Section 5.1.2. These modifications included
the replacement of the rib structure, the use of an open sliding trailing edge to ensure a
uniform and smooth deflection and the inclusion of internal connections to preserve the
airfoil shape while undergoing deflection.
The radical changes to the conventional flap structure required the set up of a specific
modelling analysis approach in order to evaluate the structural behaviour of the morphing
flap, as specified in Section 5.2. Special interest was given to the translation of the
proposed design into a finite element model for detailed structural analysis.
In Section 5.3, the effect of the structural modifications introduced in Section 5.1.2 is
discussed and the preliminary findings for a simplified flap model are presented. The
benefits of the innovative open sliding trailing edge are shown and a novel procedure is
proposed for the determination of the internal actuation loads required to deflect the
structure and to conform to a desired target shape. An analysis is conducted on the
internal connections to investigate their effect on the structural stiffness and to identify
the most promising design solution.
Finally, Section 5.4 presents the details of a demonstrator model built to prove the fea-
sibility of the design concept.
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5.1 Design of the Morphing Flap with Internal Ac-
tuation Mechanism
5.1.1 The Eccentric Beam Actuation Mechanism
An eccentric beam actuation mechanism (EBAM) was specifically designed to deflect the
morphing trailing edge. The principle of the eccentric actuation was initially developed
in the 1970s within the DARPA project [27] to convert a rotational motion into a vertical
displacement. In the original design, a bent beam called eccentuator was rotated by an
electric servomotor at one of its ends. The other end, free to move, rode on a bearing
surface, which was forced to move up or down depending on the beam rotation and
consequently pushed the trailing edge skin downwards (or upwards, depending on the
direction of rotation), as illustrated in Figure 5.1. A rotation of 90◦ allowed to achieve
the maximum possible deflection of the surface. The eccentuator design was subsequently
revisited by Muller [55] as part of the ADIF project.
Figure 5.1: Eccentuator basic principle [27]
In this study, the DARPA/ADIF concept has been radically modified and adapted to the
current morphing flap structure. In the proposed design, the eccentric beam actuation
mechanism consists of a curved beam having discs of various size mounted along its length
at different chordwise locations (see Figure 5.2). The presence of the discs (also known
as cams) represents a significant improvement compared to the DARPA original concept,
as the discs connect the beam to the flap skins and ensure the transfer of the actuation
load from the actuation system to the structure in several points along the chord.
Figure 5.2: The eccentric beam actuation mechanism (EBAM): curved beam and discs
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Both the eccentric curved beams and the discs were made of aluminium. The curved
beam was a tube which diameter was gradually reduced from the rear spar of the flap to
its trailing edge to fit into the smaller available space, varying from 0.034 m at the root
to 0.008 m at the tip, while the beam thickness went from 4.5 mm to 2 mm.
The curved beam was mounted at the rear spar of the flap, where a rotary actuator
provides the power necessary to set the beam into rotation and ensures that it remains
in place once the desired shape has been achieved. When the beam is rotated, the discs
push the skin downwards and force it to deform. Both the curved beam and the discs
have been designed to ensure that the skin deformed following the desired deflected shape
at any rotational angle and the discs have continuously varying radii to allow a smooth
deflection. Each disc is located in correspondence of a couple of skin stringers, which
provide a surface along which the disc can slide, acting as a rail track. Figure 5.3 shows
the assembly of the eccentric beam mechanism and the trailing edge skin.
Figure 5.3: Eccentric beam actuation mechanism integrated in the flap structure
To ensure the continuity of the movement and the contact between discs and stringers,
the discs have been arranged at an angle respect to the beam axis, as shown in Figure
5.4. As a result, when the beam rotates, the discs move in a direction parallel to the
stringers (see Figure 5.5). The discs were not perfectly circular, but had a continuously
varying radius to accomodate the small changes in the distance between beam and skin
during deflection and to ensure that a smooth deflection shape was achieved. During the
design phase, a linear curvature rate was assumed between the neutral and final deflected
shape.
In order to meet the deflection targets specified in Section 4.2.1 along all the flap span,
several eccentric beam actuation mechanisms have been arranged in the rear part of the
flap with a pitch of 0.5 m one from each other.
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Figure 5.4: Beam in neutral position: a) view from top; b) view from side
Figure 5.5: Beam in the 90◦ rotated position: a) view from top; b) view from side
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5.1.2 The Modified Flap Internal Structure
A series of changes were made to the conventional internal structure of the flap in order to
generate an effective and functional design for the morphing trailing edge with integrated
eccentric beam actuation mechanisms. The design improvements implemented on the
flap are listed below and will be addressed in detail in Section 5.3.
• Use of the eccentric beam actuation mechanism as internal supporting
structure
Firstly, no rib element was included in the rear part of the flap as they would
make the flap structure too stiff and inadequate for morphing. The absence of the
ribs was partially compensated by the discs connected to the eccentric beam, which
contributed to maintain the flap trailing edge skins into the desired shape under the
effect of the aerodynamic pressure load. The eccentric beam actuation mechanism
has not only the role to provide the actuation load required for morphing, but also
to offer support to the flap skin panels.
• Open sliding trailing edge
Due to the different curvature of the upper and lower skins, trying to achieve a
vertical deflection of the flap has the effect to generate a relative sliding of the
skins. This effect becomes more evident when large vertical deflections are required
and, due to the fact that the skins are connected at the trailing edge, it compromises
the capability of the flap to achieve a uniform deflection shape. To eliminate this
negative phenomenon, in this thesis an open sliding trailing edge is proposed, where
the upper and lower skins instead of being rigidly connected are free to slide one
over the other during the flap deflection. The unsuitability of the conventional
closed trailing edge and the potential of the open sliding trailing edge are discussed
in Section 5.3.1.
• Additional internal connections
The proposed eccentric beam mechanism acts by pushing the lower skin of the
flap into the desired deflection shape. However, in order to deflect the whole flap
up to the required configuration, additional connections were required to force the
upper skin to follow the lower one during the deflection. Moreover, since the areas
between the discs of the actuation mechanism are no longer supported by the ribs,
these connections contributed to prevent any undesired bubbling effect under the
aerodynamic pressure load and to preserve the airfoil section during deflection. The
additional internal connections contribute to transfer the actuation load from the
eccentric beam to both skins. They also react the upwards pulling effect exterted
by the aerodynamic pressure load to ensure the structural integrity of the morphing
trailing edge and its functionality in the flap operative conditions.
5.2 Modelling and Analysis Methodology
The morphing flap considered in this study presents some unique features if compared
to a conventional, non morphing high lift device. For this reason, the standard analysis
approaches adopted for conventional structures are not always appropriate and able to
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provide a comprehensive analysis of all the different aspects involved in the study of a
morphing structure. The internal eccentric actuation mechanism and the changes imple-
mented to the trailing edge internal structure to obtain a structure suitable for morphing
resulted in the presence of parts not rigidly connected one to the other, such as the discs
sliding over the stringers and the skins sliding over each other, and the morphing re-
quirements led to changes to the structural stiffness and load distribution compared to a
conventional flap design.
A preliminary analysis has been conducted on some peculiar aspects of the morphing
flap, such as the effect of the open trailing edge on the flap deflection, the evaluation
of the actuation loads required to deflect the structure up to the desired shape and the
effect that the internal connections have on the structure as a whole. Subsequently, the
structural behaviour of the flap has been investigated in detail using the finite element
method: the deflection shape achieved and the level of stress and strain in the structure
have been evaluated under the effect of the external aerodynamic load and the internal
actuation. The interaction between the morphing flap and the airflow has been modelled
to assess the effect of the aerodynamic load on the flap structure. Finally, the actuator
design has been optimised to achieve the optimum deflected shape and the structural
skin properties have been tailored to meet the shape requirements without violating the
structural design constraints.
5.2.1 Finite Element Modelling of the Morphing Trailing Edge
The finite element method was the main method of analysis adopted in this study be-
cause it allows a detailed investigation of the complex interactions between the structural
components and a comprehensive analysis of the morphing flap structure under the effect
of aerodynamic and actuation loads. This section provides a description of the different
models and modelling techniques adopted.
The modeling of the flap internal structure in a suitable way represents the first fun-
damental step of the FE analysis conducted in this research work. The main concern
of the FE modelling process was to correctly represent the morphing flap structure to
capture its structural behaviour without excessively increasing the complexity of the FE
model. Three separate finite element models were built, each of them representing the
flap structure with a different level of detail.
1. Skin only trailing edge section
The first FE model considered a section of flap having a spanwise lenght of 1 m,
extending from the rear spar to the trailing edge. Only the flap skin panels were
modelled.
2. Trailing edge flap section with EBAM mechanisms
The second FE model considered again a 1m span section of the flap trailing edge,
with the addition of three eccentric beams with a pitch of 0.5m one from the other.
The model included the curved beams, the discs and their connection to the upper
and lower skins. Figure 5.6 shows the FE model of the 1 m span trailing edge
section with EBAM devices. On one side of the flap model, since only a 1 m section
of the flap was considered, the available space did not allow to fit a complete curved
beam so a straight beam was included instead for analysis purposes.
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Figure 5.6: Finite element model of a 1 m span rear portion of the flap
3. Inboard flap model with EBAM mechanisms
A model of the complete inboard flap, having a span of 5.52 m, was also built.
The model included the front part of the flap, with the front spar and twelve uni-
formly positioned ribs, the rear spar and the trailing edge part with the integrated
eccentric beam mechanisms to provide the actuation. The internal structure of the
morphing portion was fully modeled including discs, open trailing edge and inter-
nal connections. The flap was supported by two link-track deployment mechanisms
located at 30% and 70% of the flap span respectively. The link-track mechanisms
were considered fixed in the fully deployed configuration at 35◦ of rotation of the
flap.
4. Inboard flap model with EBAM mechanisms in deflected configuration
A model of the inboard flap in deflected configuration was built to investigate the
influence of the higher aerodynamic pressure on the morphed structure and the
effect of the deflection on the overall structural stiffness.
The commercial software Patran/Nastran was chosen to generate the FE models of the
structure and to investigate the structural behaviour of the flap in both static and dynamic
conditions.
The flap skin panels, the rear spar, the stringers flanges and webs and the deployment
mechanism were modelled as QUAD4 shell elements. At the trailing edge, the upper
and lower skin panels were disconnected one from the other to allow sufficient sliding of
the skins to achieve a uniform deflection along the flap. A different type of connection
was hence required between the upper and lower skins to ensure the structural integrity
of the flap under the effect of the aerodynamic load. Some possible practical ways to
implement such connection are presented in Section 5.3.1. In the finite element model,
the connections were represented by Multi Point Constraints (MPCs). The MPCs are non
physical connections between two or more nodes which specify the relative motion of one
node with respect to the others. For the trailing edge, the skins were allowed to slide one
over the other along the chord and also to undergo small spanwise displacements during
deflection; the nodes of the plates at the trailing edge were tied together with MPCs, so
that every movement in the vertical plane was restrained and the distance between the
skins remained unchanged.
For the models which included the internal actuation mechanism, the eccentric beams
were modelled as QUAD4 shell elements, while the discs mounted on the eccentric beams
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were modelled as 1D elements having beam properties, rigidly connected to the curved
beam on one side and able to slide over the skin stringers on the other. Similarly to
the open trailing edge, a sliding connection was set between the disc and the stringer
flanges by using a set of MPCs between the corresponding elements on the disc and
stringer. Two MPCs per disc were generated, to represent the connection to both the
upper and lower skin, leading to a total of 10 MPCs per curved beam holding the skins
in place and transferring the load during the deflection. In each of these MPCs, the
direction orthogonal to the plane of the disc and stringer flanges was set as the direction
of restrained motion, while the motion in the other two directions was unrestrained. For
all the flap models, both the curved beams and the discs were made of aluminium.
Additional connections between the upper and lower skin were introduced. Sections 5.3.3
and 5.3.4 present the study conducted to select the most suitable connection and specify
how they were represented in the finite element model.
5.2.2 Morphing Trailing Edge Experimental Model
A demonstrator model was built to prove the effectiveness of the design concept and
to investigate from an experimental point of view the issues related to the innovative
flap structure considered. The main focus of the experimental investigation was the
assessment of the load-deflection relation for the trailing edge flap and the influence of
the internal connections on the flap stiffness. The details of the model and an overview
of the main findings are given in Section 5.4.
5.2.3 Aeroelastic Analysis
The fluid-structure interaction between the flap with morphing trailing edge and the
airflow has been investigated to asses the effect of the air pressure on the flap deflection.
Different approaches to the calculation of the aerodynamic load have been considered,
including ESDU methods, panel method and CFD analysis. The interaction between the
flap structure and the airflow has been investigated by setting up an iterative analysis
involving the finite element method and the Xfoil software based on panel method. The
aeroelastic analysis of the flap is discussed in Chapter 7.
5.2.4 Optimisation Analysis
The optimisation approaches found in literature and conventionally adopted for aircraft
structures are not suitable for the optimisation of the morphing flap with internal ac-
tuation mechanism. In fact, the additional deflection shape requirements have to be
considered in the analysis and the internal actuation mechanism itself needs to be in-
cluded in the optimisation process. Within this research work, a new procedure has been
developed for the optimisation of the morphing structure. Firstly, a study has been con-
ducted to determine the optimal location of the discs on the eccentric beam, i.e. the
optimal loading positions chordwise for the flap. An analytical approach based on beam
theory has been implemented for the optimisation of the internal actuation mechanism
PRELIMINARY ANALYSIS OF THE MORPHING FLAP 85
and has been compared to the results from finite element analysis. Subsequently, the ma-
terial properties of the flap structure have been optimised by implementing an iterative
approach which combines the results of the finite element analysis with a gradient based
optimiser. The optimisation of the morphing flap is detailed in Chapter 8.
5.3 Preliminary Analysis of the Morphing Flap
A preliminary investigation was conducted on the innovative morphing flap structure
described in the previous sections. The main objectives of this analysis were the assess-
ment of the impact that the design improvements such as the open trailing edge and the
additional connections have on the structural behaviour of the flap and the evaluation of
the actuation load required for deflection. The analysis was conducted on the FE model
of the flap skins only.
5.3.1 The Open Sliding Trailing Edge
A preliminary study showed that when large vertical deflections were imposed to the
trailing edge of the morphing flap, an undesirable shape was achieved. The skins exhibited
a change in their curvature along the chord and a series of bubbles appeared on the lower
skin surface.
Figure 5.7: Closed trailing edge
Figure 5.7 shows the deflected shape of the flap with closed TE obtained from the FE
analysis when the aerodynamic load is applied. It can be observed that at a certain
location along the chord the skins went from a convex to a concave curvature. Moreover,
a series of bubbles appeared on the lower skin surface, indicating that the constraints
in terms of displacement applied to the structure were too rigid to allow it to meet the
required shape in some of its points. Another negative effect of the large bending that
can be noted from Figure 5.7 is the change in the cross section of the TE flap, with the
upper and lower skins becoming closer after the deflection.
When a bending moment is applied to a thin-walled, cambered, long structure such as
the current flap model, undesired crushing components will arise in it together with the
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expected compressive/tensile components of the force due to bending. This negative
phenomenon, called “Brazier effect” [113], is a consequence of the nonlinearity in the
bending response of the structure. As a result, the upper and lower skins of the flap
become closer and eventually crush as the imposed load and deflection are increased,
similarly to what happens in a circular cylindrical tube subject to large bending. As
pointed out by Cecchini and Weaver [114], although the Brazier effect is unlikely to occur
as a failure mode, it has a strong influence on the local buckling of the skins and material
failure, as well as an effect on the dynamic behaviour because of the nonlinearity in the
bending response [114].
The limited sliding between the upper and lower skins at the trailing edge played an
important role in the development of the double curved shape. A new design was hence
adopted: the upper and lower skins of the flap were separated one from the other, cre-
ating an open trailing edge. The flap with the new open sliding trailing edge, however,
requires additional connections between the upper and lower skins in order to maintain
its structural integrity under the aerodynamic and actuation loads and to compensate for
the stiffness reduction caused by the open trailing edge. The flap skins were constrained
to have no relative vertical displacements, but were left free to slide one over the other
in chordwise direction during the deflection.
Figure 5.8: Connection between upper and lower skins at the trailing edge
Figure 5.8 illustrates a possible way to implement the sliding connection at the flap
trailing edge. The upper and lower skins end with a solid part having a triangular shape.
The two solid parts are kept together with a sliding key connection: a flute is obtained
in one of the two solid triangles and the other solid part is equipped with a convex flange
having a shape matching that of the flute. This connection allows the relative sliding of
the skins and, at the same time, ensures that the skins remain connected at the trailing
edge.
Other possible ways to connect the two skins, not investigated in this thesis, could involve
the use of a rubber insert at the trailing edge.
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5.3.2 A New Procedure for the Actuation Loads Estimation
The analysis of the morphing trailing edge flap presented the problem of finding the loads
required to achieve a prescribed deflection shape. While the determination of the struc-
tural displacements under a certain imposed load is a relatively easy procedure which can
be implemented in a specific nonlinear static solver, the inverse problem arising for the
case of a morphing structure requires a different approach. First of all, an analytical pre-
diction of the required loads could be obtained only for a restricted number of simplified
problems, where the structural properties are all known and the structure can be treated,
for instance, as a beam. The trailing edge flap considered in this study, however, has a
complicated internal structure and undergoes a variety of loads, such as distributed air
pressures and actuation forces. For these reasons, the finite element analysis was consid-
ered the most convenient approach to the problem. The presence of sliding between the
components and the use of connections that affect the structural stiffness led to the choice
of a non-linear type of analysis in order to correctly capture the structural behaviour.
No standard procedure is currently available to determine the loads required to achieve
a certain deflection shape. A new, two-step approach was implemented.
The approach represents an application of the virtual work principle and is based on
the notion that the reaction force exhibited by the structure following the application
of an imposed displacements represents the actuation force required to achieve that spe-
cific deflection. For the flap, the reactions to the application of the desired morphed
configuration would hence represent the actuation load required.
In the first step, once the target deflected configuration specified in Chapter 4 had been
provided, the desired vertical displacement in selected points along the chord was applied
as an imposed displacement to the structure in those same locations. For the flap, the
selected positions were the five disc-skin contact points, uniformly distributed along the
chord. (This hypothesis will subsequently be relaxed in Chapter 8). A nonlinear Nastran
run using Sol 600 was then performed to evaluate the reaction forces generated in these
points following the forced displacement of the structure.
In the second step of the analysis, the reaction forces from FE analysis were applied as
concentrated forces acting in the disc to skin contact points and the deflection of the
flap under these loads was evaluated by using a geometrically nonlinear Nastran Sol 106
analysis. The results showed that the actuation loads determined following the proposed
two-step approach were effectively able to morph the flap into the desired configuration.
The procedure described above for the determination of the actuation loads of the mor-
phing flap is clearly related to the stiffness of the structure which, in turn, is influenced
by the design selected for the internal structure. Hence, in order to assess the actuation
load required to deflect the flap trailing edge, it is necessary to define the selected design
in detail.
5.3.3 The Skin Connections
The flap with open trailing edge adopted to achieve a uniform deflected shape required
some additional connections between the upper and lower skins to ensure its structural
integrity was maintained under the effect of the actuation and aerodynamic loads and
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to ensure the functionality of its actuation system. Without any connection, the upper
and lower skins would not keep their relative distance during deflection; moreover, the
aerodynamic pressure load acting on the skins would pull them apart. In addition, the
skin connections would help to transfer the actuation force exerted through the discs on
the lower skin to the upper skin.
An accurate design of the connections was required. In fact, an excessively rigid connec-
tion would limit the overall flexibility of the morphing TE flap, leading to a considerable
increase of the actuation power or even preventing the flap from achieving the required
deflection. On the other hand, a connection without adequate stiffness would not provide
adequate flap structural stiffness to carry the external load and transfer the internal force
between the skins. Any type of connection has a negative influence on the relative sliding
between the upper and the lower skin, which is inevitably limited compared to the slid-
ing in the case of no connections. The limitation introduced depends on two factors: the
length of the connection itself and its capability to rotate with respect to its attachment
points on the skin while the flap is deflected.
Different types of connection were considered, characterised by different structural prop-
erties. A simple way to connect the skins could be by using rods or beams positioned
along the flap chord. The rod, pin jointed to the skin surfaces, would allow a certain
sliding thanks to the rotation at the skin-connection attachment points during the deflec-
tion of the flap. The maximum achievable sliding between the skins in this case would
be equal to the length of the shortest connection used. As a drawback, rods would allow
the skin distance to change. Conversely, beam connections, clamped at the skin, would
maintain the skin distance but substantially limit the achievable sliding and introduce
additional stiffness into the structure. Both rods and beams have the disadvantage to
cause a high stress concentration in the points of connection to the skins. As the con-
nections are subject mainly to a tensile load, a thin layer of fabric material connected to
the skins in spanwise direction could be used instead of point connections. This would
prevent the skins from being pulled apart and would allow their sliding and a uniform
deflection of the flap.
A study was carried out to assess the different types of skin connections in terms of
actuation force demand. The types of connection discussed above were modelled and
added to the structural FE model representing the flap skins to determine which of them
provided the best compromise in terms of flexibility, effective load transfer, low actuation
load and effectiveness in maintaining the structural integrity. In the FE model, it was
also possible to simulate a connection that respects the ideal condition of unrestrained
sliding by using a Multi Point Constraint. The MPC imposes a fixed distance between
the skins by tiying together the displacement of the skin nodes in the vertical direction
and does not constrain the displacement in the chordwise and spanwise directions. It
must be noted, however, that this is a fictitious constraint, which does not fully represent
a practical connection. Hence, it can be useful for comparison purposes but it does not
represent one of the design alternatives.
The analysis was conducted considering one connection located at 2/3 of the flap chord
distance from the rear spar, as shown in Figure 5.9.
The connections were assessed based on the actuation load required to achieve a fixed
deflection of 0.08 m at the flap trailing edge. The reference data was represented by
the actuation load required to deflect up to 0.08 m the lower skin of the flap, which
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Figure 5.9: Position of the skin connection
was considered as a simple plate, clamped at one side in correspondence of the flap rear
spar and not connected to the upper skin. The procedure described in Section 5.3.2 was
used for the evaluation of the actuation loads. Table 5.1 summarises the actuation load
required to achieve a vertical displacement of 0.08 m for different types of skin connection,
when no aerodynamic load is applied to the flap model.
Type of connection Actuation load required [N ]
Single skin (no connection) 42.6
MPC 44.2
GFRP layer close to spar 95
Rod 97
GFRP layer close to TE 277
Beam 291
Two GFRP layers 545
Two GFRP layers + trailing edge sliding connection 861
Table 5.1: Actuation forces for different skin connections
Firstly, a numerical RBE2 type MPC was used to keep the skins together. RBE2 MPCs
are clusters of rigid elements characterised by one independent node and several depen-
dent nodes which are constrained to follow the displacements of the independent one.
The actuation load required was very similar to the one for the single skin. However this
constraint did not represent a realistic connection and for this reason it was replaced with
a rod having a cross sectional area of 28 mm2. The actuation load obtained for this case
was more than twice the single skin actuation load. Similarly, a beam connection having
the same cross sectional area and location of the rod was analysed, resulting in a much
higher load. Both the rod and the beam solutions led to high local stresses arising in the
skins. Moreover, the deflection shape achieved by the flap trailing edge was not uniform
due to the presence of point to point connections and, for these reasons, these two types
of connection were discarded.
Subsequently, thin layers of glass fibre/epoxy resin, 0.5 mm in thickness, were considered.
These connections mainly presented a membrane behaviour and for this reason were
modelled as QUAD4 elements having their bending degrees of freedom restrained. The
GFRP layer provided a very promising uniform spanwise deflection of the flap, however,
a single layer close to the trailing edge did not offer enough support for the skins at
mid-chord. A second arrangement was hence considered, represented by two thin GFRP
layers located at 1/3 and 2/3 of the chord. The actuation load obtained for this case
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was considerably higher than all the others, however it offered a very good flap deflection
shape. Finally, the two glass fibre/epoxy layers were coupled with a sliding constraint at
the trailing edge, representing the open sliding trailing edge, to ensure that the initial flap
shape and the vertical distance between the upper and lower skin were preserved during
the deflection. This final arrangement presented the highest actuation force requirements,
however it was able to meet the deflection shape requirements, as shown in Figure 5.10
and was hence selected for the flap design.
Figure 5.10: Model with glass fibre/epoxy layers and sliding connection at the trailing
edge
5.3.4 Influence of the Aerodynamic Pressure on the Flap Struc-
ture
If the aerodynamic pressure load is applied on the flap trailing edge structure, the actua-
tion load required to achieve the deflected shape was expected to increase. In fact, part
of the actuation load would be needed to overcome the elastic reaction of the structure,
while an add1itional contribution would be required to balance the adverse aerodynamic
load. Table 5.2 compares the actuation load required to deflect the flap structure up to
0.08 m for the different skin connections previously considered, when the aerodynamic
loads were applied to the model.
The percentage of the actuation load required to overcome the elastic reaction of the
skins changed depending on the type of connection adopted, becoming gradually higher in
correspondence of stiffer connection designs and peaking at 83.59% of the total actuation
load for the arrangement with two GFRP layers and the sliding constraint at the trailing
edge. Despite the increase in the actuation force, the application of the aerodynamic
pressure to the structure gave a positive contribution to a uniform and smooth deflected
shape. In fact, the aerodynamic pressure load and its upwards pulling action helped
to reduce the undesired components of stress acting on the skins. From the analysis it
was found that the connections close to the clamped section were in compression, while
the ones close to the trailing edge were in tension. The undesired compressive stresses
were the result of the skins being pushed closer to each other and their intensity was
found to be lower when the aerodynamic pressure load was applied to the model. Hence,
despite the actuation increase, the aerodynamic load had the beneficial effect to alleviate
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Type of connection
Total actuation




Single skin (no connection) 121 35.21
MPC 199 22.21
GFRP Layer close to spar 135 70.37
Rod 518 18.72
GFRP layer close to TE 527 52.56
Beam 575 50.61
Two GFRP layers 668 81.59
Two GFRP layers + TE sliding connection 1030 83.59
Table 5.2: Actuation force requirement for different skin connections when the aerody-
namic pressure load is applied
the compressive stress components arising in some of the connections between the skins
while undergoing deflection.
5.3.5 The Connections between Skin and Discs
As shown in Figures 5.4 and 5.5, during the rotation, the discs experience small chordwise
movements. A disc-skin connection should be able to allow these chordwise movements
as well as to ensure the necessary sliding of the disc in spanwise direction during the
rotation of the eccentric beam. Figure 5.11 shows a possible type of connection allowing
both the chordwise and spanwise sliding. The discs were designed with a flange and were
hence able to slide on the surface provided by the skin I-shaped stringers upper flange
during the beam rotation. A small roller connected the disc and stringer flanges, which
acted as a track.
(a) Schematic representation (b) Side view - Section AA
Figure 5.11: Connection between skin and discs
In the flap structure, the design of a suitable disc-skin connection was complicated by
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the small vertical space available between the skins. For this reason, the disc flanges
were considered to be in contact with the I-shaped skin stringers with no other physical
connection. The skin connections described in the previous Section 5.3.3 ensured that the
disc-skin contact was mantained under the vertical pulling action of the aerodynamic load.
The discs, on the other hand, were able to react the compressive loads and the crushing
forces between the skins. The combined effect of the discs and the skin connections
ensured that a constant distance between the upper and lower skins was mantained and
that the discs were always in contact with the skins.
5.3.6 Actuation Loads on the Flap
The analyses presented in the previous sections have contributed to define the final design
of the morphing flap and to specify the details of the structural assembly. The need to
satisfy the deflection shape requirements and to achieve a smooth and uniformly deflected
configuration have led to the choice of the open sliding trailing edge, while thin layers of
glass fibre/epoxy have been chosen as the skin connections to preserve the shape of the
airfoil section.
This section presents the evaluation of the actuation loads for the morphing flap with
open trailing edge and thin layer connections. The analysis followed the procedure pre-
sented in Section 5.3.2. The use of a finite element model offered great flexibility and
the possibility to investigate different skin materials and loading conditions on the flap.
Three different skin materials were considered: aluminium, glass fibre/epoxy (GFRP)
and carbon fibre/epoxy (CFRP). The aluminium skin panels offer good strength capabil-
ities and low weight. Moreover, aluminium is easily machinable in the required geometry
and allows to avoid all the complications connected to the use of composites. To evaluate
the potential offered by composite materials in the field of morphing wing structures,
the metallic skin was compared to a glass fibre/epoxy and a carbon fibre epoxy skins
respectively. The carbon fibre/epoxy material was selected for its high specific strength
properties. The glass fibre/epoxy material was chosen because it offers a elongation value
of 4%, higher than carbon fibre/epoxy (1-2%). The high elongation capability could prove
beneficial during the morphing of the trailing edge skins in order to achieve low strains
in the skins.
The total actuation force required to deflect the flap structure in operative conditions will
be obtained as the sum of two contributions: the actuation force needed to elastically
force the skins into the desired shape and the actuation force required to overcome the
aerodynamic pressure load. Initially, the displacements were imposed to the flap skins in
absence of any other loading in order to assess the actuation force required to elastically
deflect the structure. Subsequently, the process was repeated when the aerodynamic
pressure load was applied to the flap to evaluate the impact of the air pressure on the
actuation load required.
Figure 5.12 illustrates the five loading positions considered along the flap chord. Table
5.3 presents the loads required to deflect the trailing edge flap structure up to the target
shape for the three skin materials. Both cases of structural deflection only and structural
deflection plus aerodynamic load were assessed.
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Figure 5.12: Loading positions along the flap chord













1 292 320 239 263 333 324
2 885 746 929 838 1210 1120
3 214 1220 222 1040 299 1270
4 891 1030 805 909 924 1030
5 551 707 547 679 680 883
2883 4023 2742 3729 3446 4627
Table 5.3: Forces required to deflect the flap [N ]
The graph in Figure 5.13 shows a comparison between the total actuation load require-
ments with and without aerodynamic loads included in the analysis. As expected, the
inclusion of the air pressure determined an increase in the actuation load required. The
fraction of actuation load required to elastically deflect the flap skins amounted to 71%
of the total actuation for the aluminium skin, 73.5% for the glass fibre/epoxy skin and
74.5% for the carbon fibre/epoxy skin respectively.
Once the load required to deflect the morphing trailing edge was found, the correspon-
ding torque needed at the curved beam root of the EBAM mechanism was calculated.
The intermediate deflected shape between the neutral and the final configuration was
assumed to be linearly varying with the rotation angle of the curved beam. For each
angle of rotation, the torque was obtained by multiplying the estimated force by the
moment arm, given by the distance between the centre of the disc and the centre of
rotation of the beam.
Figure 5.14 shows the torque required to elastically deflect the flap skins with and without
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Figure 5.13: Actuation load required to deflect the structure with and without aerody-
namic load [N ]
aerodynamic pressure load on the flap and the total torque resulting from the sum of
these two contributions for the cases of aluminium (a), carbon fibre/epoxy (b) and glass
fibre/epoxy (c) skin materials. In all cases, the maximum torque requirement was reached
in correspondence of approximately 45◦ rotation of the eccentric beam. The maximum
total torque was equal to 58.2 Nm per beam for the aluminium skin and to 53.8 Nm per
beam for the glass fibre/epoxy skin, while the carbon fibre/epoxy skin exhibited slightly
higher requirements of 64.7 Nm.
The demanding design requirements specify that the full deflection of the flap must be
achieved at a speed of 40◦/s, hence the eccentric beams must be able to go from their
neutral position to the fully morphed rotation of 90◦ and back in 4.5 s. Consequently, the
maximum power demand to deflect the skins at the prescribed deflection speed was equal
to 40.6 W for the aluminium skin, 37.5 W for the glass fibre/epoxy skin and 45.1 W for
the carbon fibre/epoxy skin. These data refer to a single EBAM mechanism. The total
power consumption to deflect the inboard flap was obtained considering that 11 beams
were distributed in the 5.52 m span flap structure. The total power consumption was
estimated as equal to 446.6 W, 412.5 W and 496.1 W respectively.
5.4 Demonstration Model
A 1:1 scale demonstrator model was built to prove the effectiveness of the design concept.
The demonstrator represented a section of the morphing trailing edge flap having 0.5 m
span. Its main components included the rear spar, modelled as a C-section beam, the
upper and lower skin panels and the internal actuation mechanism. All the structural
parts were made of aluminium and were assembled using fasteners. The skins, 2 mm in
thickness, were reinforced by 5 stringers; the eccentric beam actuation mechanism was
manufactured by using a bent aluminium tube having 5 uniformly spaced discs welded
to it.
The skin panels conformed to the airfoil shape prescribed by the SADE project. As
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(a) Aluminium skin
(b) Carbon fibre/epoxy skin
(c) Glass fibre/epoxy skin
Figure 5.14: Torque estimation for different skin materials: (a) aluminium; (b) carbon
fibre/epoxy; (c) glass fibre/epoxy ([Nm])
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Figure 5.15: Flap demonstrator
specified in Section 5.3.1, the upper and lower skins were left open at the trailing edge
and the final portion of the skin panels was shaped as two empty triangles able to slide
over each other during the deflection, as shown in Figure 5.16.
Figure 5.16: The sliding trailing edge of the demonstrator model
Spring connections between the skins were set as well as removable pin jointed connections
on the two sides of the flap, presented in Figures 5.17 and 5.18, to preserve the flap shape
during the deflection and to ensure the disc to skin contact.
The actuation mechanism was positioned at the mid-span of the trailing edge section.
The curved beam extended from the flap trailing edge through the rear spar and ended
with a handle to provide manual actuation, shown in Figure 5.19. A 90◦ rotation of the
handle from horizontal to vertical position allowed the curved beam to go from the initial
neutral configuration to the fully deflected one. A bearing was mounted at the rear spar
to connect the handle to the curved beam and to ensure the transmission of the rotary
motion.
The deflection study conducted on the demonstrator model consisted in applying a pro-
gressively increasing weight to the handle in order to generate a rotation of the curved
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Figure 5.17: Internal structure of the flap
(a) Links between upper and lower skins (b) Spring connection
Figure 5.18: Internal connections
Figure 5.19: Handle and bearing connection to the curved beam for the application of
loads
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beam and, hence, a deflection of the flap skins. Due to time and budget constraints, the
study considered a limited number of weight increases.
The demonstrator model was analysed for the two cases of pin jointed connections active
and released. In the first step of the analysis, the flap demonstrator with all the skin
connections in place was considered and a gradually increasing weight was applied to
the handle until the desired deflection was reached at the flap trailing edge. Table 5.4
presents the weights applied and the corresponding deflection they generated. The desired
deflection of approximately 0.075 m was achieved in correspondence of an applied weight
of 4.036 kg.






Table 5.4: Mass-deflection data for the flap with internal connections
Subsequently, one of the internal connections pin jointed to the flap skins was released
and the same weights presented in Table 5.4 were reapplied to the flap structure to assess
the effect of the skin connection on the structural deflection. Table 5.5 presents the new
deflection values. It can be noted how the maximum deflection was achieved for a weight
of 3.34 Kg, 17% lower than the maximum load with connections in place.





Table 5.5: Mass-deflection data for the flap with internal connections released
Figure 5.20: Handle with applied load
Let β be the angle of deflection of the handle measured from the initial horizontal position
at each weight increase step, as illustrated in Figure 5.20 and R be the length of the
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handle. For a generic position of the handle, defined by the angle β, the force F, due to
the weights and directed vertically, generates a torque equal to:
T = FRcosβ (5.4.1)
For large angles of rotation, the torque T does not vary linearly with the displacement.
Figure 5.21 shows the plot of the applied force to deflection relation exhibited by the flap
model, nonlinear for large deflections.
Figure 5.21: Force-displacement relation for the demonstrator with and without skin
connections in place
The presence of the pin jointed connections between the skins affected the overall flap
stiffness and, consequently, the maximum deflection achieved at the trailing edge of the
flap model under the same actuation. Moreover, the connections influenced the shape
of the flap section and the relative distance between upper and lower skins during the
deflection. The distance between the upper and the lower skins was measured in different
points along the flap chord for the two cases and differences between 1 and 3 mm were
obtained.
Figure 5.22 presents the applied force to deflection relation exhibited by the flap FE model
and the impact of the FE model connections release on the flap stiffness. Small differences
between the flap demonstrator and the FE model, introduced with the objective to keep
the manufacturing process fast and easy, led to some discrepancies in the actuation load
values required for deflection. In particular, the use of thin layers of glass fibre/epoxy as
the internal connections in the FE model, as opposed to pin jointed connections in the
demonstrator, had a large impact on the actuation values.
The flap model proved that the eccentric beam concept was able to deflect the struc-
ture into the desired target shape. The actuation required to achieve the desired shape
with and without pin jointed connections was measured to evaluate the stiffness increase
generated by such connections. Figure 5.23 presents the outline of the deflected shape
obtained for the cases of skin connections in place and released respectively.
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Figure 5.22: Force-displacement relation for the FE model with and without skin con-
nections in place
(a) Model with skin connections in place
(b) Model with skin connections released
Figure 5.23: Deflection of the flap demonstrator model
CHAPTER6
Nonlinear Static and Dynamic Analysis of
the Morphing Trailing Edge Flap
This chapter presents the results of the structural analysis conducted on the morphing
trailing edge flap. The feasibility of the EBAM design concept as an internal actua-
tion mechanism for the flap is proved and the flap structural behaviour and strength
capabilities are illustrated in a variety of configurations and loading conditions.
The structure has been analysed using the finite element method. The different finite
element models of the trailing edge flap presented in Chapter 5 have been used to represent
the flap with different degrees of accuracy.
Section 6.1 presents the analysis of a 1 m span section of the morphing trailing edge
with integrated actuation mechanism. Firstly, the effect of the aerodynamic load on the
structure was assessed. A geometric nonlinear analysis was then conducted in order to
account for the deflection of the trailing edge under the internal actuation load. Different
skin materials have been considered and their effect on the structural strength of the
flap have been investigated by evaluating the stress and strain distribution due to the
internal and external loads. In Section 6.2, the analysis has been extended to the full
scale inboard flap. A complete finite element model of the flap with integrated actua-
tion mechanisms distributed along the span was built. The flap was supported by its
deployment mechanism and two material options were considered for the flap skin pan-
els, aluminium and carbon fibre/epoxy composite. Both the neutral and fully morphed
configuration were evaluated and the influence of the internal actuation mechanism on
the structural stiffness was investigated. Finally, in Section 6.4, the dynamic behaviour
of the flap was investigated. The natural frequencies of the flap were identified and the
transient response to a time-varying sinusoidal input load was investigated to show that
the structure was able to sustain transient air pressure loads.
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6.1 Nonlinear Static Analysis of a Morphing Trailing
Edge Section
6.1.1 Analysis under Static Aerodynamic Load
In the first stages of the analysis, the trailing edge flap structure was analysed under the
effect of the air pressure loads to prove that the proposed design of a flap with integrated
eccentric beam mechanism was able to withstand the external loads. The aerodynamic
pressure loads presented in Section 4.2.2 was applied to the flap skin surfaces. The trailing
edge flap model was considered clamped at the rear spar with the beams set in neutral
undeflected position.The aerodynamic pressure was considered positive if it deflected the
flap skins outwards, while it was negative if the skins tended to collapse inwards. Three
different materials, aluminium, carbon fibre/epoxy and glass fibre/epoxy, were considered
for the skin panels.
Table 6.1 summarizes the deflection, stress and strain results for the three flap models.
The maximum deflection achieved under the effect of aerodynamic load was 1.12 mm
for the model with aluminium skin, 1.15 mm for the model with carbon fibre/epoxy and
1.68 mm for the glass fibre skin material. The stresses σ1 and σ2 were taken in chordwise
and spanwise direction for the aluminium skin and in fibre and off-fibre directions for
the carbon fibre/epoxy and for the glass fibre/epoxy skins. The strains 1 and 2 were
measured in the global coordinate system. The stress and strain values measured in the
structure were considerably lower than the maximum allowable for the materials, with
the maximum stresses located at the curved beam root.
Skin Material Aluminium CFRP GFRP
Max deflection (mm) 1.12 1.15 1.68
σ1 (MPa) 10.5 11.3 38.9
σ2 (MPa) 3.79 3.85 10.6
1 (µ) 129 129 155
2 (µ) 37.5 93.5 239
Table 6.1: Flap under aerodynamic load
Figure 6.1 shows the distribution of vertical displacement along the flap trailing edge sec-
tion for the different skin materals considered. The maximum displacement was achieved
for all the models at the trailing edge, in the region between the two curved beams.
The glass fibre/epoxy skin presented a larger and uneven deflection compared to the alu-
minium and carbon fibre/epoxy skins due to its lower material stiffness. For all the skin
materials investigated, the displacement achieved was smaller than the skin thickness,
indicating that the flap with EBAM internal actuation mechanisms and additional skin
connections was able to retain its original configuration under the effect of the aerody-
namic pressure.
The preliminary assessment of the structural behaviour under aerodynamic pressure loads
showed that the eccentric beam mechanism was able to support the flap skin panels in
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(a) Flap with aluminium skin
(b) Flap with carbon fibre/epoxy skin
(c) Flap with glass fibre/epoxy skin
Figure 6.1: Trailing edge flap section under aerodynamic pressure load: deflection (m)
104 NONLINEAR STATIC AND DYNAMIC ANALYSIS OF THE MORPHING
TRAILING EDGE FLAP
the usual operative conditions. The discs and the additional connections between upper
and lower skins effectively contributed to preserve the structural integrity of the flap.
6.1.2 Nonlinear Static Analysis of the Morphing Trailing Edge
Section
Once the effect of the air pressure on the morphing trailing edge flap was evaluated,
the internal actuation loads previously estimated in Section 5.3.6 were included in the
analysis. The morphing capabilities of the flap were investigated to prove that the pro-
posed design with EBAM actuators was able to achieve the desired vertical displacement.
Moreover, the performance of the materials selected for the flap skins was assessed.
In order to allow the flap trailing edge to deflect under the actuation load, the flap model
was considered fully clamped along the rear spar, but the curved beams were set free to
rotate and the actuation loads were applied to the model as concentrated forces on the
lower skin stringers in correspondence of the disc-stringer sliding contact.
Figure 6.2 shows the loading distribution over the flap trailing edge section. On the left
hand side of the FE model the 1 m span did not offer enough space to fit a curved beam
and, in order to provide support to the skin and actuation loads for the deflection, a
straight beam was included in the model. The presence of the straight beam, in turn,
slighlty altered the distribution of the applied forces and led to the maximum vertical
deflection to be achieved on the left hand side of the FE model for all the three material
skin options considered, rather than uniformly along the flap. The issues connected to
the reduced span of the FE model will be addressed and solved in the next sections,
where the full span inboard flap will be analysed.
Figure 6.2: Load distribution along the flap chord
As large displacements were expected along the structure, a geometrically nonlinear static
analysis was conducted and Nastran Sol 106 was adopted. The analysis was conducted
for the three different skin materials considered in the Section 5.3.6: aluminium, carbon
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fibre/epoxy and glass fibre/epoxy. The choice of the skin material affected the magni-
tude of the actuation load required and, conversely, the stress levels in the skins. The
performance of the three different materials was compared in terms of actuation load
required to deflect the flap, capability of achieving a satisfactory deflected shape and of
the resulting stresses and strains in the structure. In some cases, high stress and strain
concentrations were obtained in correspondence of the nodes where the actuation loads
were applied. These high values did not represent the true level of stress or strain in the
structure as they were the result of the application of the actuation load in the node,
leading to a singularity in the FE results. For this reason, the slightly lower stress values,
obtained from a nearby node away from the region of influence of the singularity, were
considered to be more accurate.
6.1.2.1 Flap with aluminium skin
The trailing edge flap section with aluminium skin achieved a maximum deflection of 8.61
cm under the effect of a total actuation load of 4.02 kN, as shown in Figure 6.3.
Figure 6.3: Trailing edge flap section with aluminium skin: deflection under aerodynamic
and actuation loads (m)
Figures 6.4 and 6.5 show the stress distribution in the aluminium skin in chordwise and
spanwise directions. The maximum stress was equal to 370 MPa in chordwise direction
and to 200 MPa in spanwise direction, both within the material allowable of 450 MPa.
Also the shear stress, equal to 104 MPa, was safely lower than the maximum strength
allowable of 295 MPa.
The strain results were also below the design allowable of 4000 µ, with a value of 1190
µ in chordwise direction, 2220 µ in spanwise direction and a shear strain of 325 µ.
6.1.2.2 Flap with glass fibre/epoxy skin
The trailing edge flap model with glass fibre/epoxy skin managed to achieve a maximum
vertical displacement of 8.37 cm under the effect of a total actuation load of 3.73 kN.
Figure 6.6 presents the deflected shape obtained.
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Figure 6.4: Trailing edge flap section with aluminium skin: stress in chordwise direction
(Pa)
Figure 6.5: Trailing edge flap section with aluminium skin: stress in spanwise direction
(Pa)
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Figure 6.6: Trailing edge flap section with glass fibre/epoxy skin: deflection under aero-
dynamic and actuation loads (m)
(a) Stress in fibre direction in layer 11 at −45◦
(b) Shear stress in in layer 11 at −45◦
Figure 6.7: Trailing edge flap section with glass fibre/epoxy skin: stress results (Pa)
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Figure 6.7 shows the highest stress distribution in the glass fibre/epoxy skin. The struc-
tural behaviour of the composite skin was assessed by considering the ply stresses and
strains and discarding the peak stress value due to FE singularity.
The bar chart in Figure 6.8 shows the maximum ply stresses for the flap with glass fi-
bre/epoxy skin having a layup [±45/03/90]s with the 0◦ layers orientated in the chordwise
direction. The higher stress value for the skin was the stress in the fibre direction for
the ±45◦ layers, equal to 165 MPa for ply 11 and lower than the maximum allowable
of 1080 MPa for the glass fibre/epoxy composite. The shear stresses in all the layers
were lower than the maximum allowable of 89 MPa, with a maximum of 74.1 MPa in the
±45◦ layers. While the stresses in fibre direction and the shear stresses were acceptable
for all the skin layers, the stress in the off fibre direction exceeded the material strength
allowable of 39 MPa, leading to the stress failure of the skin. In particular, the maximum
off fibre tensile stress of 104 MPa occurred in layer 11 of the composite skin, oriented
at −45◦. The layers having 0◦ orientation also presented high off fibre stresses, with a
maximum of 41.9 MPa in layer 10.
Figure 6.8: Ply by ply stresses in the glass fibre skin of the flap section (Pa)
Figure 6.9: Ply by ply strains in the glass fibre skin of the flap section (µ)
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Figure 6.9 presents the ply by ply strain in the glass fibre/epoxy skin. The ±45◦ layers
presented a peak strain value in the fibre direction of 7200 µ, due to a FE singularity
in the point of application of the load and exceeding the design allowable of 4000 µ;
even discarding this high value, high strains of 5740 µ were obtained. The 90◦ layers
exhibited lower strain values, while a high strain concentration of 4050 µ occurred in
the plies at 0◦, in proximity of one of the actuation load application points.
6.1.2.3 Flap with carbon fibre/epoxy skin
The third skin material to be considered was a carbon fibre/epoxy composite with layup
[±45/0/90]s. Figure 6.10 shows the vertical deflection achieved under an actuation load
of 4.63 kN. An average deflection of 8.06 cm was obtained along the trailing edge, with
a maximum displacement of 10.1 cm at the left corner of the flap.
Figure 6.10: Flap trailing edge section with carbon fibre/epoxy skin: deflection under
aerodynamic and actuation loads (m)
The chart in Figure 6.11 presents the stress results obtained in each group of plies for the
composite skin. The maximum tensile stress in fibre direction was obtained for layer 10,
oriented at 0◦ and, discarding the stress singularities, was equal to 440 MPa, lower than
the maximum allowable of 2720 MPa. The maximum off fibre tensile stress of 30 MPa
was obtained for the layers at ±45◦, in the 12-th layer and the maximum shear stress
of 31.9 MPa was recorded in the ±45◦ layers, in layer 11. Both values were below their
respective allowables of 111 MPa and 80 MPa.
The strain results for the carbon fibre/epoxy skin, shown in Figure 6.12, did not exceed
the maximum design allowable of 4000 µ. Layer 12 at 45◦ exhibited the maximum strain
in fibre direction and in plane shear strain, equal to 3900 µ and 2690 µ respectively,
while the maximum off fibre strain of 3430 was obtained for layer 1 at ±45◦.
Figure 6.13 shows the maximum stress distribution in the carbon fibre/epoxy skin.
The nonlinear static analysis conducted on a 1 m section of the morphing trailing flap
provided an useful insight into the behaviour of the flap with internal actuation system.
The EBAM mechanism integrated in the flap structure has ensured high flexibility in the
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Figure 6.11: Ply by ply stresses in the carbon fibre skin of the flap section (Pa)
Figure 6.12: Ply by ply strains in the carbon fibre skin of the flap section (µ)
NONLINEAR STATIC ANALYSIS OF A MORPHING TRAILING EDGE SECTION
111
(a) Tensile stress in fibre direction in layer 10 at 0◦ (discard peak stress at singularity
where point load was applied)
(b) Shear stress in layer 11 at −45◦
Figure 6.13: Trailing edge flap section with carbon fibre/epoxy skin: stress results (Pa)
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chordwise direction while preserving the structural stiffness required for the functionality
and reliability of the flap. The structure subject to aerodynamic and actuation loads
has been able to achieve the desired deflection shape regardless of the skin material
considered. The EBAM device has proved to be suitable to replace the flap internal
structure, and able to offer enough support to the skins under the external air pressure.
Moreover, the EBAM device has been able to transfer the actuation load for morphing to
the skins. The use of an open trailing edge and the sliding constraint imposed between
the top and bottom skins have ensured a uniform deflection shape. The additional skin
connections distributed along the span have successfully reacted the upwards pulling load
of the aerodynamic pressure.
Both the aluminium and carbon fibre/epoxy skin panels have shown acceptable levels of
stress and have met the design requirement of a maximum strain not higher than 4000
µ. On the other hand, the glass fibre/epoxy skin exhibited higher stresses in the layers
at ±45◦ and 0◦ as well as strain values beyond the maximum design allowable and, for
this reason, it will no longer be considered in the analysis.
6.2 Nonlinear Static Analysis of the Inboard Mor-
phing Flap
The study conducted for a 1 m span portion of the trailing edge flap, presented in the
previous paragraphs, was extended to the inboard flap to prove the effectiveness of the
design on a real scale flap model and to ensure the strength limits were not violated for
the full scale structure.
Figure 6.14: Inboard flap integrated with distributed EBAM along the span
The inboard flap structure had a total span of 5.52 m and a total of 11 EBAM mechanisms
were fitted in its rear morphing part. Following the preliminary results of Section 6.1.2,
two possible choices of skin materials were considered, aluminium and carbon fibre/epoxy.
The flap was supported by two link-track deployment mechanisms, presented in Chapter
4, which were considered fixed in the fully deployed configuration at 35◦ of rotation of the
flap. The link and the track were clamped to represent the connection to the main wing
box structure. On the other side of the mechanism, the flap fittings were attached to the
lower surface of the flap at 25% and 75% of the span. The finite element model of the
inboard flap followed the modelling approach described in Section 5.2.1. The deployment
mechanism was modelled using QUAD4 elements and RBE2 Multi Point Constraints
(MPCs) were applied between the nodes to model the joints between the links and the
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roller riding on the track. The inboard flap was analysed under the effect of the air
pressure loads and internal actuation forces from the EBAM mechanism.
6.2.1 Inboard Flap under Aerodynamic Pressure Loads
Firstly, the effect of the aerodynamic pressure load on the inboard flap was investigated.
Table 6.2 shows the deflection and the overall stresses and strains generated by the air
pressure load. Similarly to the trailing edge flap section, the magnitude of the vertical
displacement was small and comparable to the skin thickness and the effect of the aero-
dynamic load on the structure did not raise any concern as the corresponding stresses
and strains in the structure were extremely low.
Skin Material Aluminium Carbon fibre/epoxy
Max deflection (mm) 3.69 3.58
σ1 (MPa) 43.8 24.9
σ2 (MPa) 11.4 15.4
τ12 (MPa) 30.3 8.33
1 (µ) 337 353
2 (µ) 376 376
γ12 (µ) 104 93.8
Table 6.2: Inboard flap under aerodynamic load
Figure 6.15: Inboard flap with aluminium skin under aerodynamic load: total deflection
(m)
Figures 6.15 and 6.16 showh the maximum vertical deflection of 3.69 mm and 3.58 mm
obtained for the flap with aluminium skin and CFRP skin respectively. In both cases the
maximum vertical deflection was achieved at the flap trailing edge, on the side opposite
to the eccentric beam curvature. The analysis of the deflection under the aerodynamic
load allowed also to evaluate the effect of the support offered by the flap deployment
mechanism to the structure. The flap, supported at 30% and 70% of its span, exhibited
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Figure 6.16: Inboard flap with carbon fibre/epoxy skin under aerodynamic load: total
deflection (m)
a vertical deflection slightly higher in the flap central section than at its sides, as it can
be noted from Figure 6.16. The deflection, due to the bending under the aerodynamic
load, was however very small, lower than 0.1 mm. Moreover, the attachment of the
flap to the wing rear spar in a commercial aircraft usually includes also a mid-cruise
roller, located around the flap mid-span, which will provide further guidance to the flap
during the deployment and will mitigate the effect of the spanwise bending on the flap
structure. For these reasons, in this current analysis the flap spanwise vertical deflection
was neglected.
6.2.2 Inboard flap under Actuation and Aerodynamic Loads
The inboard flap with integrated EBAM actuation mechanism was subsequently analysed
under the effect of both the aerodynamic pressure and the actuation loads. A nonlinear
analysis was conducted to account for the large deflections expected in the structure and
the Nastran Sol 106 was chosen to ensure a detailed evaluation of the deflections, stresses
and strains arising in the flap with morphing trailing edge.
The desired deflected shape was consistently achieved along the flap span thanks to the
11 eccentric beams uniformly distributed in the flap trailing edge with a constant pitch
of 0.5 m. The curved beams ensured a more uniform spanwise distribution of vertical
load if compared to the trailing edge section. In particular, Figure 6.17 shows that the
inboard flap with aluminium skin achieved a deflected shape of 8.35 cm and met the
morphing requirements prescribed in Section 4.2.1 for the SADE flap. Similarly, the
inboard flap with carbon fibre/epoxy skin was also able to achieve the target deflection,
with a displacement of 7.94 cm at the trailing edge, as shown in Figure 6.18. In both
cases, the eccentric beam actuation mechanism proved to effectively deflect the trailing
edge flap into the desired configuration. Moreover, the use of the open sliding trailing
edge and internal connections provided by the glass fibre layers ensured a uniform and
smooth deflection along the whole flap.
The stresses and strains arising in the flap structure with EBAM actuation system were
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Figure 6.17: Inboard flap with aluminium skin under aerodynamic and actuation loads:
deflected shape (m)
Figure 6.18: Inboard flap with carbon fibre/epoxy skin under aerodynamic and actuation
loads: deflected shape (m)
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subsequently evaluated. Figure 6.19 presents the chordwise stress distribution in the
inboard flap with aluminium skin. Discarding the stress concentrations, a maximum
chordwise tensile stress of 238 MPa was achieved, while a tensile stress of 182 MPa was
obtained spanwise. The stresses in both chordwise and spanwise directions did not exceed
the maximum stress allowable of 450 MPa. A shear stress value of 50.8 MPa was obtained,
as shown in Figure 6.20, safely below the aluminium allowable of 295 MPa.
Figure 6.19: Inboard flap with aluminium skin: chordwise stress distribution (MPa)
Figure 6.20: Inboard flap with aluminium skin: shear stress distribution (MPa)
The structural behaviour of the composite skin was assessed by considering the ply
stresses and strains and discarding the local stress concentrations. Figure 6.21 shows
the ply by ply fibre, off fibre and shear stresses for the flap with carbon fibre/epoxy skins,
where 0◦ indicates the plies with fibres in chordwise direction. The maximum tensile
stress of 187 MPa in fibre direction was reached in layer 11 at −45◦. The off fibre maxi-
mum stress and the shear stress in the CFRP skin were equal to 74.6 MPa and 53.7 MPa
respectively, in layers 12 and 11.
The stress distribution in layer 11 of the carbon fibre/epoxy skin is presented in Figures
6.22 and 6.23.
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Figure 6.21: Ply by ply stresses in the carbon fibre/epoxy skin of the inboard flap (MPa)
Figure 6.22: Inboard flap with carbon fibre/epoxy skin: stress distribution in fibre direc-
tion, layer 11 at −45◦(MPa)
Figure 6.23: Inboard flap with carbon fibre/epoxy skin: shear stress distribution, layer
11 at −45◦(MPa)
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To verify that the inboard flap with composite skin exhibited safe stress levels, the Tsai-
Wu stress criterion was applied to the structure. Figure 6.24 presents the results obtained
using the Laminate Modeler tool in the Patran software. A maximum failure index of
0.54 was obtained for the 12-th skin layer, oriented at 45◦.
Figure 6.24: Tsai-Wu failure indices in the composite inboard flap
Both the models with aluminum and carbon fibre/epoxy skins maintained acceptable
stress levels under the aerodynamic and actuation load, however the carbon fibre/epoxy
skin exhibited lower stress values in the directions critical for the chordwise morphing.
Subsequently, the strain values in the flap skin were analysed. The inboard flap with
aluminium skin exhibited strains safely lower than the maximum design allowable of
4000 µ. In particular, a maximum chordwise strain of 2580 µ was obtained, while the
spanwise and shear strains were equal to 1050 µ and 1760 µ respectively.
Figure 6.25: Inboard flap with aluminium skin: chordwise strain distribution ()
Figure 6.27 presents the strain distribution in the carbon fibre/epoxy skin. The maximum
strain of 1790 µ was reached in the plies at ±45◦. Figure 6.28 shows that the strain in
all the fibres of the composite skin remained well below the design allowable of 4000 µ.
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Figure 6.26: Inboard flap with aluminium skin: shear strain distribution ()
Figure 6.27: Inboard flap with carbon fibre/epoxy skin: strain distribution in the layers
at ±45◦ ()
Figure 6.28: Ply by ply strains in the carbon fibre/epoxy skin of the inboard flap (µ)
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The current analysis has shown that the inboard flap with EBAM actuation mechanisms
is able to achieve a uniform morphed shape along its span and to reach the desired vertical
deflection at the trailing edge. Both the materials selected for the skin panels satisfied
the structural strength requirements. The model with aluminium skin required a slightly
lower actuation load of 4.02 kN opposed to 4.63 kN of the carbon fibre/epoxy skin, the
latter offered the advantage of lower stress and strain levels.
A buckling analysis was also conducted as part of the static study of the inboard flap.
Table 6.3 presents the results obtained for the first three modes. The buckling load factor
was safely above 1 for both the models with aluminium and carbon fibre/epoxy skin.
As shown in Figure 6.29, the critical area was represented by the internal connections
between the upper and lower skins, indicating that the flap main structure is adequately
reinforced against panel buckling.




Table 6.3: Inboard flap buckling load factors
Figure 6.29: Inboard flap first buckling mode
6.2.3 Effect of the Deployment Mechanism
As described in Chapter 4, the inboard flap was supported by two link-track deployment
mechanisms, located at 30% and 70% of its span. The mechanism consists of a link
arm, moved by an actuator, plus a track to allow the flap to move back and forth.
Both these parts are connected to the rear spar. Moreover, the flap is attached to the
deployment mechanisms by a small fitting located at 32% of the flap chord, arranged
roughy in correspondence of the aerodynamic resultant on the flap and positioned so to
not interfere with the flap deployment and, hence, with the morphing of its rear part.
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A finite element model of the link-track mechanism was generated in order to capture
the behaviour of its components under the aerodynamic pressure load and to assess their
capability to support the flap structure.
Figure 6.30 shows the vertical deflection of the link-track mechanism under aerodynamic
load: a deflection of 0.58 mm was obtained, proving that the flap deployment mechanism
is stiff enough to withstand the aerodynamic pressure with minimal vertical deflection.
The stress applied to the deployment mechanism was also low and equal to 125 MPa in
chordwise direction, as shown in Figure 6.31.
Figure 6.30: Deflection of the deployment mechanism under aerodynamic loads (m)
Figure 6.31: Chordwise stress distribution in the deployment mechanism (MPa)
6.3 Model in Deflected Position
As shown in the previous section, the model is able to deflect into the desired morphed
configuration subject to the application of the actuation loads. Once the flap has reached
its morphed configuration, the eccentric beams in the morphed trailing edge will have
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rotated by 90◦ downwards compared to their neutral position and the skin panels will
follow the prescribed deflection of the trailing edge. As shown in Section 5.3.6, in this
configuration the EBAM actuation mechanism does not provide any actuation load and
the actuators located at the rear spar have only the role to keep the eccentric beams in
the fully deflected position to allow the flap to retain the morphed shape under the effect
of the aerodynamic pressure load. Since the flap is more cambered and it is assumed
that for the flight condition of flap deflected also the morphing leading edge device will
be in use, the aerodynamic load on the airfoil with morphed high lift devices is higher
than the one in neutral configuration, as presented in Section 4.2. On the other hand,
the morphed flap presents a smaller effective chord due to the deflection, which partially
counteracts the increase of aerodynamic load on the structure.
A finite element model of the morphed flap was created and a geometrically nonlinear
analysis was run to assess the effect of the increased aerodynamic load on the deflected
flap. The internal structure of the flap was modeled exactly in the same way as the non
deflected models, as detailed in Section 5.2.1, only with eccentric beams rotated by 90◦.
As shown in Figures 6.32 and 6.33, the vertical deflection achieved by the flap in morphed
configuration at the trailing edge was equal to 3.59 mm and 2.76 mm for the flap made
of aluminium and carbon fibre/epoxy respectively. Interestingly, the area of maximum
vertical deflection under the increased aerodynamic load was located at the flap leading
edge due to the higher pressure peak in this area. The results show that the morphed
trailing edge was able to retain its morphed configuration with reasonably small deflection
under the effect of the external aerodynamic pressure.
Figure 6.32: Inboard flap with aluminium skin in morphed configuration: deflection under
aerodynamic load (m)
6.3.1 Stiffness Variation of the Root
A study was conducted on the flap in both the undeformed and fully morphed configu-
rations in order to assess the impact of the actuator stiffness on the overall structural
stiffness and its influence on the capability of the morphing trailing edge to resist the
effect of the air pressure loads. The effective stiffness of the actuator was represented
by considering a small portion of the eccentric beam, located at its root, and varying its
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Figure 6.33: Inboard flap with carbon fibre/epoxy skin in morphed configuration: deflec-
tion under aerodynamic load (m)
stiffness from 100% to 10% of its original value by acting on the material properties of
the area.
The structural behaviour of the flap under the aerodynamic pressure load was evaluated
for the “softer” beam roots and the results were compared to the case of flap with curved
beams having full stiffness, in order to estimate the capability of the eccentric beam
actuation mechanisms to act as an internal support structure for the skin panels even in
the case of smaller actuator stiffness. Tables 6.4 and 6.5 offer a comparison of the results
obtained.
As expected, the softer actuators led to an increased trailing edge deflection. For the
flap in neutral configuration, the deflection went from 3.69 mm to 4.45 mm and from
3.58 mm to 4.30 mm for aluminiun and carbon fibre/epox skin respectively. For the flap
in deformed configuration, the deflection increased from 3.59 mm to 3.74 mm for the
aluminium skin, and from 2.76 mm to 2.80 mm for the carbon fibre epoxy skin. The
elastic deformation of the trailing edge flap due to the applied aerodynamic pressure re-
mained small and negligible if compared to the desired deflected shape in all the cases
investigated. This result proved that the EBAM device was able to keep the trailing edge
flap in the desired configuration under the external aerodynamic load.
The change in the actuator stiffness had negligible effects on the stress values in the
structure when the flap was in neutral position. Table 6.4 shows the maximum normal
stress in chordwise direction and the in plane shear stress due to the aerodynamic load
for the two configurations of flap neutral and morphed. On the other hand, the reduction
of the root stiffness strongly affected the strain in chordwise and in shear. As presented
in Table 6.5, the higher strain values were obtained when the root stiffness was reduced
to 10% of that of the original case. The strain values, however, remained lower than the
design allowable of 4000 µ.
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Flap Configuration 100% root stiffness 10% root stiffness
σx (MPa) τxy (MPa) σx (MPa) τxy (MPa)
Skin Beam Skin Beam Skin Beam Skin Beam
Neutral 18.6 23.1 8.40 29.5 17.4 19.4 10.9 30.8
Deployed 51.2 34.2 51.9 12.3 53.6 36.4 46.1 14.4
Table 6.4: Effect of the beam root stiffness on the stresses: carbon fibre/epoxy skin
Flap Configuration 100% root stiffness 10% root stiffness
x (MPa) γxy (MPa) x (MPa) γxy (MPa)
Skin Beam Skin Beam Skin Beam Skin Beam
Neutral 141 323 92.9 43.6 138 2590 398 252
Deployed 519 187 232 59.4 578 197 230 59.7
Table 6.5: Effect of the beam root stiffness on the strains: carbon fibre/epoxy skin
6.4 Dynamic Response Analysis of the Morphing Trai-
ling Edge Flap
The dynamic behaviour of the morphing flap was analysed. Table 6.6 presents the mass








Table 6.6: Trailing edge flap materials mass properties
A modal analysis was firstly conducted to evaluate the natural frequency and mode shapes
with the flap with internal EBAM actuation mechanism. Subsequently, a frequency
response study was carried out. Finally, the dynamic response of the flap to a transient
input load representing a time varying aerodynamic pressure load was analysed for both
the aluminium and carbon fibre/epoxy skin materials. The influence of the actuator
stiffness at the root of the eccentric beam and the support offered by the flap deploying
mechanism were also taken into account.
6.4.1 Natural Vibration Analysis
A preliminary modal analysis was carried out on the inboard flap to obtain the natural
frequencies and mode shapes of the structure. The analysis considered both neutral and
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deployed flap configurations.
Table 6.7 summarizes the first five modes of the structure in neutral configuration, with
eccentric beams having full stiffness. The flap with carbon fibre/epoxy skin was stiffer
than the aluminium one, which exhibited slightly lower natural frequencies. The first
natural frequency of the flap structure was equal to 20.20 Hz and 24.25 Hz for the mod-
els with Aluminum and carbon fibre/epoxy skin respectively, corresponding to the first
structural bending mode.
Flap in neutral configuration







Table 6.7: Natural frequencies of the inboard flap with EBAM actuation mechanism:
neutral configuration, 100% beam root stiffness
Flap in deflected configuration







Table 6.8: Natural frequencies of the inboard flap with EBAM actuation mechanism:
deployed configuration, 100% beam root stiffness
When the flap was morphed into the final deflected configuration, its natural frequencies
increased, as shown in Table 6.8. This reduction can be explained considering the smaller
effective chord of the morphed flap. The first natural frequency increased to 24 Hz for
the aluminium flap and to 29.95 Hz for the carbon fibre/epoxy one. Similarly to the case
of neutral configuration, the composite skin flap was stiffer than the metallic skin one.
The natural modes analysis was repeatd to asses the effect of the actuator stiffness on
the vibrational characteristics of the structure. The stiffness of the eccentric beams root
was reduced to 10% of its original value. The natural frequencies obtained are shown in
Tables 6.9 and 6.10 for the flap in neutral and deflected configuration respectively. A 15%
reduction in the first natural frequency was noted for the flap in neutral configuration,
regardless of the skin material. Similarly to the previous cases, the flap in deformed
configuration exhibited higher frequencies compared to the neutral configuration even in
the case of smaller actuator stiffness. Moreover, the first natural frequency values reduced





Figure 6.34: Modes 1, 2 and 3 of vibration for the inboard flap with aluminium skin
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only by 2% and 3% for the metallic and composite flaps respect to the full stiffness case.
This result confirmed that the structure in its morphed configuration has an improved
vibrational behaviour.








Table 6.9: Natural frequencies of the inboard flap with EBAM actuation mechanism:
neutral configuration, 10% beam root stiffness








Table 6.10: Natural frequencies of the inboard flap with EBAM actuation mechanism:
deployed configuration, 10% beam root stiffness
A separate modal analysis was carried out on the flap deployment mechanism to investi-
gate its contribution to the flap dynamic behavior. The mechanism was dimensioned to
have a very low deflection and high stability under the aerodynamic load; hence, it was
much stiffer than the flap structure, which, on the contrary, had to be flexible enough to
achieve morphing. As expected, the natural frequencies of the mechanism were higher
than those of the flap structure, with the first mode having a frequency of 76.2 Hz. For
this reason, the deployment mechanism did not represent a critical component of the
structure.
6.4.2 Frequency Response
A frequency response analysis was carried out to compute the structural response to
steady-state oscillatory excitation. This study allowed to predict the most excitable fre-
quencies of the structures, which were compared with the natural frequencies obtained
from the modal analysis conducted in Section 6.4.1, to validate the results and to ensure
that the finite element model was correctly capturing the structural dynamic behaviour
of the structure. A direct frequency response analysis was adopted to solve the coupled
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equations of motion in terms of forcing frequency and the structural response was com-
puted at discrete frequency steps by using Nastran Sol 108. A unit force was defined as
a function of frequency and was applied as a point load at the trailing edge corner. A
suitable interval of frequencies was analysed for each case.
Firstly, the analysis was conducted on the flap in neutral configuration. Figure 6.35
shows the graph of the frequency response function for the inboard flap with aluminium
skin in the range 0-30 Hz. It can be noticed that a peak in the response occurred in
correspondence to the first natural frequency of the structure at 20 Hz. Secondary peaks
also occurred in correspondence to the other natural frequencies.
Similarly, Figure 6.36 shows the frequency response of the inboard flap with carbon
fibre/epoxy skin in the range 0-30 Hz, with a peak at approximately 24 Hz.
Figure 6.35: Inboard flap aluminium skin frequency response: 100% beam root stiffness
in neutral configuration
Figure 6.36: Inboard flap carbon fibre/skin frequency response: 100% beam root stiffness
in neutral configuration
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The analysis was then repeated for the flap in morphed configuration. The results are
presented in Figures 6.37 and 6.38. Figure 6.38 shows additional modes as the frequency
range of analysis for the flap with carbon fibre/epoxy skin was extended from 0-30 Hz to
0-45 Hz to account for the higher natural frequencies obtained from the modal analysis
(see Tables 6.7 and 6.8).
Figure 6.37: Inboard flap aluminium skin frequency response: 100% beam root stiffness
in morphed configuration
Figure 6.38: Inboard flap carbon fibre/epoxy skin frequency response: 100% beam root
stiffness in morphed configuration
Finally, Figure 6.39 shows the link-track deployment mechanism frequency response, ex-
hibiting a peak in correspondence of the first natural frequency, at around 76 Hz.
Based on the frequency response obtained for the structure, some predictions can be made
on the response of the structure to input loads at different frequencies. When an input
load with low frequency is applied to the flap, it is expected that the inertia terms will be
negligible, leading to few oscillations that quickly damp out. On the other hand, input
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Figure 6.39: Link-track deployment mechanism frequency response
loads of higher frequency will be characterised by more evident oscillations, due to the
increasing importance of the inertial contribution. When the input frequency approaches
the natural frequencies of the structure, a peak of the response is expected, as predicted
by theory [54].
6.4.3 Gust Response Analysis
A transient response analysis was conducted on the flap model to evaluate its behaviour
under time varying aerodynamic loads. These loads can be used to approximate the effect
of a gust on the flap structure.
The analysis was carried out for the landing case, when the flap was fully deployed, as this
represents the most onerous condition. An input load with a 1-cos shape was considered
for this study to represent a discrete gust. The CS-25 Regulations [147] specify the design
criteria for the determination of the limit gust loads on a high lift device. The shape of
the gust acting on the flap was described using the same expression presented for the











U = 0 s > 2H (6.4.2)
where s in the distance penetrated into the gust, Usd is the design gust velocity expressed
in equivalent airspeed and H is the gust gradient, which is the distance parallel to the
airplane’s flight path for the gust to reach its peak velocity. Based on the information
provided in the CS 25.345, specific for high lift devices, the gust velocity and the gust
load factor were calculated. For a high lift device, the design gust velocity was set equal
to 7.62m/s Equivalent Air Speed, while H is equal to 12.5 times the mean geometric
chord of the wing.
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According to the data provided by the SADE Partners, the airspeed at the beginning of
the descent phase was equal to 124.5 m/s. A gust load factor of 1.33 was obtained (i.e.
the magnitude of the gust load was 1.33 times the static aerodynamic pressure). From
CS-25 it was also possible to evaluate the frequency of the gust, which resulted to be 3.45
Hz. The transient gust load was applied to the structure as an additional time dependent
pressure. At time 0 s the static pressure load was applied and once the structure was
stable the gust load was applied for two cycles.
The structural damping was included in the transient response analysis by expressing it
as an equivalent viscous damping.
Figures 6.40 and 6.41 show the gust response of a point of the flap skin along the trailing
edge for the models with aluminum and carbon fibre/epoxy skin respectively. The sudden
gust force had the effect to increase vertical deflection of the trailing edge compared to
the static air pressure load and led to a maximum vertical displacement of 1.36 cm and
1.30 cm respectively. However, the structure returned to its original position as soon as
the dynamic load was released.
An additional study was conducted to investigate the effect of an higher load frequency
on the structure. Figures 6.42 and 6.43 show the response of the flap structure to a
1-cos type input for an additional value of the input load frequency equal to 15 Hz. As
expected, as the load frequency approached the first natural frequency, the structure
exhibited larger oscillations.
Figure 6.40: Gust response for the flap with aluminium skin with gust frequency 3.45 Hz
and gust load factor 1.33
As any metallic structure the aluminium flap was subject to fatigue concerns. From the
material S-N curve [115] it was estimated that the skin would withstand up to 3.5× 105
load cycles when subject to the estimated high stresses during deployment. This number
of cycles was higher than the number of flights required and therefore the structure met
the fatigue design specifications.
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Figure 6.41: Gust response for the flap with carbon fibre/epoxy skin with gust frequency
3.45 Hz and gust load factor 1.33
Figure 6.42: Gust response for the flap with aluminium skin with frequency 15 Hz and
gust load factor 1.33
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Figure 6.43: Gust response for the flap with carbon fibre/epoxy skin with frequency 15
Hz and gust load factor 1.33
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CHAPTER7
Aeroelastic Analysis of the Morphing
Trailing Edge Flap
In this chapter the interaction between the aerodynamic pressure loads and the trailing
edge flap structure is investigated and its effect on the flap shape is assessed. Section 7.1
presents an overview of the methods to calculate the aerodynamic pressure distribution
over the slotted flap, from approximated methods to sophisticated computational analy-
ses. Section 7.2.2 presents the code developed in this study to interface the commercial
softwares Xfoil and Nastran, to conduct a preliminary aeroelastic analysis of the morph-
ing trailing edge flap. Some simplificative assumptions were made on the pressure load
distribution on the flap and on the mechanism of interaction between the structure and
the aerodynamic pressure. The results of such investigation are shown in Section 7.2.4.
7.1 Aerodynamic Pressure Loads
An accurate evaluation of the aerodynamic loads resulting from the deployment of the
flap and acting on the flap itself can be obtained only by using sophisticate CFD tools.
In fact, for a single slotted Fowler flap, the overall increase in lift is the result of three
different contributions:
• the increase in the chord of the airfoil due to the Fowler motion
• the increase in camber due to deployment
• the presence of the slot
and the relative influence on the total lift increment of each of these elements cannot be
easily determined.
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7.1.1 Howe’s Approximate Method
In order to conduct a preliminary estimation of the chordwise load distribution, some
simplified assumptions were adopted, following the method proposed in Howe [116] and
here recalled. The total chordwise load can be derived by superposition of two different
load distributions, one due to the angle of attack and the other to the flap deflection.
For the sake of simplicity the flap is supposed to be a plain flap (without Fowler motion
and without slot) whose chord is cf . Firstly, only the effect of the angle of attack on the
chordwise pressure distribution over a section of the wing in the clean configuration is
considered. It is assumed in [116] that the pressure p can be represented by a second-order
polynomial as:
p = ax2 + bx+ c (7.1.1)
the coefficients a, b, c depending only on the position of the centre of pressure on the
chord. These coefficients have been obtained by Howe [116] by imposing that the pressure
at the trailing edge of the wing is zero, that the area under the curve representing p is
unity for a unit chord and that the moment of the area about the leading edge for unit
area is equal to the position of the centre of pressure. With these assumptions we have:
pα = 6
[
1− 2x+ (8x− 3)x+ 2 (1− 3x)x2] (7.1.2)
Subsequently, it is possible to evaluate the pressure distribution consequent to the de-
flection of a flap. As already stated the flap is simply a plain one and its only degree
of freedom is represented by the deflection angle β. It is assumed in [116] that forward
of the hinge-line a parabolic pressure distribution applies (exactly as in the case of the
clean wing configuration), and that afterwards of the hinge-line the pressure distribution
becomes triangular in shape. The coefficients af , bf and cf needed to define the parabolic
distribution from the leading edge of the wing to the hinge-line of the flap are necessarily
different from the ones estimated for the clean wing case because they are affected by the
presence of the flap. Previous studies, which are now summarised in the ESDU reports
[116], [117], [118],[119] and [120], have shown that the coefficients af , bf and cf depend
on the following parameters:
• the ratio R = −b2/a2 of the hinge moment coefficient b2 of a round nose flap and
the lift curve slope a2 due to the deflection of the plain flap;
• the ratio r = cf/c of the flap chord cf aft of the hinge-line and the total chord c
• the position xw of the centre of pressure of load forward of the hinge-line.
These coefficients can be written as:
af = 6
[





2 (1− 3Rr) [2xw/3− 4] / (1− r)2 −R
]
/ (1− r) (7.1.4)
cf = 12
[
3R− (1− 3Rr) [3xw − (1− r)] / (1− r)2
]
/ (1− r) (7.1.5)
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The pressure distribution due to flap deflection will be calculated as:
pf = cfx
2 + bfx+ af (7.1.6)
The total chordwise pressure distribution due to both the angle of attack and the deflec-
tion of the flap is obtained by simply adding together the two contributions.
p = pα + pf (7.1.7)
These very simple expressions for chordwise pressure distribution provide an estimation
of aerodynamic loads which is accurate enough to be used during the initial design and
the preliminary structural analysis of a wing. However, as Howe points out [116], for flap
deflections over 20◦ these formulae become less accurate.
7.1.2 ESDU Datasheet
The method to estimate the aerodynamic pressure presented in the previous section has
a high degree of approximation. Moreover, it should be noted that the coefficients a2 and
b2, which are respectively the slope of the lift curve and the slope of the hinge moment
curve due to the deflection of the flap, are usually calculated by means of some empirical
relations provided in the ESDU databases [117] and [118] and built using experimental
data, rather than evaluated using an analytical expression. The coefficients a2 and b2 are
strongly dependent on the geometry of the airfoil (i.e chord c, relative thickness t/c and
trailing edge angle τ ) and of the flap (i.e. its chord cf ), but also on the characteristics
of the flow (Reynolds number). With the hypothesis of a standard airfoil, the trailing
edge angle τ is known once it is known the relative thickness t/c of the airfoil. In fact,
tanτ/2 = t/c.
The parameters a2 and b2 have been calculated for the SADE wing by assuming as the
reference airfoil a standard NACA 4412. For the SADE wing the following data are also
known:
Table 7.1: Geometric and aerodynamic parameters for the SADE wing
r = cf/c 0.2
t/c 0.12
Reynolds number 7106
The reference airfoil is a standard NACA 4412. Based on the knowledge of the Reynolds
number and of the geometry of the airfoil, from the ESDU Wings 01.01.05 documentation
[119] it is possible to obtain the coefficient (a1)0/(a1)0T , which represents the ratio of the




From the ESDU Controls 01.01.03 [120] it is possible to find out the (a2)0/(a2)0T , which
is the same ratio evaluated in presence of a control surface deflection, and also the (a2)0T ,
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(a2)0T = 3.69 rad
−1
In the same way using the ESDU Controls 04.01.02 documentation [121] it is possible to
calculate the parameters related to the hinge moment coefficient (b2)0 based on the
(b2)0
(b2)0T
and the (b2)0T .
(b1)0
(b1)0T






In the end the ratio R can be evaluated as:
R = − b2
a2
= 0.197
Furthermore, Howe [116] provides a list of empirical equations to determine the position
of the centre of pressure x, which depends on the angle of attack α, for the airfoil with
and without flap surface deflected.
The values obtained can be substituted in the Equations 7.1.3 to 7.1.5 to evaluate the
pressure distributions pα and pf . Considering an angle of attack α = 12
◦, the value
x = 0.33 is obtained for the centre of pressure and the corresponding pα is presented in
Figure 7.1.
Figure 7.1: Estimated pressure distribution due to angle of attack
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Figure 7.2: Estimated pressure distribution due to the deployment of the flap
When considering the deflected flap, the pressure distribution initially follows the equa-
tion of pf from the leading edge of the wing to the hinge line of the flap, becoming
triangular shaped after the hinge line, as shown in Figure 7.2.
The overall pressure distribution then is given by the sum of these two contributions, as
shown in Figure 7.3.
Figure 7.3: Estimated pressure distribution due to both angle of attack and flap deployed
7.1.3 CFD Methods
In the initial phases of the analysis, the aerodynamic loads on the inboard flap of the
SADE wing were estimated by using Howe’s and ESDU procedures described in Section
7.1.1 and 7.1.2. Subsequently, these aerodynamic loads were replaced with a more ac-
curate evaluation conducted using the the commercial CFD software CFX [112]. The
aerodynamic pressure over the wing with flap deployed was calculated by one of the part-
ners of the SADE project [112] and then manually applied to the finite element model of
the structure.
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7.1.4 The Xfoil Software for Panel Method Applications
ESDU and Howe’s method of analysis and the CFD approach represent the two extreme
ways to evaluate the aerodynamic pressure load around a body. A solution offering an
intermediate degree of approximation between these two approaches is represented by
panel methods.
Panel methods are techniques to solve incompressible potential flows, based on three main
simplificative assumptions on the characteristics of the air flow: the compressibility of air
is neglected, the curl of the velocity field is assumed to be zero, the viscosity of air in the
flow field is also neglected. Under these assumptions, the velocity in the flow field can be
represented as the gradient of a scalar velocity potential φ and the flow is governed by
Laplace’s equation ∇2φ = 0 (see Anderson [124] for a complete discussion on potential
flows).
Panel methods can be applied to both 2D and 3D problems. The first step of the solution
procedure consists in discretising the body immersed in the flow by dividing its surface in a
certain number of panels. Considering the case of an airfoil, its contour can be discretised
and divided into segments, also called panels because they represent the section of an
infinitely long panel surface. Each panel is defined by its two end points, called panel
joints, and by a control point, located at the panel centre. The use of a higher number
of panels leads to a more accurate solution, since it offers a better representation of the
airfoil shape. Subsequently, vortex sheets of unknown strength γ are placed on each panel
to mimic the effect of the airflow around the airfoil. Each vortex sheet will determine a
certain amount of circulation and hence lift around the airfoil. The core of the method
consist in determining the strength γ of the vortex distribution by solving Laplace’s
equation in some specific point along the airfoil, where specific flow conditions, such as
the tangent-flow boundary condition, have to be satisfied. This process leads to a system
of linear algebraic equations in the unknown vortex strengths.
Panel methods offer a fast and reasonably good approximation of the airflow around a
body, when more complex solutions like CFD results are not available or too expensive to
obtain. These methods are able to predict very well the lift generated but, unfortunately,
they do not offer any drag results.
In this chapter, the software Xfoil [122] was chosen as the panel method solver for the
analysis of the inboard flap. Xfoil was written by Mark Drela in 1986 using the Fortran 77
programming language and was developed as an interactive program for the design and
analysis of subsonic isolated airfoils [123]. As specified by Drela in his paper [123], the
inviscid formulation adopted is a simple linear-vorticity stream function panel method.
The equations are closed with an explicit Kutta condition applied at the trailing edge. A
viscous correction was included in the analysis to allow the user to consider the effect of
the boundary layer and wake along the airfoil. Moreover, a compressibility correction is
incorporated, allowing good compressible predictions even when the velocity reaches high
subsonic Mach numbers (higher than 0.3). All the source codes have been made public by
the Author and this has allowed various upgrades and enhancements. The program was
developed with an interactive interface, however the traditional batch-type execution is
also possible. In the current research, the Xfoil source code has been modified to include
an interface with the Nastran structural solver to conduct a coupled analysis and to
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evaluate the effect of the fluid-structure interaction on the inboard flap with morphing
trailing edge.
7.2 The Fluid-Structure Interface
7.2.1 Computational Aeroelasticity
The behaviour of a generic structure can be analysed by considering the generalised
equations of motion, which can be written as:
[M ]q′′(t) + [C]q′(t) + [K]q(t) = F (t) (7.2.1)
where q(t) is the generalized displacement vector, linked to the structural displacement
w(x, y, z, t) with the relation w(x, y, z, t) =
∑ {qi(t)Φi(x, y, z)}. Φi(x, y, z) indicates the
normal modes of the structure, [M ], [C] and [K] are the generalised mass, damping and
stiffness matrices and the term F (t) on the right hand side is the generalised force vector,
which represents the link between the unsteady aerodynamic and inertial loads and the
structural dynamics.
As it can be observed from the above equations, the terms representing the structures,
the aerodynamics and the dynamics are distinct from each other and this allows to choose
different methods for any particular system. On the other hand, however, it is necessary
to develop an interface between the fluid domain and the structure in order to ensure
that the interaction of the two is correctly assessed.
Guruswamy [125] offers an extensive review of computational aeroelasticity methods. As
shown in Figure 7.4, several different approaches for fluid-structure analysis are available,
with different levels of fidelity. Depending on the methods of analysis and interface chosen,
three main categories of computational aeroelastic models can be identified: fully coupled,
closely coupled and loosely coupled models.
In the fully coupled models, the structural and aerodynamic equations are combined,
then solved and integrated in time simultaneously. This approach has the disadvantage
to be computationally expensive and has limitations on the complexity of the models and
on the grid size.
Loosely coupled models, on the other hand, are based on the separate solution of the
structural and fluid equations, using different computational grids for the two subsystems.
This leads to a great flexibility in the choice of the solvers. An interface technique has to
be developed to ensure the exchange of information between the two modules. However,
this exchange of information is set only after partial or complete convergence, hence
loosely coupled models generally suffer from low accuracy and their use is limited to
small perturbations and models with moderate nonlinearities.
Finally, closely coupled models are widely used in computational aeroelasticity because
they offer a good compromise between accuracy and complexity. Different solvers are used
for fluid and structure, however these solvers are tightly coupled into one single module
by using a suitable interface. The interface ensures that the surface loads obtained
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Figure 7.4: Models with different levels of fidelity for flow and structure [125]
from the fluid solver are transferred and correctly applied to the structure and, vice
versa, the structural displacements are correctly mapped from the structural model to
the aerodynamic grid.
In general, if a CFD solver is used to determine the aerodynamic load, once the displace-
ments are transferred to the fluid model, it is necessary to re-mesh the fluid domain as
the aeroelastic analysis marches in time. Various moving boundary techniques have been
developed to address this aspect of the aeroelastic analysis, and a vast literature can be
found about this topic (see [125] and [126]). Cavagna et al. [127] have also investigated
the possibility to conduct a high fidelity aeroelastic analysis using existing commercial
software rather than specifically written codes, in order to satisfy the need of the industry
for fast and relatively cheap solutions.
In the first phase of this investigation, the Xfoil code, based on high order panel method,
has been chosen as the fluid solver instead of a CFD one to have a first and quick
approximated evaluation of the aerodynamic pressure load on the airfoil. As shown by
Lafountain [128], the results of this approach are very accurate and represent a good
starting point to develop further analyses. Xfoil automatically tailors the panelling cha-
racteristics depending on the airfoil geometry. For this reason, the re-meshing of the fluid
domain will not be addressed.
7.2.2 The Xfoil-Nastran Interface for the Analysis of the Mor-
phing Flap
The aerodynamic pressure load on the inboard flap structure was evaluated using the
Xfoil software described in the previous sections (see also [122], [123]). Figure 7.5 shows
the typical data flow followed by Xfoil for the resolution of the flow over an airfoil.
An interactive interface allows the user to load one of the standard NACA airfoils or
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Figure 7.5: Xfoil Data Flow ([122], [123])
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a personalised set of airfoil coordinates, to specify the Reynolds number, the angle of
attack and the density of panels required in the analysis. Xfoil then provides the CP
distribution, the polars, the CL − α diagram and other relevant aerodynamic quantities.
In the interface program developed for this research study, this fully interactive interface
approach has been replaced with a batch-type execution, which can be more conveniently
included in an automatic iterative procedure for the aeroelastic calculations. Once the
Xfoil application is executed within the aeroelastic interface program, the buffer airfoil
coordinates are read from file via the LOAD command and its coordinates are normalized.
Other inputs such as the Reynolds number and the angle of attack are also specified
directly in the file. The pressure coefficient Cp on the airfoil is then evaluated. For the
current analysis of the SADE inboard flap, a Reynolds number Re of 7000000 and an
angle of attack of 0◦ were assumed. It was decided to have the same Re and α values
throughout all the iterations.
The structural model of the trailing edge flap was created using the commercial software
MSC Patran. The skin-only model presented in Chapter 5 was considered for this pre-
liminary analysis. The structural results were obtained by running a Nastran nonlinear
static analysis (Sol 106).
7.2.3 Structure of the interface
The interface main program is able to call different subroutines and at the same time
to launch the Nastran and Xfoil runs from shell. Three files must be provided for the
analysis:
• The structural .bdf file created using Patran
• The Xfoil input file containing the coordinates of the point of the aerodynamic
section
• The list of the nodes corresponding to the point of the aerodynamic section, to
interface the two domains
Figure 7.6: Fluid-structure interaction in the Nastran/Xfoil interface
The interface program implements an iterative structural and aerodynamic analysis il-
lustrated in Figure 7.6. Initially, the structural data were used to generate a deformed
aerodynamic section for the aerodynamic solver. The Xfoil is then run to obtain the
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pressure coefficients distribution over the flap structure. The pressure coefficients were
converted into a pressure distribution and re-applied to the flap structure. A final struc-
tural run is then performed to generate the new flap deformed configuration under the
new aerodynamic load. All these steps were repeated until the shape converged to its
final equilibrium value.
Attention was paid to ensure the necessary accuracy in all the steps of the iterative
analysis. The number and location of the points defining the aerodynamic section was
carefully selected in order to achieve a smooth aerodynamic surface. Moreover, the num-
ber of points considered in the aerodynamic and structural analysis was different and
an interpolation was required in order to transfer the data from the aerodynamic to the
structural solver.
In order to interface the Xfoil and Nastran software, it was fundamental to know the
characteristics of the input and output files for both solvers. The Xfoil input and output
files were simple text files containing the coordinates of the airfoil and the corresponding
values of the pressure coefficient respectively. On the other hand, the input and output
files for the structural analysis were much more complex since they had to provide to the
analysis all the characteristics of the structure. In particular:
• Nastran input file
The MSC Nastran input file for the structural analysis (.bdf file) consists of different
sections: the Nastran statement, the file management section, the executive control
section, the case control section and the bulk data section. The first three sections
contain statements to specify system parameters that control internal solution pro-
cessing, assign files and manipulate the database, select the solution sequence to
be run. The case control section is used to define the case loads and to specify
the output requests. The bulk data section contains all the information needed to
describe the structural model and to define the analysis such as the grid points,
elements, constraints and loads. The interface program acted mainly on the bulk
data section, by reading the input file to obtain the initial configuration and, more
importantly, by rewriting the parts connected to the definition of the aerodynamic
pressure load on the model. Since the .bdf file is written in a special ten-field for-
mat, an extensive use of the Nastran and Patran Guides ([105], [106], [107]) was
made to understand the main characteristics of the bulk data entries.
• Nastran output file
Once a Nastran run is submitted, several output files can be generated, depending
on the input file requests. The main output file is the .f06, an ASCII file that can be
opened with any text editor, containing the printed output such as displacements,
element forces, stresses... Similarly to the .bdf file, the .f06 file has a standard
format and the data are organised into separate fields. The part relevant to the
aeroelastic interface is the section containing the displacements of the model for
each node.
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7.2.4 Results of the Aeroelastic Analysis of the Morphing Flap
7.2.4.1 Aerodynamic Load on the Flap
As already mentioned in Section 7.1, the use of Xfoil to evaluate the aerodynamic pressure
load on the flap represents an approximation and CFD methods would offer a more
accurate prediction of the CP distribution.
One of the biggest limitation of Xfoil is the impossibility to consider the presence of the
flap slot. To overcome this issue, it was assumed to consider the flap as a wing, the CP
distribution was evaluated on the airfoil normalized with respect to the chord and the
resulting Cp was then scaled with respect to the max Cp value obtained from the CFD
calculations.
7.2.4.2 Full scale inboard flap
The interface program was used to study the deflection of the trailing edge structure under
the effect of the aerodynamic load and, simultaneously, the effect that such deflection has
on the pressure distribution. The inboard flap was considered for the iterative analysis.
The flap was supported by its deployment mechanism at two spanwise locations at 30%
and 70% of the flap span. The interface study allowed to identify for each step of the
iteration:
• The pressure coefficient cp on the flap section (and hence the aerodynamic pressure
distribution on the flap)
• The structural deflection achieved under the effect of the aerodynamic pressure
• The effect of the structural deformation on the aerodynamic pressure distribution
In the first step of the iterative analysis, the Xfoil evaluated the aerodynamic loads on
the flap in neutral configuration. Figure 7.7 shows the distribution of panels along the
flap section. The default number of panels chosen by Xfoil, equal to 160, was increased
to 200 to ensure a good numerical accuracy, and the panel density was set higher in the
areas of high curvature, such as the leading edge, and at the trailing edge.
Figure 7.7: Flap section for aerodynamic analysis: panels
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The pressure module of the interface program then provided to convert the cpinto pres-
sures by considering a density ρ of 0.69Kg/m3 and a flight speed of 124.5 m/s and the
resultant pressure distribution was applied as a distributed load over the flap structure.
A Nastran run was then performed to obtain the deformed configuration of the struc-
ture. The upwards aerodynamic load had the effect to generate a vertical deflection and,
consequently, a change to the aerodynamic section of the flap. The structural module
of the interface program was able to extract the coordinates of the flap mid-section and
to generate a modified airfoil section for the Xfoil aerodynamic solver. The steps above
were repeated until convergence was reached, hence until the aerodynamic pressure dis-
tribution and the vertical deflection of the flap became constant between two consecutive
iterations.
Figure 7.8 presents the cp distribution over the flap structure for the first iteration.
The results obtained in the intermediate iterations showed an oscillating trend in the
aerodynamic pressure load developed over the flap structure before convergence. A 29%
difference in the maximum cp was obtained between the initial and the converged pressure
distributions, as presented in Figure 7.9.
Figure 7.8: cp distribution over the flap: initial iteration
The first iteration generated a total vertical displacement of 3.40 mm, as illustrated in
Figure 7.10. Despite the approximation involved in the use of the Xfoil and the higher
order panel method, it can be noted that the vertical deflection achieved in the first step
of the iterative analysis is similar to the static flap deflection of 3.75 mm presented in
Chapter 6, where air pressures derived by CFD method were used.
The results obtained in the subsequent iterations showed an oscillating trend in the
aerodynamic pressure load developed over the flap structure and, consequently, in the flap
displacement. When the interaction between the structure and the airflow is considered,
the flap displacement under the effect of the final aerodynamic load is expected to be
lower than the initial uncoupled value. In fact, the upwards aerodynamic pressure load
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Figure 7.9: Max cp variation between the iterations
Figure 7.10: Flap displacement under air pressure load: initial iteration
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has the effect to reduce the flap camber, leading to a reduction of the overall cp. However,
once the cp and consequently the air pressure loads on the flap has reduced, the flap
could go back to a more cambered configuration, with a consequent increase in the cp.
In the current analysis of the flap with morphing trailing edge, the alternate trends in
the cp distribution and flap camber led to a flap displacement, measured at the trailing
edge extreme point, oscillating towards a constant final value, as shown in Figure 7.9.
Convergence was achieved after 5 iterations. Figure 7.11 presents the final deflection of
the flap, equal to 1.66 mm.
Figure 7.11: Flap displacement under air pressure load: final iteration
As known from the structural static analysis, the aerodynamic pressure load and the
actuation load required to morph the flap act in opposite directions. Hence, the presence
of the airflow has the effect to increase the actuation load required to morph the flap
into the desired deflected shape. On the other hand, the iterative analysis of the flap
has shown that the flap under the effect of the aerodynamic load is statically stable
since the interaction between the aerodynamic load and the structural deflection tends
to bring the flap into an equilibrium configuration. From a global point of view, the
presence of the flap positively contributes to the structural stability of the wing with
morphing high lift devices. In fact, considering only the morphing leading edge, an
increase in the aerodynamic load generates an upwards structural deflection which, in
turns, would determine an increase in the local angle of attack and a further increase in the
aerodynamic load. This unstable behaviour is partially counteracted by the presence of
the flap, which helps to preserve a desirable aerodynamic configuration while contributing
to the overall lifting capabilities of the wing.
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CHAPTER8
Optimisation of an Actuated Morphing
Structure
In the previous chapters it has been often stressed that the traditional design and analysis
methods applied to conventional aircraft no longer hold in the case of morphing structures
and innovative analysis approaches are hence required. The optimisation of the design
and structural characteristics of a morphing structure presents similar challenges. In fact,
a morphing structure has additional requirements to satisfy, such as the achievement of
a prescribed deflection shape, and the combined effect of the different design parameters
is not always easy to evaluate.
This chapter presents a procedure for the design optimisation of a morphing structure
and its application to the flap with morphing trailing edge presented in the previous chap-
ters. In Section 8.1, the general optimisation problem is defined and a rapid overview
of the steps followed during the optimisation process is given. The analysis was limited
to the morphing flap with aluminium skin. Section 8.2 presents a study conducted to
determine the characteristics of the EBAM actuation mechanism by specifying the num-
ber and position of the actuation loads. The target deflection based on the aerodynamic
performance of the airfoil is considered and different approaches were used to identify
and achieve the closest approximation of the desired deformed shape. An analytical ap-
proach based on the standard beam theory was developed and applied to the morphing
trailing edge of the flap to obtain the right combination of deflection and actuation load
in each point. The beam model results were compared with a finite element based study
of the effectiveness of the various loading points combinations. Once the details of the
actuation were determined, the optimisation was extended to consider the material prop-
erties of the skin panels. An optimization procedure was implemented by coupling the
Fortran-based optimization subroutine ADS, developed by NASA in the 1980s, with the
Nastran structural solver. The details of the interface analysis between ADS and Nastran
and the results of the optimisation are presented in Section 8.3. The skin thickness was
tailored in order to achieve a desired deflected shape under specified stress constraints.
The stress and strain results for the morphing trailing edge flap, presented in Section 8.5,
showed the potential to achieve significant weight reduction while maintaining good load
carrying capabilities and meeting the shape requirements.
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8.1 The general optimisation problem
The general optimisation problem consists in determining the values of the design varia-
bles x = (x1, . . . , xn) that minimise a function F (x) subject to some specific conditions:
min F (x) (8.1.1)
gj(x) ≤ 0, j = 1, . . . ,m
Hk(x) = 0, k = 1, . . . , l
Li ≤ xi ≤ Ui, i = 1, . . . n
F (x) is called the objective function and its value depends on the design variables. In
structural optimisation problems, the design variables typically represent physical char-
acteristics of the structure, dimensions or skin thicknesses for example, and the objective
function is often the weight of the structure. The gj(x) represent m inequality constraints
while the Hk(x) represent l equality constraints. The last n conditions are the side con-
straints, used to define and limit the region where to search for the optimum.
The constraints gj(x) and Hk(x) express bounds and conditions for some meaningful
quantities of the problem. For instance, the gj(x) constraints could refer to the stresses
in the structure and could be used to impose a maximum stress limit, by expressing them
in the form σ/σmax − 1 ≤ 0, where σmax is the maximum allowable stress and σ is the
current calculated stress.
A simple yet meaningful formulation of the problem to solve is the first step for an efficient
optimisation process. Depending on the objective function and constraints, the optimi-
sation problems can be classified as linear on nonlinear and different solution techniques
can be implemented. The solution of a generic optimisation problem can be divided into
three different levels:
• Strategy: technique to adopt for the solution of a specified problem, for example,
unconstrained minimisation or linear programming
• Optimiser: algorithm or method to use for the solution of the optimisation problem
• One-dimensional search: technique to determine the iteration points
Several choices of strategies, optimisers and one-dimensional search methods have been
developed to solve a wide range of problems. Gradient-based optimisation methods are
often used for many types of problems. In these methods, after a preliminary analysis of
the problem, an initial point in the design space is selected and the objective function,
the constraints and their gradients with respect to the design variables are evaluated.
The gradients are used to identify a descent direction, which minimizes the objective
function. The design point is hence modified by following this descent direction and by
changing the current values of the design variables accordingly. The objective function
and constraints are then re-evaluated for the new design point and this process is repeated
until final convergence is reached. Nonlinear optimisation problems are often solved using
a group of gradient based methods called methods of feasible directions (MFDs) [129].
From a mathematical point of view, h 6= 0 is a feasible direction of descent if there exists
an α such that ∀α ∈ (0, α] the following two properties hold:
THE GENERAL OPTIMISATION PROBLEM 153
x+ αh ∈ Γ (8.1.2)
f 0 (x+ αh) ≤ f 0 (x) (8.1.3)
where Γ is the portion of the design space satisfying the conditions gj(x) ≤ 0, j = 1, . . . ,m.
In order to find a feasible direction, the evaluation of the function and its gradient is
required at each iteration; the step length along the feasible direction is then found
by performing a constrained one dimensional search. These steps are repeated until
convergence. Although other algorithms are more interesting from a mathematical point
of view, the MFDs are used in structural design optimisation because they offer a series of
advantages. Firstly, all the subsequent designs generated during the process are feasible,
they improve at each iteration and could be used as intermediate design steps. Moreover,
the algorithm only employs first order derivatives, resulting in reasonable computational
costs if compared to other more sophisticated methods.
8.1.1 Optimisation Problems for Morphing Structures
Structural optimisation methods have traditionally had the primary objective to minimize
the structural weight without compromising the load carrying capability of the structure
and the techniques described in Section 8.1 above have been widely applied over the
years.
The optimisation of a morphing wing structure, on the other hand, requires a different
approach to the problem. As discussed by Moorhouse, Sanders et al. in [33], in fact, it is
expected that morphing structures will exhibit some weight penalty compared to the non-
morphing designs. Hence, the primary objective of the optimisation procedure is not the
minimisation of the structural weight but the achievement of the prescribed deflection, in
order to improve the wing performance and to overcome the inevitable weight penalty due
to the presence of the actuators. Other key parameters to consider in the optimisation
problem are the stress levels in the structure, which must meet the material strength
requirements, and the total actuation load required for morphing, which should be as low
as possible.
In this chapter, an optimisation process is presented to improve the design of the flap
with morphing trailing edge. The optimisation was divided in two steps and focused
initially on the eccentric beam actuation mechanism, and later on the thickness of the
skin panels.
In the first stage of the analysis, the objective was to determine the best loading positions
along the flap chord in order to achieve a deflected shape which was the closest possible
to the specified requirements.
In the second phase of the optimisation, the skin panels were considered and the possibility
of achieving some weight saving by reducing the skin thickness was investigated. The
morphing flap structure presented conflicting requirements: on one hand, a thin skin is
beneficial because it facilitates the morphing of the structure, leading to smaller actuation
loads, on the other hand, the presence of the additional actuation loads to achieve the
morphing of the structure requires enough structural stiffness to withstand the increased
level of sollecitation.
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8.2 Shape Studies for the Trailing Edge Flap
8.2.1 The Target Deflected Shape
The desired deflected shape for a wing structure with morphing capabilities is usually
determined based on aerodynamic considerations, in order to achieve a configuration able
to improve the aerodynamic performance of the wing. With reference to the wing in this
current analysis, as already specified in Chapter 4, the deflection requirements for the
SADE wing were determined through an aerodynamic optimisation conducted by other
Partners of the project. The wing was considered as a two-component airfoil plus droop
nose and the specific objective of the aerodynamic optimisation was to achieve a higher
maximum lift coefficient.
The specific shape deflection requirements are presented in Section 4.2.1. Figure 8.1
shows a schematic representation of the flap lower skin from the rear spar to the trailing
edge.
Figure 8.1: Flap trailing edge deflection requirements
During the initial stages of the design, presented in Chapter 5, the curvature of the
eccentric beam in the EBAM mechanism and the actuation load applied were specifically
selected in order to meet the shape requirements. However, despite the careful design
of the curved beam, a closer look at the deflection achieved point by point along the
flap chord has shown that some small differences may arise between the deflected shape
achieved by the structure and the desired shape prescribed by the aerodynamics. These
discrepancies could be related to very demanding shape requirements in some of the
points or to the presence of highly cambered regions and sharp bends. The objective of
the optimization study conducted in this chapter is to minimize such shape difference by
acting on the characteristics of the actuation mechanism and on the material properties
of the flap skins. The design presented in Chapter 5 for the morphing flap with EBAM
actuation mechanism considered five uniformly distributed loads. The analysis presented
in this section aims to improve the morphed shape achieved by acting on the number and
chordwise position of the actuation loads.
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8.2.2 Mathematical Approximation
It can be observed that the problem of finding the best locations where to apply the
actuation loads shares some similarities with the problem of the best polynomial appro-
ximation of a given function. In the polynomial approximation, a given target function
is approximated with a polynomial of order n over n + 1 points in a selected interval.
Transposing this to the case of the trailing edge flap, the target deflected shape could
be approximated with a n-th order polynomial over n+ 1 specified loading points of the
airfoil section. It could be assumed that imposed displacements are applied to these n+1
points, to force them in the desired position after deflection, while the rest of the structure
will follow the prescribed shape more or less accurately depending on which points have
been selected. This approach shares some similarities with the analysis conducted by
Rhodes and Santer in [130], where special splines were used to assess the effectiveness of
each loading point to fulfill the morphing requirements.
The polinomial interpolation was carried out on the interval [0, c] representing the lenght
of the rear morphing part of the flap, from the rear spar to the trailing edge. The best
polynomial pn(x) that approximates the target shape f(x) over [0, c] can be defined as




|f(x)− pn(x)| dx (8.2.1)
Three cases were considered, corresponding to a number of actuation loads equal to 3, 4







where the Ci are n unknown coefficients. The value of the polynomial in the point xi is
set equal to the target deflection f(xi) for each of the n+ 1 points:
pn(xi) = f(xi) i = 1, . . . n+ 1 (8.2.3)
By developing these equations, a (n+ 1)× (n+ 1) system of equations is obtained, which
allows the determination of the coefficients Ci of the interpolating polynomial and the
evaluation of the deflection shape achieved.
The desired deflected shape of the flap trailing edge presented in Figure 8.1 was defined at
several specific points along the flap chord. The best fitting polynomial was determined
by settinng the number of points considered equal to 3, 4 or 5 and by analysing all
the possible combinations of loading positions to choose the one providing the minimum
error. The loading positions determined using this approach are summarised in Table
8.1, where xi represents the distance from the rear spar of the i− th interpolating point.
Figures 8.2 to 8.4 show the trailing edge deflected shape achieved by considering 3, 4
and 5 actuation points respectively. The use of 3 interpolating points led to inaccurate
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No. of Points x1 x2 x3 x4 x5
3 9.78e-2 0.198 0.246 - -
4 4.99e-2 0.127 0.267 0.392 -
5 2.49e-2 0.127 0.204 0.392 0.54
Table 8.1: Best interpolating positions for 3, 4 and 5 points
results, with the curve unable to follow the flap desired deflection in large regions close
to the origin (the rear spar) and to the trailing edge. Increasing the number of points to
4 and 5 led to significant improvement in the curve achieved.
Figure 8.2: Shape interpolation with 3 interpolating points
From a purely mathematical point of view, once chosen the order n of the approximated
polynomial, if the f(x) is differentiable up to n + 1, the best approximated polynomial
pn(x) can be found using the Chebyshev theorem. This theorem states that the n-th order
polynomial pn(x) that gives the best approximation of f(x) over [a, b] is the polynomial













k = 1, 2, ..., n+ 1 (8.2.4)
As an example, a third order polynomial p3(x) = C1x
3 +C2x
2 +C3x+C4 was chosen for
the interpolation and the four nodes over the interval [0, 0.54] were calculated following
Equation 8.2.4 as:
x1 = 0.47939 x2 = 0.34689 x3 = 0.18311 x4 = 0.05061 (8.2.5)
The target shape function was approximated with a polynomial of the fifth order as:
f(x) = −30.88x5 + 39.362x4 − 18.185x3 + 3.1722x2 − 0.2767x− 0.0005 (8.2.6)
over the interval [0, 0.54]. The function f(x) was evaluated in the specified 4 points,
leading to a 4× 4 system of equations in the form:
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Figure 8.3: Shape interpolation with 4 interpolating points
Figure 8.4: Shape interpolation with 5 interpolating points





i + C3xi + C4 = f(xi) i = 1, 4 (8.2.7)
which allowed the determination of the coefficients Ci of the interpolating polynomial
and the evaluation of the deflection shape achieved, shown in Figure 8.5.
Figure 8.5: Shape interpolation using Chebyshev polinomial
This approach allowed a mathematical choice of the locations were the actuation loads
are applied. These locations, represented by the Chebyshev nodes, are fixed once the
interval [a, b] and the order n of the approximation have been selected. Although this
approach ensured the minimum distance between the target shape and the approximated
polynomial over the interval of interest, the results obtained lacked of a proper physical
meaning. In fact, neither the use of the Chebyshev nodes nor the approximated poly-
nomial included in the analysis any physical property of the structure or any boundary
condition at the ends of the flap. As a consequence, while in the interpolating nodes the
deflected shape described by the approximated polynomial meets the target deflection,
there is no guarantee that the deflection of the structure in the other points would follow
the desired shape, expecially at the clamped and at the free ends of the structure.
Adding points to the interpolation would lead to a higher order approximating function
and, as expected, to a better approximation of the target shape. However, the lack of con-
nection to the physical structural problem led to unsatisfactory results and this approach
was abandoned.
8.2.3 Beam Model
In order to determine a better approximation of the morphing flap deflected shape, the
trailing edge structure was represented as a cantilever beam deflected by transverse loads
applied at various locations along the chord.
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where M is the bending moment applied to the structure, which is a function of x only
if transverse loads are considered.
Figure 8.6: Cantilever beam under transverse concentrated load
Figure 8.7: Deflection of a cantilever beam under transverse concentrated load




= P (L− x) (8.2.9)












) + C1x+ C2 (8.2.11)
The constants C1 and C2 can be calculated by imposing the boundary condition of beam








Considering a cantilever beam, having length L, with a load P applied in x1, its deflection






x3 0 ≤ x ≤ x1 (8.2.13)


















(x− x1) x1 ≤ x ≤ L (8.2.14)
If more than one transverse load is applied, then the total deflection in each point of the
beam can be obtained by applying the superposition principle and superimposing the
deflections produced by each of the single loads in that point.
The application of the beam theory is straightforward in the case the transverse loads on
the structure are known. In the case of a morphing flap that needs to conform to a given
shape, however, the problem to be analysed is slightly different. The loads applied to the
structure to get the desired shape are unknown since they depend on the position where
they are applied. However, they can be determined based on the values assumed by each
couple of points (x, y), where x is the chordwise coordinate and y is the corresponding
desired vertical deflection in that point.
In this study, an inverse approach is proposed to determine the loads required in specific
locations along the beam in order to achieve a desired deflection. The steps followed in
the calculation of the transverse loads and beam deformed shape were:
1. for a cantilever beam with N transverse loads applied to it, the generic expression
of the deformed shape was obtained from the basic beam equation by using the
superposition principle
2. N tentative positions xi along the beam were selected for the loads and the vertical
deflection yi in these points was set equal to the desired target in xi
3. substituting the N (xi, yi) values in the expression of the deformed shape, a set of
N equations in the N unknown loads Pi was obtained and its solution allowed to
evaluate the magnitude of the loads in the specified positions
4. once the transverse loads were known, they were applied back to the deformed beam
equation in order to evaluate the deflection in all the coordinate locations
A total number of loading points was specified along the beam and the procedure was
repeated for all the possible combinations of loading positions. For each load combina-
tion, the deflection curve of the beam was determined and its distance from the desired
deflection was evaluated over the interval. The configuration with the smaller distance
from the target was selected as the optimal one.
In the current analysis, a beam having length L=0.54 m was considered and a total of
35 possible loading positions was analysed. Three different cases were considered of a
cantilever beam under three, four and five loads respectively (N= 3, 4 and 5).
8.2.3.1 Beam with Three Loads
The beam was subject to three vertical loads P1, P2 and P3 applied in three generic
locations x1, x2 and x3 along the beam, as shown in Figure 8.8.
The deflection curve of the beam can be described piecewise as:
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Figure 8.8: Cantilever beam with three concentrated loads
y =
(P1 + P2 + P3)L
2EI
x2 − (P1 + P2 + P3)
6EI






















x2 − (P2 + P3)
6EI


































































































(x− x3) x3 ≤ x ≤ L
(8.2.18)
The three transverse loads P1, P2 and P3 in the above equations are unknown. Their
value can be determined by expressing them as a function of the desired deflections y1, y2
and y3 and of the loading points x1, x2 and x3. The following system of three equations
in the three unknowns P1, P2 and P3 was obtained:
{A} [P ] = {B} (8.2.19)
where [P ] is a vector containing the three unknown applied loads P1, P2 and P3 and {A}
and {B} are two matrices 3× 3 and 3× 1 whose terms are known and equal to:
162 OPTIMISATION OF AN ACTUATED MORPHING STRUCTURE
A(1, 1) = 1
A(1, 2) = 1



















































It is possible to solve the system 8.2.19 for each combination (x1, x2, x3, y1, y2, y3) to
obtain the three loads P1, P2 and P3 to apply.
The resulting best loading positions for the case of three transverse loads is represented
in Figure 8.9 and exhibited a total point by point difference of 17.6 mm from the desired
deflected shape.
Figure 8.9: Beam with three transverse loads: best loading distribution
As shown in Figure 8.10, the deflected beam shape exhibited a good agreement with the
target flap shape in the first part of the structure, in proximity of the loading positions,
but not in the final part, which deflected linearly according to the beam approximation
adopted and was not able to follow the more cambered target deflection. An increase
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Figure 8.10: Shape approximation using the beam model with 3 transverse loads
in the number of transverse loads applied to the beam would definitely improve the
deflection shape achieved by reducing the region of linear deflection.
8.2.3.2 Beam with Four Loads
The analysis was repeated for a cantilever beam subject to four transverse loads, shown
in Figure 8.11.
Figure 8.11: Cantilever beam with four concentrated loads
Following a similar approach, the beam deflection curve can be described piecewise as:
y =
(P1 + P2 + P3 + P4)L
2EI
x2 − (P1 + P2 + P3 + P4)
6EI




















(P2 + P3 + P4)L
2EI
x2 − (P2 + P3 + P4)
6EI
x3 x1 ≤ x ≤ x2
(8.2.22)








































x2 − P3 + P4
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(x− x4) x4 ≤ x ≤ L
(8.2.25)
The resulting best loading positions for the case of four transverse loads is shown in
Figure 8.12.
Figure 8.12: Beam with four transverse loads: best loading distribution
Figure 8.13 presents the deflected shape obtained when four loading points were consid-
ered. Although the curve showed a better agreement with the target shape than the three
loads configuration presented in Figure 8.10, the maximum deflection at the trailing edge
was still sensibly different from the desired one.
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Figure 8.13: Shape approximation using the beam model with 4 transverse loads
Figure 8.14: Cantilever beam with five concentrated loads
8.2.3.3 Beam with Five Loads
The case of a cantilever beam subject to five transverse loads was also considered (see
Figure 8.14). The deflection curve can be described piecewise as:
y =
(P1 + P2 + P3 + P4 + P5)L
2EI
x2− (P1 + P2 + P3 + P4 + P5)
6EI




















(P2 + P3 + P4 + P5)L
2EI
x2 − (P2 + P3 + P4 + P5)
6EI







































(P3 + P4 + P5)L
2EI
x2 − P3 + P4 + P5
6EI
x3 x2 ≤ x ≤ x3
(8.2.28)


























































x2 − P4 + P5
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(x− x5) x5 ≤ x ≤ L
(8.2.31)
The resulting best load position for the case of the five loads is shown in Figure 8.15 and
the deflection shape achieved is presented in Figure 8.16. The use of five transverse loads
led to a considerably smaller overall distance between the target and the achieved shape,
equal to 3.84 mm. From Figure 8.16 it is evident that the use of five loading points led
to a very good agreement between the beam model and the target deflection shape, since
the last load contributed to deflect the final part of the beam up to the maximum vertical
displacement required.
A summary of the best loading positions for the beam model with three, four and five
transverse loads is presented in Table 8.2. The use of more loading points contributed to
progressively improve the deflection of the beam tip.
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Figure 8.15: Beam with five transverse loads: best loading distribution
Figure 8.16: Shape approximation using the beam model with 5 transverse loads
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No. of Loads x1 x2 x3 x4 x5
3 2.49e-2 0.10 0.296 - -
4 2.49e-2 0.10 0.20 0.39 -
5 2.49e-2 0.10 0.20 0.39 0.54
Table 8.2: Beam loading positions
The beam approximation adopted in this paragraph provided a simple but effective way
to represent the trailing edge deflection under transverse loads and to select the most
suitable actuation load distribution for the flap structure. One of the main advantages
offered by this approach was to retain a strong connection with a real physical problem
by taking into account the material properties of the flap skin. In fact, the beam flexural
stiffness EI, figuring in the equations, was chosen equal to the EI of a thin Aluminium strip
of skin having rectangular cross section constant along the beam, with unit width and skin
equal to the flap skin thickness of 2 mm. The use of the beam equation automatically
allowed to achieve a realistic deflection of the structure also in the areas between the
different loading positions. The results showed that the use of three or four loads along
the flap trailing edge led to an overall difference with the target deflection of 17.6 mm
and 12.1 m respectively. The largest discrepancy with the target shape was observed
in the final portion of the beam, which deflected linearly rather than following a more
cambered profile. The case with five loading positions showed a dramatic improvement
in the deflection achieved, which was only 3.84 mm far from the desired morphed shape.
8.2.4 Shape Analysis with the Finite Element Method
The beam model proposed in Section 8.2.3 provided some indication on the best loading
positions on the flap structure and on the number of loads required to achieve the desired
deflection. However, it did not offer an accurate representation of the trailing edge
structure, which is composed of two skins connected together along the chord and able
to slide over each other at the trailing edge. In order to provide a more accurate analysis
of the load distribution along the flap necessary to achieve the desired deflected shape,
a finite element analysis was conducted. The finite element model of the trailing edge
structure already used to evaluate the actuation loads in Chapter 5 was considered.
In order to evaluate the actuation loads to apply to the flap skins, the approach described
in Section 5.3.6 was adopted:
• the desired deflection was imposed as a forced displacement on the structure and
the corresponding reaction force was evaluated
• the calculated reaction forces were reapplied as the actuation load to achieve the
desired morphed shape
This time, however, rather than considering a single set of fixed, uniformly spaced loading
positions, all the different combinations of loading points were included in the analysis.
In order to quickly analyse large number of loading conditions, the whole process was
automated by interfacing the Nastran structural solver with a Fortran-based script which
was able, at each run, to:
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• apply the desired deflection in correspondence of the selected loading positions as
an imposed displacement
• evaluate the corresponding reaction force in the loading points
• reapply the reaction force as concentrated actuation forces on the structure
• evaluate the deflection achieved and the total actuation load reqired
• shift the loading positions to the next adjacent node, in order to cover all the
possible combinations of loading positions
At each step, the difference between the actual and the target shape was evaluated,
together with the actuation load needed to achieve the deflection. The use of a FE model
for the detailed representation of the structure ensured a high degree of accuracy. The
analysis was repeated for three, four and five loading positions respectively, and the best
loading positions determined for each case are summarised in Table 8.3.
No. of Loads x1 x2 x3 x4 x5
3 4.9e-2 0.20 0.296 - -
4 2.49e-2 0.172 0.20 0.397 -
5 0.094 0.194 0.298 0.348 0.543
Table 8.3: Loading positions evaluated with FE analysis
Figure 8.17 shows a comparison between the initial design and the best loading arrange-
ment for three, four and five loads respectively. Each column represents the minimum
total difference between the selected configuration and the target deflected shape. In
order to have a local measure of the difference between the current and the target deflec-
tion, the average difference per node was evaluated and summarised in Table 8.4. While
the three loads distribution generated an average difference per node with the target
shape of approximately 3.68 mm, a 5 loads distribution exhibited a 26% improvement
over the initial design and a much better agreement with the desired deflected shape with
an average difference of 0.63 mm per node with the target.
Initial Design 3 Points 4 Points 5 Points
Total difference (m) 0.03 0.129 0.07 0.022
Difference per node (mm) 0.85 3.68 0.002 0.63
Table 8.4: Average difference ∆ per node with the target deflection
The FE analysis also allowed a quick comparison between the total actuation load re-
quired for each case. Figure 8.18 shows the total actuation load needed in each loading
configuration. The increase in the number of loads led to higher actuation requirements.
Although the arrangements with three and four loads presented the lowest actuation re-
quirements, these configurations were discarded due to the large difference in shape with
the desired deflection. The five loads arrangement required an actuation load of 4.69 kN,
slighlty higher than the initial value obtained in Chapter 5 of 4.02 kN.
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Figure 8.17: Overall difference between the achieved deflection and the desired morphed
shape (m)
Figure 8.18: Actuation load requirements for the best configurations with three, four and
five loads (kN)
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The position of the actuation points for the optimal actuation loads distribution using
five loading positions differed from the initial, uniformly distributed, design, as shown in
Table 8.5. The loading positions along the chord were moved towards the central part of
the flap in order to meet the shape requirements.
x1 x2 x3 x4 x5
Initial Design 0.1 0.1938 0.2987 0.39 0.56
Optimal Configuration 0.0939 0.1938 0.2987 0.3481 0.5434
Table 8.5: Position of the actuation load in the initial and optimised design
From the analysis of the results it was also found that the loading positions corresponding
to the lower total actuation load were slightly away from the ones for best deflection
shape. However, since the total actuation load remained reasonably low in all the various
conditions analysed, priority was given to the deflection shape when selecting the best
performing load configuration.
A comparison can be drawn between the optimal loading positions obtained using the
finite element model of the flap and the findings of the interpolation technique and of
the beam approach. The interpolation technique presented in Section 8.2.2 can provide
a general idea of the more conventient loading positions on the structure. However, for a
complex structure like the morphing flap, a purely theoretical approach which does not
take into account the material properties of the structure is too simplified and does not
entirely capture the structural behaviour of the flap trailing edge under the effect of the
actuation loads.
The use of a beam model and the analysis conducted in Section 8.2.3 allowed to predict
the optimal loading positions along the flap chord by considering a realistic structural
deflection under concentrated vertical loading. The beam analysis, however, did not take
into account the flap internal structure, with the presence of the eccentric beam actuation
mechanism and the additional internal connections between the upper and lower skins.
Conversely, the use of the finite element model of the morphing flap represents the most
complete analysis, since all the structural characteristics of the flap are taken into ac-
count. The results have shown that the use of less than five loads leads to unacceptable
deflection shapes. On the other hand, the morphing requirements were met with good
agreement when five loads were considered. The optimal configuration determined with
the finite element approach exhibited a 26% reduction in the difference between actual
and prescribed shape compared to the intial uniformly spaced actuation loads. The best
loading configuration with five loading positions was selected as the best loading distri-
bution over the flap trailing edge and will be used in the folowing analyses.
8.3 Structural Optimisation of Morphing Structures
Once the characteristics of the actuation mechanism were analysed, the material pro-
perties of the morphing flap structure were introduced in the optimisation process. The
route selected to optimise the morphing high lift device design and to achieve the desired
deflection shape consisted into tailoring the skin properties of the flap trailing edge along
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the chord. The trailing edge skin panels could be divided into spanwise strips and each
strip thickness could be modified according to the desired deflection and level of stress
in the skin. The large number of design variables involved and the need to modify
the different thicknesses simultaneously has led to the development of an automated
optimisation process rather than attempting any manual change to the skin properties.
8.3.1 The ADS-Nastran Interface for Structural Optimisation
Commercial software for structural optimisation is widely available nowadays, often al-
ready integrated within finite element solvers. While this software can be conveniently
used in the standard optimisation problems, it does not offer the flexibility required to
deal with the non conventional optimisation of morphing structures.
In this research study, a new computer program was developed for the structural op-
timisation of morphing structures and, more generally, to solve structural optimisation
problems having non conventional object functions. The program consists of an interface
between the Nastran finite element structural solver and an optimisation module, allow-
ing an iterative analysis of the structure. The objective was to create a tool able to take
advantage of the accurate description of the structural behaviour provided by Nastran,
and to convey this information into the optimisation module in order to achieve a high
degree of accuracy in the evaluation of the objective function and of the constraints.
The optimisation module chosen for the interface problem is the Automated Design Syn-
thesis (ADS) optimisation subroutine, developed at NASA by G. N. Vanderplaats in the
1980s [89]. The ADS subroutine is a general purpose optimisation program allowing great
flexibility in the choice of possible strategies, optimizing algorithms and one dimensional
search methods, in order to obtain a combination that is suitable for the specific optimi-
sation problem considered. The ADS subroutine was written in FORTRAN and can be
easily modified and adapted to suit different types of problems.
Figure 8.19 shows a flowchart of the interface program. A FE model of the structure
is created and analysed using Nastran. The displacements and stresses in the structure
obtained from the analysis are passed to the optimisation module, which evaluates the
objective function and the gradients and generates a new set of design variables. These
parameters are used to modify the structure accordingly and a new structural model with
the tentative design variables is fed back to the Nastran structural solver. The procedure
is iterated until convergence is reached. For the optimisation of the trailing edge skin
properties, the flap was divided into thin strips extending in spanwise direction and the
various thicknesses were selected as the design variables of the problem.
8.3.1.1 Structure of the Interface
• Input files for the interface program
First, an input file for the structural FE solver (bdf file) was generated from the FE
model of the structure to be optimised. Suitable initial values were considered as
the set of design variables involved in the optimisation. Some additional text files
containing the design variables were also generated and linked to the bdf file. Since
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Figure 8.19: Structure of the optimisation interface program
these files contain the design variables, they will be modified at each iteration by
the ADS/NASTRAN interface. This would allow to quickly modify the bdf input
file without actually entering the file itself, with computational savings especially
for large structures ([105], [106]). Finally, for this specific problem, a data file
containing the details of the desired deflected shape was also created to contain the
parameters required for the evaluation of the objective function F (x): at each step
of the iteration the interface program was able to read from external data files and
to determine F (x).
• The interface program
The interface program was written using the FORTRAN language, in order to be
fully compatible with the ADS subroutine [131]. The first step was to invoke the
NASTRAN structural solver to perform the structural analysis. Once the struc-
tural run was completed, the interface program read directly in the NASTRAN
output file (the .f06 file) and extracted the data required for the evaluation of the
objective function. These data consisted in the deflection at specified points of
the structure and the stress values in the elements. The actual deflection of the
structure was compared to the desired deflection of the structural points The ADS
subroutine evaluated the objective function and the optimisation constraints based
on the results of the structural analysis. The subroutine was also able to automat-
ically perform gradient evaluation by using finite differences. Although it would
be possible to include a different gradient calculation subroutine, the ADS compu-
tations were considered sufficiently accurate. The gradient evaluation was used to
generate the next set of design variables and the optimisation loop was repeatd.
When ADS indicated that the convergence was had been achieved, the execution
was completed.
• Output files
The interface generated an output file containing the summary of all the iterations
of the optimisation process, recalling the initial values of the design variables, their
upper and lower bounds, the results of the optimisation complete with information
on the optimisation algorithm and its convergence. The actual deflection and the
stress values were read directly from the NASTRAN output file (f06 file). A second
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ouptut file was represented by the NASTRAN output file (xdb file), allowing to
quickly plot and visualize the results.
8.4 Thickness Optimisation of a Cantilever Beam
The interface program was initially tested on a case study represented by a cantilever
beam, made of aluminium, modelled in Patran using QUAD4 elements. The beam was
divided into transversal sections representing areas where the material properties were
constant and the objective of the problem was to optimise the thickness of each of these
areas to achieve a prescribed deflection. The design variables considered for this problem
were the 5 thickness values along the beam. The minimum and maximum bounds for the
thicknesses were selected equal to 1 and 5 mm respectively. A uniform initial thickness
value of 1 mm was selected for all the sections. The target deflected shape consisted of a
parabola having maximum deflection of 0.175 m at the free end of the strip.
Optimisation results
Table 8.6 shows the optimal values of the thickness for each section, obtained after 17
iterations.






Table 8.6: Optimal thickness distribution of the cantilever beam under a prescribed
parabolic deflection
Figure 8.20 illustrates the deflection achieved. The maximum deflection of the beam and
the levels of stress and strain in the structure are presented in Table 8.7. The stress
values in the x direction, along the beam length, were slightly higher than the initial non
optimised ones, but still acceptable.
Initial Design Optimal Design
Deflection (m) 0.226 0.165
Stress x (MPa) 101 185
Stress y (MPa) 30 8.44
stress xy (Mpa) 5.54 5.10
Table 8.7: Initial and optimised parameters for the cantilever beam
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Figure 8.20: Beam final deflection
8.5 Thickness Optimisation of the Morphing Trailing
Edge Flap
The optimisation procedure implemented in the ADS/NASTRAN coupled interface was
applied to the design of the morphing rear part of the trailing edge flap in order to achieve
a deflected shape which was the closest possible to an prescribed target shape without
violating the stress limits in the material. This type of optimisation problem can be
stated as: minimize the objective function W
W =
∑
abs (zi − x3i) (8.5.1)
subject to stress and design constraints
σi ≤ σUi
tLi ≤ ti ≤ tUi
where n is the total number of points in the chordwise direction, zi is the desired deflection
and x3i is the vertical displacement in the i-th point.
The objective function W expresses the difference between the actual and the target
deflected shape. Acting on the skin thicknesses, which were considered as the design
variables, can have a great impact on the flexibility of the flap trailing edge, which in turn
affects the actuation loads required. In turn, thinner trailing edge skins could potentially
reduce the structural weight of the flap, not only because less material would be used, but
mainly because a more flexible structure would require less powerful, lighter actuators.
The aerodynamic load on the flap structure gradually decreases moving towards the
trailing edge, while the internal actuation loads increase from the rear spar to the trailing
edge, suggesting opposite variations in the skin thickness.
176 OPTIMISATION OF AN ACTUATED MORPHING STRUCTURE
Initial non-optimised results
The initial non optimised design has been already analysed in Section 6.1.2 of Chapter
6. The flap skin panels were made of aluminium 2 mm in thickness. The total actuation
load required to deflect the flap structure was 4.02 kN and the flap model was able to
meet the desired shape with acceptable stress levels. The initial stress results showed
that the flap loading conditions were still far from being critic and there was a certain
margin for skin thickness reduction.
8.5.1 Thickness optimisation
The first step in the optimisation of the flap structural design consisted in dividing each
of the flap upper and lower skin panels into 6 different regions, with the possibility
to modify the material properties of each section independently from the others. The
design variables considered were the thicknesses, hence the design variables vector x had
12 components. A minimum and maximum allowable thicknesses were selected for this
study, equal to 1 and 3 mm respectively. All the other material properties were assumed
constant.
The optimization problem expressed by Equation 8.5.1 for the flap skin thickness was
analysed considering a uniform initial thickness value of 1 mm for all the strip sections.
The displacements and the stress values required to evaluate the design constraint were
read directly from the Nastran output file. The final optimized values for the skin thick-
ness, shown in Table 8.8, were obtained after 184 iterations.
Figure 8.21: Deflection achieved by the flap with optimised skin thickness
Section N. 1 2 3 4 5 6 7 8 9 10 11 12
t (mm) 1.75 1.75 1.75 1.75 2.60 3.00 1.75 1.75 1.75 1.75 2.37 3.00
Table 8.8: Optimised thickness distribution in the different flap sections (mm)
The objective function Equation 8.5.1 for the optimised thicknesses presented in Table
8.8 was equal to 0.3186, lower than the value of 0.3274 obtained for the initial design
presented in Section 6.1.2. As it can be noted from Table 8.8, the optimal thickness values
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obtained resulted lower than the initial non optimized value of 2 mm in all the strips,
apart from the two skin panels close to the trailing edge, where the optimal thickness was
higher than the non-optimal one. This result can be explained by considering the stress
distribution in the FE model, which showed some stress concentration in correspondence
of the actuation loads in the section close to the trailing edge. The peak stress were equal
to 260 MPa in the chordwise direction. These values remained within the limits for the
material, hence they did not cause any concern, however they affected the optimization
procedure in the sense that the skin thickness in that region was higher than anywhere
else in the flap. It is expected that, in the full span model of the trailing edge flap,
the more realistic load distribution along the span will avoid the presence of such stress
concentrations.
Figure 8.22: Stress distribution in the trailing edge flap with optimised thickness
As a consequence of the modified thickness distribution discussed above, it can be noted
that the peak stresses, obtained in correspondence of the stress concentration points,
resulted lower in the optimised design than in the initial non optimized one (peak tensile
stress in chordwise direction of 370 MPa in the lower skin). On the other hand, if
the points of stress concentration were not taken into account, then the stress in the
skins resulted generally higher in the optimized design, as expected following a thickness
reduction. The results show there is the potential to achieve a weight reduction while
remaining within the strength safety limits of the structure.
As already shown in Section 6.1, the use of a 1 m spanwise section of the trailing edge
device could lead to pessimistic results due to the different supporting condition conside-
red for the structure. The optimised thickness values were hence applied to the full span
inboard flap model.
8.5.2 Thickness and Loading Position Combined Optimisation
The ADS-Nastran coupled analysis presented in Section 8.5.1 has shown the possibility
to optimise the skin thickness of the trailing edge flap in order to achieve a desirable de-
flection shape while conforming to the stress constraints on the structure. In this section,
the thickness optimisation analysis is combined to the results presented in Section 8.2.4
in order to take a step further towards the optimisation of the morphing flap structure.
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The analysis conducted in Section 8.5.1 is repeated for the full span inboard flap with
optimal loading positions and a uniform skin thickness of 2 mm, in order to tailor the
skin thickness for the new loading positions.
Table 8.9 presents the optimised skin thicknesses obtained for the different skin sections.
It can be noted that applying the ADS/Nastran optimisation procedure to the flap with
loads in optimal position, rather than uniformly distributed, gave the possibility to further
reduce the skin thicknesses with consequent benefit for the whole wing.
Section N. 1 2 3 4 5 6 7 8 9 10 11 12
t (mm) 1.59 1.46 1.19 1.19 1.39 2.00 1.19 1.19 1.19 1.19 1.32 2.48
Table 8.9: Optimised thickness distribution in the different flap sections
Figure 8.23 shows the final deflected shape achieved by the flap with morphing trailing
edge. The combination of tailored skin thicknesses and best loading positions allowed
to easily reach the morphed deflected shape. The flap skins deflected uniformly along
the span. The stress levels in the skins remained below the maximum allowed for the
aluminium, as imposed by the constraint applied in the optimisation process.Figure 8.24
shows the stress distribution in the skins. Discarding the local stress concentrations, a
maximum tensile stress of 315 MPa was achieved in chordwise direction, which is safely
below the allowable value for the aluminium and is also lower than the stress in the
trailing edge section due to a better redistribution of the stresses over the whole flap.
Figure 8.23: Deflection of the flap with optimised loading positions and skin thickness
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Figure 8.24: Stress distribution in the flap with optimised loading positions and skin
thickness
8.6 Thickness Optimisation of the Morphing Leading
Edge
As described in Chapter 4, the SADE wing is equipped not only with a smart flap
with morphing trailing edge, but also with a morphing leading edge device. A detailed
analysis of the leading edge structure has been already conducted by Morishima [108]
and goes beyond the scope of this current research work. However, in order to test the
optimisation procedure developed in this chapter, and in particular the ADS/Nastran
interface program, the design presented in [108] for the SADE morphing leading edge
device has been considered and its skin thickness has been optimised.
A detailed description of the geometry and target deflected shape for the leading edge
structure has been provided in Section 4.2.1. Figure 8.25 shows a schematic representation
of the leading edge deflection requirements, as presented in Section 4.2.1.
The leading edge structure, with its 0.86 m chord, was larger than the flap trailing edge
flap and a step-by step analysis of all the possible loading configurations proved to be less
effective in finding the optimal loading positions because small changes in the position of
the actuation points did not influence much the final morphed shape achieved. Hence, it
was decided to consider the loading configuration selected in [108] and shown in Figure
8.26, which led to an actuation load per beam equal to 4.51 kN.
An optimization problem analogous to the one defined for the trailing edge was considered,
in order to determine the optimal skin thickness for best deflected shape under minimum
stress.
The thickness optimisation was set up using the ADS/Nastran interface program and a
180 OPTIMISATION OF AN ACTUATED MORPHING STRUCTURE
Figure 8.25: Deflection shape requirements for the leading edge
Figure 8.26: Loading positions for the leading edge [108]
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minimum and maximum allowable thicknesses equal to 1 and 3 mm respectively were
chosen for the leading edge study. A preliminary analysis showed that the leading edge
device exhibited very high stress values in correspondence of the nose lower skin, where
a change of curvature was required together with a vertical deflection. The high stresses
influenced the overall thickness in the optimization process, leading to values equal to
the upper bound set for the design variables, hence equal to the maximum skin thickness
allowed by the optimisation problem, no matter its exact value. For this reason, the
optimization was focused only to the nose area, where a thickness reduction would most
help to better follow the demanding shape requirements.
The optimal thickness in the nose region was found to be uniform and equal to 1.5 mm,
while in the rest of the leading edge the skin panels remained unchanged from the initial
design and equal to 2 mm. Figure 8.27 shows the non optimised deflected shape and stress
results while Figure 8.28 presents the stress results obtained for the modified leading edge
skin thickness.
Figure 8.27: Non optimised leading edge: stress [108]
Figure 8.28: Stress distribution in the leading edge with optimal design
A maximum stress in chordwise direction equal to 463 MPa was achieved, higher than
the maximum chordwise tensile stress of 439 MPa obtained by Morishima. Comparing
the modified leading edge design with the initial one, however, despite the overall higher
stress distribution, the thickness reduction contributed to the the deflection of the lower
skin into a shape closer to the target morphed configuration.
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CHAPTER9
Conclusions and Future Work
An innovative design of a morphing flap device with flexible trailing edge has been de-
veloped, modelled and analysed to improve the aerodynamic efficiency of a commercial
aircraft wing.
The main findings of this research work are hereby summarised with emphasis on the
novel aspects of this study and the contribution to knowledge generated.
9.1 Eccentric Beam Actuation Mechanism
An innovative actuation mechanism concept has been developed for the trailing edge flap
of a commercial aircraft. The proposed design is based on the principle of eccentuation
and consists in an eccentric beam actuation mechanism called EBAM.
The EBAM mechanism has been able to provide the actuation load needed for morphing
and also to replace the conventional internal structure of the flap. The novel design
features of the actuation mechanism and the changes implemented in the conventional
flap structure are listed below:
• The actuation mechanism consists of a curved beam mounted onto the rear spar
and set into rotation by an actuator. Discs with varying radii (cams) are fixed along
the beam and push the skins in the desired shape when the beam is rotated. The
eccentric beam is designed with a curvature that meets the desired deflected shape
at each angle of rotation.
• The upper and lower skins were disconnected at the flap trailing edge in order to
allow them to slide one respect to the other during the flap deflection. The open
sliding trailing edge allows to achieve a uniform deflected shape.
• Additional connections are set between the upper and lower skins in order to ensure
the correct transfer of the actuation load from the eccentric beam to the flap skins.
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The skin connections ensure the functionality and effectiveness of the design and
preserve the structural integrity of the flap with the open trailing edge under the
effect of the aerodynamic load.
9.2 Modelling and Analysis Methodology
As no explicit and univocal guidance is available in literature on the subject, the modelling
techniques and the analysis methodology adopted for the morphing structure were novel
aspects of this research. The innovative aspects of the study conducted on the morphing
flap include the modelling of the proposed design and the estimation of the actuation loads
required for morphing. Furthermore, an iterative analysis was set up to investigate the
interaction of the flap structure with the surrounding airflow. An optimisation process
was also proposed and used to tailor the characteristics of the actuation mechanism
and flap structure to achieve the desired deflected shape with maximum accuracy and
minimum weigh penalty.
9.2.1 Structural Modelling
• The parts constituting the eccentric beam actuation mechanism and the open trai-
ling edge feature were modelled including sliding constraints to account for the
relative motion of the parts during morphing. Multi Point Constraints were set in
the finite element model to restrain the fixed degrees of freedom and to offer an
accurate representation of the flap internal structure.
• The parametric analysis of several types of skin connections has shown that the
use of thin layers of fabric-like material extending spanwise in the mid sections of
the flap trailing edge contributes to achieve a uniform and smooth deflected shape.
This type of connection performed better than point to point types of connection
but determined an increase in the actuation load required for morphing.
9.2.2 Nonlinear Static Analysis
• A 2-step procedure was implemented to evaluate the actuation load required to
deflect the structure up to the target morphed shape. A finite element model of
the trailing edge skin was created and the desired deflected shape was imposed to
the structure in the form of displacements along the flap chord. In the first step of
the analysis, the actuation loads for the morphing structure were evaluated as the
reaction forces of the flap to the imposed desired deflections. In the second step,
the estimated reaction forces were reapplied to the structure to prove they were
effectively able to deflect it into the desired morphed shape.
• A nonlinear static analysis was conducted to account for the large deflections in the
morphing structure and to evaluate the stresses and strains in the skin materials.
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9.2.3 Dynamic Analysis
• The dynamic behaviour of the morphing flap structure was investigated and the
presence of the actuator was taken into account by varying the stiffness of the
curved beam root
9.2.4 Aeroelastic Analysis
• The Nastran structural solver was interfaced with the Xfoil software for aerody-
namic analysis of airfoils using panel method. An iterative analysis was set up to
investigate the effect of the air pressure load on the flap trailing edge deflection. At
each step the flap deformed configuration under the effect of the loading was used
to evaluate the new aerodynamic load to be applied to the structure. The process
was repeated until convergence was reached.
9.2.5 Optimisation of the Morphing Structure
• A polinomial interpolation was initially used to provide an approximation of the
optimal loading positions for the flap structure.
• A better approximation of the morphing flap defected shape was obtained by rep-
resenting the trailing edge structure as a cantilever beam deflected by transverse
loads. The analysis considered a number N of loading points equal to 3, 4 and 5
respectively. The optimal loading positions were determined based on the knowl-
edge of the desired morphed shape at different locations by solving a system of N
equations.
• The analysis conducted to determine the optimal loading positions along the flap
structure was further refined by using a finite element model of the flap and eval-
uating all the different loading combinations. The procedure described in Section
9.2.2 was used for the determination of the actuation loads in various positions.
The process was automated by writing a Fortran program able to move the load
step by step during the process.
• A suitable formulation for the structural optimisation problem for a morphing struc-
ture has been developed. The deflection shape requirements have been included in
the optimisation objective function, while a maximum stress constraint has been
considered as additional condition.
• An interface program between the Nastran structural solver and the ADS optimi-
sation code has been generated and an iterative analysis has been conducted to
minimize difference between the achieved and the desired shapes. The skin thick-
ness was considered as the state variable and a maximum stress constraint was
included in the process.
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9.3 Results of the Analysis
The main research objective of achieving a feasible design for a next generation large
aircraft wing morphing trailing edge actuation mechanism has been achieved. Specifically:
• The flap with morphing trailing edge is able to achieve the desired deflected shape
under the actuation load applied by a series of eccentric beam mechanisms spanwise
distributed and to achieve a uniform and smooth deflection of the trailing edge
• The analysis has been conducted in parallel for both aluminium and carbon fi-
bre/epoxy skin materials in order to investigate the performance of both metallic
and composite skins under morphing. Both the internal actuation loads and the
external air pressure loads have been applied to the structure. The results show
that both skins meet the target shape without violating the strength limits.
• A dynamic response analysis conducted on the flap with integrated actuation me-
chanism has shown that the proposed actuation mechanism provides adequate stiff-
ness to the trailing edge structure to withstand the aerodynamic pressure loads and
also to maintain a high degree of stability in the event of gust encounter.
• The aeroelastic analysis of the flap has shown that the interaction between flap
structure and airflow has an overall positive effect on the wing structure. In fact,
despite an additional actuation load contribution required to overcome the air pres-
sure loads, the flap contributes to the wing structural stability by counteracting the
increase of angle of attack generated by the leading edge device.
• The optimisation process has defined the optimal loading positions along the flap
chord to achieve the desired morphed shape.
• The structural optimisation conducted with the ADS software has shown the po-
tential to improve the deflected shape achieved while obtaining a skin thickness
reduction, with consequent weight saving.
9.4 Future Work
Additional work could be conducted on the morphing flap to extend the knowledge of its
structural behaviour and to improve the modelling technique. Possible future investiga-
tions are listed below.
• Model the nonlinear effects connected to the presence of loose hinges, freeplay
phenomena in the actuator and friction between the sliding contacts.
• Structural optimisation of the morphing flap with composite skin by tailoring the
layup of the skin panels.
• Create a complete demonstrator model of the flap with morphing trailing edge to
experimentally investigate its static and dynamic structural behaviour.
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• Couple the flap structural model to a CFD tool for an accurate aeroelastic analysis.
• Model the whole wing plus droop nose and flap with morphing trailing edge to
conduct a high fidelity aeroservoelastic analysis.
• Develop a concept for a flap with flow blowing devices at the open trailing edge to
further enhance the aerodynamic performance.
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